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Preface 



This manual describes the Data General 
Macroassembler, as provided for use within our 
Real-Time Disk Operating system (RDOS) or Diskette 
Operating System (DOS). It assumes that you plan to 
program in assembly language, and that you have a 
background in this language. 

The Macroassembler (which you invoke with the CLI 
command MAC), processes source files written in 
assembly language and produces relocatable binary 
files, called RBs by convention. After assembling a 
source file with MAC, you can make the RBs an 
executable save file with the RLDR utility, or generate 
an RB library with the LFE utility. 

Within this manual: 

Chapter 1 introduces the Macroassembler; it describes 
input, output, and relocatability. 

Chapter 2 details the characters you input to the 
assembler, and its behavior thereafter; it covers 
character, number, and symbol formats. 

Chapter 3, Syntax, explains expressions and 
introductions to the assembler, like LDA and DIA. 

Chapter 4 lists and describes the pseudo-ops and value 
symbols which you can define in your source program, 
it gives these directives by category and in alphabetical 
order. The alphabetical section begins on a yellow page. 

Chapter 5 explains advanced features of the assembler: 
macros and generated labels. 

Chapter 6 describes operating the assembler from the 
console, and includes the required files, command 
switches, and symbol table files. 



Among the appendixes, Appendix A explains the 
assembler error messages, B summarizes permanent 
symbols, and C contains an ASCII character subset. 

Other manuals you will find helpful are: 

Programmer's Reference Manual for NOVA Computers 
(ordering number 015-000023) or Programmer's 
Reference Manual for ECLIPSE Computers 
(015-000024). One of these details the instruction set 
for your machine. 

R DOS/DOS Command Line Interpreter (CLI) User's 
Manual (093-000109) . This explains how to operate any 
system utility from the console. 

Text Editor User's Manual (093-000018) or Supereditor 
User's Manual (093-000111). Both editors allow you to 
write and modify source programs; the Supereditor is a 

iiiwiw i^uvTviiui, ^1 u^i aiiiiiiaui^ vciaiuji ui liic utidji. 

Text Editor. 

Library File Editor User's Manual (093-000074). This 
utility helps you analyze and edit relocatable binary 
libraries (LBs) and RBs. 

Extended Relocatable Loaders User's Manual 
(093-000080). This utility, RLDR, binds MAC's RB 
output into an executable program. 

RDOS Reference Manual (093-000075) or DOS 
(Diskette) Reference Manual (093-000201). The 
appropriate book explains the features of your 
operating system, and all of its system and task calls. 
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Notation Conventions for This Manual 

We use the following conventions for instruction and 
command formats in this manual. Note that these 
conventions are used to describe the Macroassembler 
language, but are not part of the language itself. 

COMMAND required [optional] ... 

Where Means 

.COMMAND You must enter the command (or 
its accepted abbreviation) as 
shown. 

required You must enter some argument 

(such as a filename). Sometimes, 
we use: 



(required, 
I required2 



which means you must enter oncof 
the arguments. Don't enter the 
braces; they only set off the choice. 

lopiional] You have the option of entering 

some argument. Don't enter the 
brackets; they only set off what's 
optional. 

You may repeat the preceding 
entry or entries. The explanation 
will tell you exactly what you may 
repeat. 



Additionally, we use certain symbols in special ways: 
Symbol Means 

) Press the RETURN key on your 

terminal's keyboard. 

n Be sure to put a space here. (We use 

this only when we must; normally, 
you can see where to put spaces.) 

All numbers are decimal unless we indicate otherwise; 
e.g., 358. 

Finally, we usually show all examples of entries and 
system responses in THIS TYPEFACE. But, where we 
must clearly differentiate your entries from system 
responses in a dialog, we will use 



THIS TYPEFACE TO SHOW YOUR ENTRY ) 
THIS TYPEFACE FOR THE SYSTEM RESPONSE 



We welcome your comments and suggestions for this 
and other Data General publications. To communicate 
with us, either use the comments form provided at the 
back of this manual or write directly to: 

Software Documentation 
Data General Corporation 
Westboro, MAOI581 



End of Preface 
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Chapter 1 
Introduction to the Macroassembler 



A language is a set of common representations, 
conventions and rules that convey information in a 
well-defined way. Computer languages range from 
those which resemble and are tailored to computer 
hardware operations, to those which are more like 
human language. Machine language uses numeric 
codes that a computer can understand directly, while 
FORTRAN, BASIC, and other high-level languages 
are more akin to human expressions. The 
Macroassembler employs a language that is somewhere 
in between. It accepts symbols which are often only 
names for machine code, yet frees you from the need 
to be concerned with exact memory locations; it 
provides mathematical and logical operations for 
symbol manipulation; and it provides a macro facility 
that permits your own character sequences to be 
expanded into different forms by the assembler. 

Assembly Language Processing 

The assembler translates symbolic instruction codes 
(such as "LDA 0,2") and symbolic addresses (such as 
"TEMP") into numeric codes and numeric addresses. 
These addresses may be either absolute (i.e., "real") 
or relocatable; these terms are defined at greater length 
later in this chapter. 

Symbolic language that you input to the assembler is 
called a source file ox source module. The assembler's 
output is called a relocatable binary fileor RB file or RB 
module. The computer cannot execute a source file (it is 
symbolic), nor can it execute a binary file directly. One 
or more binary files must be further processed to make 
them executable. This process, called loading, forms 
the binary file(s) into an executable save Jile which the 
computer can execute. 

Macro Facility 

Symbolic assembly language programming is simpler 
than machine language programming. Macro assembly 
can further simplify programming. 



Quite often a program uses the same set of symbolic 
instructions many times. Macro assembly permits you 
to write a set of instructions only once, and substitute 
this set wherever you wish during assembly of a source 
file. 

Fundamentally, a macro facility works as follows: 

1. You write a set of symbolic instructions, called a 
macro defmition, and give the macro definition a 
name. 

2. Wherever you want that set of symbolic instructions 
in your source file, write a macro call. At minimum, 
the macro call contains the name of the macro 
definition. 

3. The assembler contains a macro processor which 
substitutes the sequence of instructions (macro 
definition) for the macro call. This substitution is 
called m.acro expansion. 

The macro facility also offers more sophisticated 
features. For example, the same set of instructions 
(differing in only accumulators and addresses) may be 
used many times within a program. If so, you can write 
formal (dummy) arguments for accumulators and 
addresses into the macro definition. The macro call in 
the program will contain the actual arguments. During 
macro expansion, the Macroassembler will substitute 
the actual arguments for the dummies. Thus, a macro 
definition is usually a skeleton of the actual instruction 
set that will result from macro expansion. 

Assembler Input and Output 

Figure 1-1 shows the input to and the possible outputs 
from the Macroassembler. Input consists of one or 
more source files written in an ASCII character subset. 
Output includes, at minimum, a list of any source 
program errors. Maximum assembler output includes a 
program listing (which includes any errors), a separate 
error listing, and a binary file. The program and error 
listings give you information; the binary file can be 
processed by RLDR to make it executable. 
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Figure 1-1. Macroassembler Output 



Assembler Input 

The source program input to the assembler consists of 
characters which are a subset of the ASCII character 
set. The assembler reads the source program twice; 
each read is called a pass. On each pass it performs the 
following elementary functions: 

.1. It reads a line of source consisting of a character 
string terminated by a carriage return ( ) - ASCII 
15) or a form feed ( [ - ASCII 14) character. 

2. It ignores three characters unconditionally. These 
are null (value 000), line feed (012) and rubout 
(value 177). 

3. It replaces characters having incorrect parity with the 
ASCII character backslash "\". This character is then 
transparent to the assembler; for example, L\A is 
processed as LA. 



Types of Assembler Output 

There are three possible outputs from assembly: 

1. A relocatable binary file. 

2. A program listing. 

3. An error listing. 



Binary File Output 

The assembler begins the translation into binary output 
by reading the source line. To translate the source line, 
the assembler must: 

1. Build syntactically recognizable elements called 
atoms. Atoms are numbers, symbols, operators, 
break characters, or special characters. 

2. Recognize and act upon each basic atom. 

The binary output is a translation of source program 
lines into a special blocked binary code. Most lines of 
source input translate into single 16-bit (one-word) 
binary numbers for input to RLDR. The assembler 
gives each number an address. This address is not 
necessarily the final memory address for the number; it 
may be a relative address that RLDR will relocate. The 
assembler produces as part of the binary file the 
information which RLDR needs to map each address 
and its contents. 

You may choose not to output a binary file. 

Relocatable Binaries 

An RB can have three different sections of code: 
absolute, ZREL (page zero relocatable) and NREL 
(normal relocatable). Within a source program, you 
specify absolute code with the .LOC pseudo-op, ZREL 
code with the .ZREL pseudo-op, and NREL code with 
the .NREL pseudo-op. 
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Program Listing 

The program listing permits you to compare your input 
against ttie assembler output. A line of the program 
listing contains the following information: 

Columns 1-3 If the assembler finds no errors in 
the input, columns 1-3 contain a 
two-digit line number followed by a 
blank space. If there are any input 
errors, each error generates a single 
letter code. The first error generates 
a letter code in column 3, the next 
in column 2, and a third in column 
1. Only three error codes can be 
listed per line. Lines which have 
errors receive no line number. 

Columns 4 - 8 Contain the location counter, if 
iclevant. Otlieiwisc, cuiudinij 4-8 
are left blank. 



Column 9 



Columns 10- 15 



Contains the relocation flag 
pertaining to the location counter. 

Contain the data field, if relevant. 
Otherwise, these contain the value, 
in the current radix, of an 
equivalence expression (such as A 
= 2*3) or of a pseudo-op argument 
(such as .RDX 16). In other cases, 
columns 10-15 are left blank. 



Column 16 



Contains the relocation 
pertaining to the data field. 



flao 



Column 17 -on Contain the source line as written 
and as expanded by macro calls. 



nam EXAMP MACKO REV 


0b. 1^0 


15:11:02 07/2b/77 








•TITL EXAMPLE 




k)? 






.Mti. 




MJ 


tl(1tJt9^1 




•TXTM 1 


(PACK .TXT bYTES LEFT-TD RIGHT. 


kia 






.EM START, EH 


,TASKl, AGAIN ;D£FINED MERE. 


M5 
kib 






.EXTN .TASK,. 


PRI,.TOVLD ;GET MULTITASK P4NULERS. 


H7 


^m^'i' 9iVibi\ 1. 


START. 


•SrSTM 


(SYSTEM, GET A FREE 


bit) 


iliM\<iilld'3i 




.tChN 


(CHANNEL NUMBER, PUT IN AC2. 


kj<) 


i»ja«)2'iil<llil77b 




JMP STAf-T 


;OiM ERHUR, TRY AGAIN, 


l\CI 


^i)O0J'lD5(««27 




STA i, ChK/uW 


;aTORt CHANNEL NUMBER IN "ChNU«". 


U 


liiitaii'^Zikii 




LDA 0, NTTU 


JPUINTER TO CONSOLE OUTPUT NAME. 


li 


itdtdtdh'iibH^il 




SUb 1, 1 


;USE DEFAULT DISABLE MASK, 


13 


■)v)t9ii)b'lra<)t>(ll7 




.srST^^ 


;system, upen cunsule out- 


It 


a0*)07'ii)l«(i)77 




.uPfcN 77 


;puT UN Channel numdER in ac2. 


15 


a«)0i0'eie0a£j 




JfP tR 


;0N tWRUK, GET CLI TO REPORT, 


lb 


^0011'02i<)«J£ 




LUA 0, Pa 


;get number "«", 


17 


«)«|012'077777 




.PRI 


;CMANGt YOUK PRIORITY TO U. 


18 


e0013'0a0a}l 




LDA 0, IDPhI 


;get new task's id and priority. 


It 


00014'02aU}l 




LDA 1,TASK1 


JSTART NEW TASK AT THIS ADDRESS. 


21 


00ei5'tf77777 




.TASK 


(CREATE NE« TASK, mMICH GAINS CONTROL 








awMEDIATELi, SINCE ITS PRIORITY IS 5. 


^^ 


00016'000O15 




JMP Ek 


;i.ET CLI TO REPORT ERROR. 


j4 


ii 


00«ll7'0<)b017 


again: 


.srsiM ;this is the ^AIN keyboard listener task. I 


// 


eu 


00020 '«iij?a0tj 




,&CHAR ; 


.ET A CHARACTER FKUM THE CONSOLE. 


i 


1 


00021'00041i 




Jl»P tR 





21 00017 '006feil7 AGAI^i: ,SYSTM 
2i\ 0002fe5'007a00 .GCHAR 

?5 00021 '000^12 J^p ER 



HHIS IS ^\ 
;GET a CHAf 



2 4 5 6 7 8 9 10 1112 13 14 15 16 17 



Line 
Number 



Error Flag 



Relocation Flag 



Data Field Relocation Flag 
Data Field or Expression 

f 



Location Counter (LO 



/ rit<fL 

—— Figure 1-2. Program Listing 
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An error flag is a single letter indicating the type of 
error which appeared in the source line. A parity error 
on input, for example, produces the flag I in column 3 
of the program listing hne. Up to three error flags may 
appear on a given line. 

The 5-digit location counter (LC) assigned by the 
assembler to an instruction or datum is displayed in 
columns 4-8. The LC is immediately followed by a 
single-character flag indicating the relocation mode of 
the address: 



Flags 


Meaning 


space 


absolute 


- 


page zero relocatable 


' 


normal relocatable 



Following the LC flag is the 6-column data value field, 
immediately followed by a single-character flag 
indicating the relocation mode of the value. 



Flags 

space 



Meaning 

absolute 

page zero relocatable 

page zero, byte-relocatable 

NREL code 

NREL code, byte-relocatable 

displacement field is externally 
defined 



Licensed Material - Property of Data General Corporation 

The last item on each program listing line is the ASCII 
source line. This line is given as input, except for 
expansion by macro calls. 

You may choose to suppress certain lines of the listing 
(macro expansion, for example). You may also choose 
not to output a program listing. 

Cross-Reference Listing 

A program listing always includes a cross-reference 
listing of the symbol table, which includes user symbols 
alone or both user and semipermanent symbols. A 
sample cross-reference listing follows in Figure 1-3. 

Here is an explanation of all cross-reference symbols: 

n n user-symbol 

EN entry (.ENT pseudo-op) 

EO overlay entry (.ENTO pseudo-op) 

XD external displacement (.EXTD pseudo-op) 

XN external normal (.EXTN pseudo-op) 

MC macro 

NC named common (.COMM pseudo-op) 

Error Listing 

The error listing contains the title of the source module 
and all source lines that have been flagged with an error 
code. The error listing is useful in programs with very 
long listings since it acts as an abstract; nonetheless, it 
contains no information which is not also present in the 
assembly listing. 
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0006 


MTACA 














C377 


000075 


1 


4/20 


4/47 


5/04 






C5 


000023 


t 


4/06 


4/10 








CTCB 


000001$ XD 


2/13 


2/31 


4/11 






CTSUS 


000077 


' 


4/42 


5/08 








CXMT 


000076 


I 


4/44 


5/06 








KILL 


000072 


' XN 


.2/30 


4/59 








MSW 


000001 


1 


2/01 
3/08 


2/04 
4/02 


2/37 
4/05 


2/40 


2/51 


PCTMP 


000002$ XD 


2/14 


2/31 


2/43 


2/57 


3/11 








4/26 










TACMl 


000031 




4/17 


4/2 5 








TACM2 


000040 




4/24 


4/35 








TACMN 


000016 




2/46 


2/60 


4/01 






TAKl 


000054 




4/29 


4/39 








TAK2 


000003 




2/45 










TAK3 


000064 




4/47 










tAKIL 


000000 


' EN 


2/17 


2/29 


2/36 






TAP EN 


000005 


' EN 


2/18 


2/29 


2/50 






TAPR 


000042 




4/23 


4/26 








TAPRX 


000052 




4/34 


4/46 


4/49 






TAUNP 


000012 


EN 


2/19 


2/29 


3/04 






TMAX2 


000073 


XN 


2/30 


4/60 








TSAVE 


000074 


XN 


2/30 


5/01 








.AKRT 


000067 




4/39 


4/51 








.TMNl 


000073 




2/14 


4/18 


4/60 






.TSAV 


000074 




2/14 


2/44 


2/58 


3/12 


5/01 


V / 


\ / 


Type of 


\ 












Symbol's 


/ 


Symbol 






T 








Address 


Symbol 


Page 


and line where referenced, for 


example 




1 


' 


4/20 i 


ndicates 


page 4, line 


20 






Relocat 


on Flag 
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Relocatability 

MAC is a relocatable assembler, which means that it 
assigns each storage word a relative location counter 
value. RLDR takes each relative value and gives it an 
absoluiememoTy address. 

MAC can produce output that will be placed by RLDR 
for execution in either the absolute, the ZREL, or the 
NREL sections of memory. 

MAC assigns relative values via three counters which it 
maintains for each type of relocatability: one each for 
absolute, ZREL, and NREL code. The ZREL and 
NREL counters are initially zero; MAC increases them 
by one for every storage word it generates. When a 
program has been completely assembled, it has used r 
ZREL words and n NREL words. These words have 
been assigned /-eto/ve addresses ZREL to (z-1) and 
NRELOto(n-l). 

RLDR's role is to take anumber of assembled modules 
and form a nonoverlapping save file for execution. It 
does this by taking the assembler's relative addresses 
and making them into absolute addresses, via its own 
counters. Like MAC, RLDR maintains three counters 



(for absolute, ZREL, and NREL code). Using these 
counters, RLDR establishes an absolute address for 
each relative address of the modules it processes. Ii 
initializes the ZREL counter to 50), and initializes the 
NREL counter(s) according to the UST length, the 
number of tasks specified, and the size and number of 
overlay nodes in the program. RLDR assigns each 
symbol an absolute address by adding its relauvc 
address to the ZREL and NREL counterCs). After 
loading each module, RLDR updates its counters to 
include the number of ZREL and NREI words used by 
that module, thus setting up the starting addresses of 
absolute memory for the next module. 

In this way, RLDR loads any number of separately 
assembled modules together, without storage confiict. 
This is the major advantage of relocatability. Figure 1-4 
shows RLDR's action in a simple case, where only 
three modules. A, B, and C are loaded together to form 
a simple program. Note that the binding of real 
modules is more complex; for example, true programs 
do not normally begin at location 0. .ZREL code usually 
begins at location SOs, and .NREL code begins after the 
last system-generated table. For more on tasks and the 
system tables see Chapter 5 of your operating system 
manual; for more on overlays, see Chapter 4 of the 
same book. 



Relative 
Address 



Order of Loading 

Module C 




SD-00637 



Position In Memory During Execution 

m + n + p + 2 






Absolute 
Addresses 



, Figure 1-4. How RLDR Operates on Binary Modules. 



End of Chapter 
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Chapter 2 
Fundamental Assembly Tools 



Character Input 



You can input characters to the assembler in one of two 
modes: normaland string. 

String Mode 

In string mode, the assembler accepts any ASCII 
character and returns it unchanged. String mode input 
is not interpreted. You can set string mode in one of 
the three different forms: 

1. Comments 

A comment begins with a semicolon and is 
terminated with a carriage return or form feed, e.g., 
;SET MASK BITS. 

2. Macro Definition Strings (not macro calls) 

A macro definition string begins with the pseudo-op 
.MACRO, is followed by one or more spaces, tabs, 
or commas, and is terminated with the character %. 
For example, the following three source lines define 
a macro: 

.MACRO X) 

LDA0,2) 

MOVZLI.I) 

% 

3. Text Strings 

A text string begins with a text pseudo-op, followed 
by a standard delimiter, followed by a delimiter that 
is any character not used in the character string. The 
text string is terminated by the appearance of the 
same delimiting character that was used at the 
beginning. For example. 



Normal Mode 

All other input is in normal mode. In normal mode, the 
input string consists of characters in a subset of the 
ASCII character set, divided into lines. Each line of 
characters is terminated by either a carriage return or a 
form feed. In normal mode, the assembler recognizes 
the following ASCII codes: 

All alphabetics, numerals, relational operators, most 
conventional punctuation, and certain special 
characters. See the ASCII subset in Appendix C. 

In normal mode, lowercase alphabetics are always 
translated to uppercase. During assembly, any 
character not within the subset in Appendix C is given a 
B (bad character) flag and is syntactically ignored. 



Atums 

In normal mode, the assembler recognizes certain 
characters and certain groups of characters as different 
types of atoms. An atom is a syntactic element of 
assembly language recognized by its specific class. 
Atoms fall into five classes: 

1. Operators 

2. Break Characters 

3. Numbers 

4. Symbols 

5. Special Characters 



.TXT "EXPECTED VALUE = 60% OF GROSS $.' 
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Operators 

Operator characters are used with single-precision 
integers and symbols to form expressions. There are 
three classes of operators: 

B Bit alignment (shift) 

+ Addition 



rithmetic < 


r 


Subtraction 




* 


Multiplication 


{ 


. / 


Division 


Logical J 


1 & 

1 ! 


Logical AND 
Inclusive OR 


( 


< = = 


Equal 




> = 


Greater than or equal 


Relational / 


> 


Greater than 


> 


< 


Less than 




< = 


Less than or equal 




< <> 


Not equal 



The assembler distinguishes the bit shift operator B 
from the ordinary ASCII B in two ways. A bit shift 
operator is implied if the preceding atom is a 
single-precision integer, or if the 5 immediately follows 
a right parenthesis; e.g., 8B7 or (377) B7. 

Break Characters 

Break characters are used primarily as separators. They 
are: 

D represents the class of spaces — a space, a 
comma, a horizontal tab, or any number or 
combination of spaces, commas, horizontal tabs. 
The meaning of D is changed if a colon or equal 
sign ((:) or (=)) immediately follows it. We use 
n only where we must; normally, spaces are 
obvious in the formats. 

Note that when a macro call references 
arguments, comma(s) and space (s) /tab (s) do 
not produce the same results. For example, the 
macro calls: 

TEST 1 2 
TEST 1,2 



Licensed Material - Property of Data General Corporation 

n each have two arguments, and assemble the 

same way; but the calls: 

TEST,1,2 
TEST.I 2 

each have three arguments; the first a null. 
Also, a space with a comma in a macro call may 
produce a format error, because the assembler 
will try to use it to expand the macro; e.g., 

TEST 1 , 2 

See Chapter 5 for more on break character usage 
in macros. 

: A colon (:) defines the symbol preceding it, for 

example COUNT:0 

= An equal sign also defines the symbol preceding 
it, for example DATA3 = 4*DATA 

( ) Parentheses may enclose a symbol or an 
expression. 

[] Square brackets may enclose the actual 
arguments of a macro call; for example 

MYMACRO [3,4) 
5,6] 

; A semicolon indicates the beginning of a 

comment string (string mode); for example 

LDA 0, @20 ;GET NEXT ADDRESS IN TABLE. 

) A carriage return terminates a line of source 

code; for example 

MOVZR 0,0,SNR ;CHECK FOR ODD NUMBER ) 

i A form feed also terminates a line of source 

code. 



Number Atoms 

Three types of numbers are defined for the 
Macroassembler. They are: 

1 . Single-precision integer - stored in one word. 

2. Double-precision integer - stored in two words. 

3. Single-precision floating-point constant - stored in 
two words. 

You can use single-precision integers in expressions 
and data statements, but you can use double-precision 
integers and fioating-point numbers only in data 
statements. 
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Number Representations 

A single-precision integer is represented as a single 
wordof 16 bits, in tiie range to 65,535 (Oto 111111 i). 
Tlie integer may be interpreted as signed, using two's 
complement arithmetic. If bit equals 0, it indicates a 
positive integer; if bit equals 1, it indicates a negative 
integer, in the range - 32767. 



IS 



A double-precision integer is represented in memory in 
two contiguous words, where the first word is the 
high-order word. Using two's complement notation, a 
double-precision integer is represented as: 



^ high order 
— low order 



15 



Bit of the high-order word is the sign bit. 

A single-precision floating-point constantly represented in 
memory in two contiguous words having the format: 



Characteristic 



Mantissa 



Mantissa 



7 8 



15 
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Bit of the high-order word is the sign bit, set to zero 
for positive numbers and set to one for negative 
numbers. 

The integer characteristic is the integer exponent of 16 
in excess-64io (lOOg ) code. Exponents from -64 to +63 
are represented by the binary equivalents of to 127io 
(0 to 177^ ). Zero exponent is represented as lOOg. 

The mantissa is represented as a 24-bit binary fraction. 
It can be viewed as six 4-bit hexadecimal digits. The 
range of the mantissa's magnitude is: 

16 • < mantissa < (1-16° ) 

The negative form of a number is obtained by 
complementing bit (from to 1 or 1 to 0). The 
characteristic and mantissa remain the same. When an 
expression is evaluated as zero, it is represented as true 
zero, two words of all zeroes in sign, characteristic, and 
mantissa. 

The range of magnitude of a floating-point number is: 

16' * 16'* < floating-number < (1-16 * ) * 16" 

which is approximately 

5.4 * 10-7' < floating-number < 7.2 * 10" 

Most routines that process floating-point numbers 
assume that all nonzero operands are normalized, and 
they normalize a nonzero result. A floating-point 
number is considered normalized if the fraction is 
greater than or equal to 1/16 and less than 1. In other 

u/nrHc it Vine q 1 in thp* firct fr\iir Kite ^Q_11^ nf iWa 

"^^'V*hJ, IV x&v«..r v« i 111 111^ llXLIb IVVUl L/ILlJ V^/ i. 1. f \J I ItlW 

high-order word. All floating-point conversions by the 
assembler are normalized. 
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Single-Precision Integer Representation 

The source format of a single-precision integer is: 



[-] 



6[d...dJUbreak 



where: each rf is a digit within the range of the 

current input radix. The initial d must be 
in the range 0-9. 

break is any character or digit outside the 
range of the current radix, or a period 

If the decimal point precedes the break character, the 
integer is evaluated as decimal. If there is no decimal 
point, the integer will be evaluated in the current input 
radix. The range of input radix values is 2 through 20 as 
set by the .RDX pseudo-op. The following table shows 
digit representation. 



If your highest 


the digit value 


and your radix 


digit will be 


will be 


must be > = 








any 


1 


1 


any 


2 


2 


3 


3 


3 


4 


4 


4 


5 


5 


5 


6 


6 


6 


7 


7 


7 


8 


8 


8 


9 


9 


9 


10 


A 


10 


11 


B 


11 


12 


C 


12 


13 


D 


13 


14 


E 


14 


15 


F 


15 


16 


G 


16 


17 


H 


17 


18 


I 


18 


19 


J 


19 


20 



If the input radix is 11 or greater, a number that would 
normally begin with a letter must be preceded by an 
initial zero to distinguish the number from a symbol. 
The following example shows how to represent the 
decimal numbers 15, 255, 4095, and 65,535 in 
hexadecimal. The source representation is shown in the 
right column, and the created storage word is shown in 
the left column. 



000020 
000017 
000377 
007777 
177777 



.RDX 

OF 

OFF 

OFFF 

OFFFF 



16 



rDecima) 
;Dec1ina1 
;D«c1ms1 
;Dee<ma1 



15. 
255. 
1095. 
65535. 



Normally, you terminate a single-precision integer by 
one of the following operators or terminals: 



/ 



B 



Operators: -f- - * 

== <> <= >= >< 



Terminals: n 



) 



Note the following exception. The bit shift operator B 
will be interpreted as a digit if the radix is 12 or greater. 
To force the assembler to interpret 5 as a bit operator, 
use the backarrow ( — ) convention. This breaks the 
number string and is then ignored. The following 
example illustrates this. As usual, the left column 
indicates the storage word, the right column the source 
line (as in an assembly listing). 



000020 
025423 02B13 



.RDX 16 

;B represents digit 

;ll (2B13s25a23 oct«n. 



000010 02.813 ;B represents bit shift 
;operdtor. 

Within an expression, one integer may have the 
current radix while another is given in radix 10 by the 
decimal point convention. Some assembled 
expressions which use single-precision integers of 
different radixes are shown below. 



000002 .RDX 2 

000012 lOlilOl 

000010 .RDX e 

000202 lOlilOt 

0G0012 .RDX IC 

000312 lOHlOl 

000020 .RDX 16 

001002 101+101 



Special Formats of Single-Precision Integers 

There is a special input format that converts a single 
ASCII character to its single-precision 7-bit octal value. 
The input format is: 



a 
where: 



a represents any ASCII character except 
line feed (0128 ), rubout (nVg ) or null 
(000). 
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Only the single ASCII character immediately following 
the quotation mark is interpreted. The ASCII 
characters null, line feed, and rubout are invisible to 
the assembler, and cannot be input with this format. 
All other ASCII characters can be converted to 
single-precision integers: 

OOOlOl "A 

000065 "5 

0000<J5 "X 

000100 "3 



You may use special formats wherever integers are 
allowed. Some simple expressions using the string 
format follow: 



0a0502 
041101 

osooao 

000003 
041005 
020101 
040501 



'AB' 
•BA* 

# 9 

"t5-2 
'B'+5 
' A* 
"Af 



A' 



1 ne tormat can also be used as an operand within an 
expression. 

000103 "At2 
000026 "B/3 
177751 "*-"A 



In every case, ") assembles an octal 15 and also 
terminates the line. An "a format character is packed 
this way: 









"a 



8 9 



15 



A second format, which uses apostrophes, can convert 
up to two ASCII characters to a single-precision integer. 
The format is: 



string 
where: 



or 



"string" ) 



string consists of any number of ASCII 
characters; only the first two characters 
will generate a 16-bit value. 



String characters, unlike an "a character, are packed 
left to right in the word: 






A 





B 







7 8 9 




15 





A 






15 



Two apostrophes without an intervening character will 
generate a word containing absolute (as opposed to 
relocatable) zero. 



A return entered before the second apostrophe 
terminates the "s/r/ng "format. For example: 

006400 ' 
040415 'A 
oaoso? '48 

Double-Precision Integer Representation 

A double-precision integer has the following source 
format: 

K'^j\6[dd...d][.]Dbrea\^ 



where: 



each d is a digit within the current radix. 
The initial d must be in the range 0-9. 

The character D before the break character 
indicates a double-precision integer. 



The optional decimal point tells 
assembler that the integer is decimal. 



the 



break is a terminal character (typically D or 
; or } ) that indicates the end of the 
integer. 

An operator may not terminate a double-precision 
integer; if it does, a format error (F) will result. 

The radix of a double-precision integer may be in the 
range 2 - 20. If the radix is greater than ox equal to 14, 
the letter D will be interpreted as a digit. To force the 
assembler to interpret Das indicating double-precision, 
use the «— (backarrow) convention: 



000020 
000455 

000000 
000022 



.RDX 
12D 

12-D 



16 



;D reprctents digit 
;13 (decimal). 
;12 it a doub1e*pree> 
;ision intagar. 
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On some consoles, you enter the backarrow as a 
shift-0. 

Some assembled data statements which contain 
double-precision integers are: 



You can format the same floating-point number with 
the letter E. the decimal point, or both as shown below: 



000010 
000000 
000001 
177777 
177777 
000001 
000000 

oooooa 

000003 
000001 
1032^0 



.RDX e 
ID 

-ID 

200000D 

262147. D 

100000. D 



Single-Precision Floating-Point Constants 

Much of the floating-point number format is optional. 
The minimal format of a floating-point number is one 
digit in the range to 9, followed by either a decimal 
point or the letter E (exponent), followed by one digit 
in the range to 9. The minimal floating-point format 
is: 



d { p I d break 



041376 
052172 
001376 
052172 
041376 
052172 
041376 
052172 
041376 
052172 



254.33 
254.33E0 
25a33E-02 
25a33E-»2 



2543. 3E-1 



If the current radix is 15 or larger, the assembler will 
interpret the letter E preceding number as an integer in 
the current radix rather than as a floating-point 
number. To avoid this ambiguity, use the ♦— 
convention (backarrow, ASCII 137); for example: 



000020 .RDX 16 

155035 ■•25E3 IE U hex 14. 

142141 -25_E3 ;E Indicate* 
124000 ;floating point. 



where: 



d is a digit in the range - 9. 



A single-precision floating-point number is represented 
in source format as: 



Examples of floating point constants in source 
statements, with resulting stored values, follow. 



+ 



d [d..dj .d fd..dJ[E[l +jdjdj 



000010 .RDX 8 



\ + \6[d..djE^+\dfdJbreak 



where: each d\s a digit to 9. The mantissa and 

exponent are always converted in decimal 
(e.g.,2E9= >2*10'. 

One or two digits may represent an 
exponent following the letter E. 

breakis typically one of the terminals: D or 
; or ) 



00000 040420 1.0 ;Note 

000000 location 
Jeounter. 

00002 040462 3.14159 
041765 



00004 140420 
000000 

00006 040200 
000000 

00010 041421 
010000 



-lEO 
♦5.0E-1 
♦273. OEO 
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Examples of Numbers 

Some additinna! source program numbers and the! 
assembled values follow. 



000020 
053175 

000000 
002547 
001067 

000000 

rt /% • A * ^ 

MM l\JO I 

002547 
005516 



.RDX 16 
567D 

567.0 

567. 

567. _D 

567 ! 

567_B14 



012634 567.813 



042026 
023000 



567.E1 



Hex ting 
ision in 
Hex doub 
ison int 
Decimal 
prec< son 
Decimal 
precl son 
Hex sing 
precl sio 

;Hex si 
preclsio 
shifted 

;Hex si 
ision in 
shifted 
Floating 
constant 



le-pr 
teger 
le»pr 
eger, 
singl 

inte 
doubl 

inte 
1e- 
n int 
ngle- 
n int 
one b 
ngle- 
teger 
two.b 
-poin 

(dec 



ec" 

ec" 

e- 
ger. 
e- 
ger. 

eger. 

» bit 

it. 

ppec- 

/ b'i t 

its. 

t 

imal ) , 



Symbols 



A primary function of the assembler is the recognition 
and interpretation of symbols. Symbols may direct the 
action of the assembler or they may represent numeric 
values. The various classes of symbols will will be 
discussed in Chapter 3. Their source representation is 
given below: 

a fb...bj break 

where: a can be one of the characters A through Zor . 
or?. 

6 can be one of the characters A through Z , or 
through 9 or . or ? or _ (underscore). 

break is any character not rated above; e.g., 
space, comma, etc. 

By default, MAC recognizes only the first five 
characters before the break character, although it prints 
more than five on listings. You can specify 
eight-character symbols with the MAC global /T switch 
(described in Chapter 6), which produces an extended 
(as opposed to a standard) RB file. 



Other special characters are a set of square brackets 
surrounding a symbol (e.g., [MYSYM]), a dollar sign 
in a macro definition (e.g., TR$=), and a backslash 
followed by a symbol (e.g., \ ONES). See the .GOTO 
pseudo-op (Chapter 4) and Chapter 5 for more on 
these atoms. 



Commercial AT Sign 

In a source program line of memory reference 
instruction (MRI), in an extended memory reference 
instruction, or before an expression, a commercial 
"at" sign (@) (or a series of @ signs) will set bits in the 
following ways: 

1. When the rest of the MRI has been evaluated, an @ 
sign anywhere in the instruction stores a 1 in bit 5. In 
the MRI format, bit 5 is the indirect addressing bit. 

020020 LDA Of 20 
022020 LDA 0, 3 20 



2. In the data word format, bit is the indirect 
addressing bit. When the expression has been 
evaluated, an @ sign sets bit zero of the word to 1. 

000025 25 
100025 325 

3. An @ sign in an extended memory instruction sets 
bit in the second word of the instruction. 



# 



00000 103470 
000000 

00002 103470 
100000 



Number Sign 



EJMP 

fcjMP a 



^, 3 
e, 3 



A number sign (#) may appear in an ALC instruction. 
When the rest of the ALC has been evaluated, # 
causes the assembler to store a 1 in bit 12, the no-load 
bit. 



Special Characters 



The characters @, # , and **are transparent during an 
assembly line scan. These atoms affect a line after it has 
been scanned. See the appropriate reference manual for 
your computer for more on @ and # . 



00000 101123 MOVZL 0, 0, SNC 

00001 101133 MOVZL M 0, 0, SNC 
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** 



Asterisks 



Two consecutive asterisks (**) at the start of a source 
program line will suppress the listing of that line. 



;Souree program: 

IDA 0, 0, 

** LDA 1, 1, 

LDA 0, 0, 

.END 
;L1at1ng: 
00000 021000 
00002 021«00 



LDA 0, 0, 
LDA 0, 0, 
.END 



Note that the relative location numbers jump from "0" 
to "02" since all lines of source are assembled but the 
second source line is not listed. 



**.N010C 0. 

** PASSMORD: 012345 



End of Chapter 
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Chapter 3 
Syntax 



Expressions 

An expression has the format: 

[operandi 7 operator operand? 

where: operator is a Macroassembler operator. 

operandi and operand? may be single-precision 
integers, or symbols, or expressions evaluated to 
single-precision integers. An operand must precede 
each operator, except for the unary operators -I- and -. 
Either unary operator may follow an operator or 
precede an expression. Note that spaces are no? allowed 
in expressions. 

Operators 

The Macroassembler operators are: 

Operator Meaning 



Operator Meaning 



B 

-f- 



Arithmetic/J 
Logical 



& 



Bit alignment 

Addition, e.g. (2-1-3), or 
unary plus, e.g., (+ 3) 

Subtraction, e.g., (5-2), or 
unary minus, e.g., (-7) 

Multiplication 

Division 

Logical AND. The result in 
a given bit position is 1 only 
if operandi = 1 and 
operand2 = 1. 

Inclusive OR. The result in 
a given bit position is 1 if 
either or both operands is 
1. 



Relational 



=S 5= 


Equal to 


< > 


Not equal to 


< = 


Less than or equal to 


< 


Less than 


> = 


Greater than or equal to 


> 


Greater than 



More than one type of operator may appear in an 
expression. Operators are evaluated in the order of 
their priority: 



Operator 

B 

-I--V& ! 

< <= > >= == <> 



Priority Level 

1 (highest priority) 

2 

3 (lowest priority) 



When operators are of equal priority, they are 
evaluated from left to right. Parentheses can be used to 
alter priority; an expression in parentheses is evaluated 
first. Expressions are evaluated with no check for 
overflow. An expression containing one of the 
operators 

< <= > >= == <> 
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is a relational expression. It evaluates either to absolute 
zero (false) or absolute one (true). These values are 
called "absolute" because they are not relocatable. 



Examples: 

OOOOlO 
000025 
177763 
000000 

000001 

000001 

000001 

000000 



.RDX 
As25 
Ba-l! 
Ar=B 

AOB 

A + B- 

As=( 

AssC 



False (0) since A 
;doesn't equal B. 
/True (1) since 
;A doesn't equal B, 

l0ssA-(2*10*5) >True» 
;since OsQ, 

••B)*10 ;Truef 
;8ince 25=25, 

-BUA ;Fa1se# since 
;AND of (-B) and 
;A doesn't equal A, 



Bit Alignment Operator 

When the bit alignment operator is used, operandi 
preceding operator B is the value to be aligned; operand: 
following operator B represents the right-most bit to 
which operandi is aligned. The value of operand: has the 

range 

< operand: < 15io 

The following formula determines the result of a bit 
alignment operator: 

for operandi B operand:, the resultant value will be 
operandi *2** (15. -operand: ) 

where; operand: is implicitly evaluated in decimal 
unless parentheses are used; e.g., 



.RDX 8 

1B1 5 = 000001 

1 0/1 c^ = nrirtr\nA 



The B operator can be misread as a symbol or part of a 
symbol. If the operand preceding the operator is a 
symbol, the operand must be enclosed in parentheses 
to avoid this misinterpretation. Some examples of bit 
alignment operations are: 



000025 
100000 



A525 
(A}B0 



124000 U)Bti 



012400 (A)B7 

000124 (A)B13 

000025 (A}B15 

000000 (A)B16 



;The radix Is 6. 
;The right-irost bit 
;oif 25 is in bit PCS" 
Htion 0-- the rest 
;of "25" Is lost. 
;The ripht-irost bit 
;cf 25 Is in bit 

; posit ion 4, 

;Hepe, In pes. 7. 
;And so on. 

;Note N eppor-there 
;is no bit 16. 



Parentheses around operandi and operand: will ensure 
that the correct value is aligned properly. Parentheses 
affect operands as shown below. 

000025 As25 

000010 CslO 
;"B(3+C)" means "align at bit number 
; 13 octal / 1 1 decimal . 



000640 CA-C)*2B(3+C) 

000640 (A-C*2)B(3tC) 
177425 A-(C*2)B(3+C) 



000640 A-C*2B(3+C) 



:32 octal Is 

; aligned at bit 11< 

;Same. 

;(C*2)B(3*C) 

;equals 400. 25>400 

/equals 17742S. 
;32 octal is 
;al igned at bit 11. 



Examples of Expressions 

Some examples of expression evaluation are: 



000025 A525 

000015 Bsl5 

000010 A*(B>10)/B ;ln decimal, 

;105/I3s8— diseapd 
/remainder in integer 
r'arl thniet \c, 
;A&B»5, 5/l5»0» OJBsB, 
; . E . D . 

000001 (A-10)==B ;Tpue (1) since I5sl5< 



000015 A&B/AIB 



000016 A/BtB ;25/15=l» 1+I5sl6. 

000000 A&B/(AJB) ;5/35s0. 

000001 (CB/A)t5)>0 ;i5/25=0, 0+5 >0, 

;thus tpue (1). 
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Relocation Properties of Expressions 

Efl-ch operand in an expression lias a relocation 
property. The relocation property of the expression's 
result depends upon the relocation properties of its 
operands. Thus far in this manual, expressions have 
had absolute operands which produced absolute 
results. 

A value, however, may have one of five properties. 
These are: 



aosoiute 

page zero (ZREL) relocatable 

page zero (ZREL) byte-relocatable 

NREL code, byte-relocatable 

RLDR makes a relocatable value absolute by adding a 
relocation constant (called c) during the loading 
procedure. The relocation constant is added once if the 
value is word relocatable, and twice if the value is 
doubly-relocatable (byte-relocatable). 

You cannot use certain relocatable operands (such as 
ZREL and normal relocatable) together in one 
expression. However, some mixing of similar 
relocation properties is permitted. The relocation 
properties of operands and the relocation value of the 
results are listed below. In the list, 

a represents an absolute value 

r represents a relocatable value (either ZREL or 

NREL code) 

2r represents a byte-relocatable value (either 
ZREL or NREL code) 

kr represents a relocatable value that can be 
converted to an absolute value by addition of a 
relocation constant, "c", k times. However, if 
the final value of an expression is k-relocatable, 
the statement is flagged with a relocation error 
(R). 



NOTE: In the following list, the & and .' operators 
indicate logical AND and inclusive OR, 
respectively. 



Expression 


Relocation 


a-i-a 


a 


a-l-r 


r 


r-l-r 


2r 


nr-l-mr 


(n-l-m)r 


a-a 


a 


r-a 


r 


a-r 


-Ir 


r-r 


a 


nr-mr 


(n-m)r 


a*a 


a 


a*r 


ar 


r*r 


Illegal 


a/a 


a 


kr/a 


(k/a)r (only if k/a yields no 
remainder) 


a/r 


Illegal 


a&a 


a 


a!a 


a 


r&r 


Illegal 


a&r 


Illegal 


r!r 


Illegal 


a!r 


Illegal 



All expressions involving the operators < = < > = 
> = = or < > result in an absolute value of either 
zero (false) or one (true). When operands in these 
expressions have different relocation properties, all 
comparisons will result in a value of absolute zero 
(false) except when the operator is < > (not equal to). 

Given these rules, expressions that result in a value of 
"a", "r", or "2r''' are legal. Expressions that do not 
evaluate to a legal relocation property will be flagged as 
relocation errors (R). 

The example below shows the relocation properties of 
expressions; the assembler cross-reference showing 
the relocation properties of each symbol is included. 
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000002 
00000'0000?0' 

ooooi'oooooo r: 

000002' 3= 
00002*000001 
00003*000002" 
OOOOa'177777' 
00005*000001 
R00006*000000' 

0002 .MAIN 

A 000002 
R 000001' 
8 000002' 



As2 

.NREL 

.♦20 jNormal relocatable. 

;R't address Is relocatable^ but its contents 

;aren't» thus no final '. 
Rfl ;fie)ocatab1e-0perator'Abso1ute Is relocatable. 

f 
A/A ;Abso1ute-0perator>Abao1ute is Absolute. 

R+R ?Reloc-Operator-Reloc is Byte-Relocatable, 

R>A ;Re1oc-0per<'Abso1ute is Relocatable. 

» 
S-R JReloc-Oper-Reloc is Absolute. 

i 

AIR ;Operators & and 1 require absolute 

;operands. 
.END 



1/01 1/07 1/09 1/11 
1/01 1/06 1/08 1/09 
1/06 1/10 



1/10 1/11 



Symbols 

The macroassembler recognizes three classes of 
symbols: 

1. Permanent 

2. Semipermanent 

3. User 

To understand the assembly process, you must 
understand the difference between these classes. 

Permanent Symbols 

Permanent symbols are defined within the assembler 
and cannot be altered in any way. These symbols serve 
two purposes: 1) they direct the assembly process; and, 
2) they represent numeric values of internal assembler 
variables. 

Symbols which direct the assembly process are called 
pseudo-ops. Among other purposes, pseudo-ops set 
the input radix for numeric conversions, set the 
location counter mode, and assemble ASCII text. 
Chapter 4 describes pseudo-ops in detail. 

Other permanent symbols represent numeric values of 
internal assembler variables. For example, the symbol 
./14SS represents the current pass number. On the first 
assembly pass its value is 0, while on the second its 
value is 1. 



If a symbol could be either a pseudo-op or a value, the 
assembler recognizes the intended use by the symbol's 
position in a line. If the first atom of a line is a 
pseudo-op, it directs the assembler. If the pseudo-op 
atom occurs anywhere else in the line, it represents a 
value. A few examples will illustrate these rules. 

The assembler pseudo-op . TATMdirects the packing of 
text bytes within a word. The two methods are 
left/right and right/left. The directive takes the form: 

.TXTM expression 

If expression evaluates to zero (the default mode), bytes 
are packed right/left. If expression evaluates to nonzero, 
bytes are packed left/right. 

Example 1 

The line 

.TXTM 1 } 

directs the assembler to pack bytes left/right. 

Example 2 

When enclosed in parentheses, 

(.TXTM)) 

assembles a storage word, which contains the value of 
the last expression used to set the text mode. 



3-4 



093-000081-05 



Licensed Material - Property of Data General Corporation 



DataGoiaral 

SOFTWARE DOCUMENTATION 



Example 3 



in me lOiiuwiiig usage: 



000001 
00000000005 



TXTM 1 
+ .TXTM+4 



Semipermanent symbols are not printed in the 
cross-reference listing unless enabled by the global /A 
switch (Chapter 6). 



The first line sets text mode to pack left/right while the 
second line generates a storage word containing 
absolute (nonrelocatable) 5. (Note that the first atom 
of the second Hne is + .) 

Appendix B lists all permanent symbols and Chapter 4 
describes each one. These symbols must be used as 
described in this document; they cannot be redefined. 
Permanent symbols will never be printed in the 
cross-reference listing. 

Semipermanent Symbols 

Semipermanent symbols form a very important class of 
symbols usually thought of as operation codes. Symbols 
may be defined as semipermanent with appropriate 
pseudo-ops; these symbols imply future syntax 
analysis. For example, a symbol may be defined as 
"requiring an accumulator". This symbol will cause the 
assembler to scan for an expression following the 
symbol. If no expression is found, a format error 
results. If found, the value of the expression sets the 
accumulator field bit positions to given a 16-bit 
instruction value. Instruction values are discussed in 
Instructions later in this chapter. 

Semipermanent symbols can be saved and used, 
without redefinition, for all subsequent assemblies. 
The DGC assem.bler contains a number of 
semipermanent symbols defined specifically for the 
DGC instruction set. You can eliminate these symbols 
and define your own set, or you can add to the given set 
(see Chapter 6). 



User Symbols 

You can define any symbol that does not conflict with 
permanent or semipermanent symbols. User symbols 
serve many purposes: to symbolically name a location, 
to assign a numeric parameter to a symbol, to name 
external values, to define global values, and so on. 
These user symbols are maintained during assembly in 
a disk file table that is printed after the assembly source 
listing. 



•User symbols can be further classified as local or global. 
Local symbols\\dL\t a value which is known only for the 
duration of the single assembly in which they are 
defined. The value of global symbols is known at load 
time, and thus they may be used for intermodule 
communication. The assembler always includes global 
symbols in its RB output; you can instruct it to include 
local symbols in the RB via the global /U switch 
(Chapter 6). 



By default, MAC recognizes only the first five 
characters in any user symbol, although it prints longer 
symbol names on the program listing. The 
cross-reference listing always shows only the first five 
characters of a symbol. You can specify eight-character 
symbols with the global /T switch in the MAC 
command; this also produces an extended (as opposed 
to a standard) RB file. See Chapter 6, global /T switch, 
for more detail. 
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Instructions 

An instruction is the assembly of one or more fields, 
initiated by a semipermanent symbol (called the 
"instruction mnemonic") to form a 16-bit or 32-bit 
value. 

Fields in an instruction must conform in number and 
type to the requirements of the semipermanent 
symbol; they can be separated by a space, comma, or 
tab. 

Data General computers recognize a number of 
instruction types. Each type has a pseudo-op and its 
own group of semipermanent symbols. These 
pseudo-ops are described in Chapter 4. 

NOTE: Instructions marked with an asterisk (*) 
can be assembled on any machine, but will 
execute on ECLIPSE computers only. 



Instructions fall into the following types: 
Instruction Type 



Arithmetic and Logical (ALC). (e.g., 
ADD) 

*Extended ALC - 2 accumulators, no 
skip (e.g., lOR) 



Defining 
Pseudo-op 

.DALC 



.DISD 



*Extended ALC - 2 accumulators, skip .DISS 
(e.g., SGT) 

I/Owithout Accumulator (e.g., .DIO 

SKION) 

I/O with Accumulator (e.g., DIA) .DIO A 



Instruction Type 

I/O without Device Code (e.g., RPT) 

Memory Reference (e.g., JMP) 

*Extended Memory Reference (e.g., 
EJMP) 

Memory Reference with Accumulator 
(e.g.,LDA) 

*Extended Memory Reference with 
Accumulator (e.g., ELDA) 

*Commercial Memory Reference (e.g., 
ELDB) 

Count and Accumulator (e.g., ADI) 

*Extended Immediate (e.g., ADDI) 

*Extended Memory without Argument 
Fields (e.g., SAVE) 

*Extended Memory Operation (e.g., 
XOP) 

*Floating-Point Load/Store (e.g., 
FLDS) 

*Floating-Point Load/Store, no 
accumulator (e.g., FLST) 

Define a User Symbol as 
Semipermanent without Argument 
Fields 



Defining 
Pseudo-op 

DIAC 
.DMR 
.DEMR 

DMRA 

DERA 

.DCMR 

.DICD 

.DIMM 

DEUR 

DXOP 

.DFLM 

.DELS 

.DUSR 
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Arithmetic and Logical (ALC) Instructions 

An arithmetic and logical (ALC) instruction is implied 
by one of the following instruction mnemonics: 

COM MOV ADC ADD 
NEG INC SUB AND 

The format of the source program instruction is: 

alc-mnemonlc [cjfsjasource-acadesi-ac tiskipj 

Wiicre: alc-mnernonic is one of the eight semiper- 
manent symbols listed above. 

cis an optional carry mnemonic (Z, O, or C). 

sis an optional shift mnemonic (S,L, or R). 

source-ac specifies the source accumulator - 
0, 1, 2, or 3. 



destination-ac specifies the destination accumu- 
lator - 0, 1,2, or 3. 

skip is an optional skip mnemonic SNR, SZR, 
SNC, SEC,SKP,SBN,orSEZ. 

in addition, the atom # (number sign) can be specified 
anywhere in the source line as a break character. This 
atom assembles a 1 at bit 12, the no-load bit, and this 
prevents the destination-ac from being loaded and 
leaves the carry unchanged. 

Figure 3-1 shows each assembled ALC instruction, its 
bit pattern, and the effect of the instruction, shft, carry, 
and skip mnemonics. 

Examples of ALC instructions follow. 

107000 ADD 0« 1 

112412 SUB # 0, 2, SZC 

146000 ADC 2, 1 

101123 MOVZL 0, 0, SNC 

120014 COM « 1, SZR 



1 


source-ac 


destinatlon-ac 


ALC 
mnemonic 


shift 


carry 


no 
load 


skip 



ALC Bits 

Mne. 5 6 7 Effect 

COM 00 Places logical complemem of C 
(source-ac) in destination-ac 

N EG I Places negative of C (source-ac) in 
destination-ac 

MOV 010 Moves C (source-ac) 10 destination-ac 

INC 1 1 Places C (source-ac) -)- I in 
destination-ac 

ADC 100 Adds logical coinplement of C 
(source-ac) to C (destination-ac) 

SUB 101 Substracts C ^soufce-ac; from C 
(deslinalion-ac) 

ADD 110 Places sum of C Csowrce-ad and C 
(desltnalion-ac) in destination-ac 

AND 111 Places logical AND of C 6owrce-af J 

with C (destination-ac) in destination-ac 



Shift 


Bits 




Mne. 


89 


Effect 


L 


01 


Shifts word left one bit 


R 


10 


Shifts word right one bit 


S 


1 1 


Swaps bytes of words 


SD-00639 




r^- 
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Carry 
Mne. 

Z 

o 
c 

SItip 
Mne. 

SKP 



10 11 12 13 14 

Bits 

1011 Effect 

1 Sets Garry to zero 

1 Sets Carry to one 

t 1 r-'nrm nlAm^intc ^iirrnr»t ctat*» nff~'^r 

Bits 

13 1415 Effect 



15 



001 



Skips next sequential word 
(NSW) unconditionally 



SZC 


010 


Skips NSW on zero Carry 


SNC 


01 1 


Skips NSW on nonzero Carry 


SZR 


100 


Skips NSW on zero result 


SNR 


101 


Skips N$W on nonzero result 


SEZ 


1 10 


Skips NSW on zero Carry or 

result 


SBN 


1 1 1 


Skips NSW on zero Carry and 
result 



See appropriate programmer's reference manual, for 
your computer, for more information on the effect of 
these instructions on the Carry bit. 



Figure 3-1. A ssembly of ALC Instruction • 
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I/O Instructions without Accumulator 

An input/output instruction without an accumulator 
lield is implied by one of the following instruction 
mnemonics: 



NIO 
SKPBZ 



SKPBN 
SKPDZ 



SKPDN 



device-code is any legal expression 
evaluating to an integer specifies a device. 



Figure 3-2 shows each assembled I/O instruction, its bit 
pattern, the effect of the instruction and Busy/ Done 
mnemonics. 



The format of the source program instruction is: 

io-mnemonic/AMSv/rfo/je/Ddevice-code 

where: io-mnemonic is one of the five 
semipermanent symbols listed above. 

busy/done is an optional Busy/Done bit 
mnemonic (NIO instruction only). 



Examples of I/O Instructions without an accumulato; 
follow: 

060112 NIOS 12 

060112 NIOS PTR 

060177 NIOS CPU 

060177 NIOS 77 



110 


l/0-mnemonic 


Busy/Done 


device-code 



I/O 
Mne. 


Bits 
56789 


Effect 


NIO 


00000 


No operation 


SKPBN 


1 1100 


Skips next sequential 
word (NSW) if Busy is 1 


SKPBZ 


1 1101 


Skips NSW if Busy is 


SKPDN 


11110 


Skips NSW if Done is 1 


SKPDZ 


11111 


Skips NSW if Done is 



SD -00640 



10 



11 



12 



13 



14 



15 



The following Busy/Done mnemonics can be appended 
only to the NIO instruction. 



Busy/ Done 
Mne. 


Bits 
89 


Effect 


S 


01 


Clears Done and sets Busy, starting 
device (If device = 77 or CPU, sets 
Interrupt On Flag) 


c 


10 


Clears Done and Busy, idling device 
(If device = 77 or CPU, clears 
Interrupt On flag) 



1 1 Sets Done and Busy, pulsing I/O 
bus control line (If device = 77 or 
CPU, has no effect) 



• Figure 3-2. Assembly of an I/O Instruction without Accumulator ■ 
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I/O Instructions with Accumulator 

An input/output instruction with an accumulator fieid 
is implied by one of the following instruction 
mnemonics: 



device-code is any legal expression 
evaluating to an integer that specifies a 
device. 



DIA DIB Die 
DOA DOB DOC 

The format of the source program instruction is: 

joa-mnemonic [busy/donej Dae Ddevice-code 



where: 



ioa-mnGiiionic is one oi the six 
semipermanent symbols listed above. 

busy/done is an optional Busy/Done ba 
mnemonic. 

ac is a 0, 1, 2, or 3, indicating the 
accumulator to receive or supply the data. 



Figure 3-3 shows each assembled I/O instruction, its bit 
pattern, and the effect of the instruction and 
Busy/Done mnemonics. 



Exai-nples of I/O instructions with an accumulator field 
follow: 



074477 DIA 3. CPU 
070512 DIAS 2, PTR 
063077 DOC 0» 77 























1 1 


ac 


lOA 
mnemonic 


Busy/Done 


device-code 









1 


2 3 4 5 6 


7 


8 9 


10 


11 12 13 14 15 




lOA 


Bits 






Busy/Done 


Bits 




Mne. 


567 


Effect 




Mne. 


89 


Effect 


DIA 


001 


Inputs data in device's buffer A to AC 




S 


01 


Clears Done and sets Busy, starling 
device (If device = 77 or CPU, sets 


DOA 


010 


Outputs data in AC to device's buffer A 








Interrupt On flag) 


DIB 


01 1 


iilpuis data in device's buffer B lo AC 




C 


10 


Clears Done and Busy, idling device 
(If device = 77 or CPU, clears 


DOB 


100 


Outputs data in AC lo device's buffer B 








Interrupt On flag) 


Die 


101 


Inputs data in device's buffer C to AC 




P 


1 1 


Sets Done and Busy, pulsing I/O 
bus control line (If device = 77 or 


DOC 


1 10 


Outputs data in AC lo device's buffer C 








CPU, has no effect) 


SD-00641 




Fmtrp 


3-3. Assembly oj 


7/0 


Instructions w 


thAc 


xumulator 
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I/O Instructions without Device Code 

Three common I/O instructions are defined with the 
CPU device code. These instructions require an 
accumulator field but have no device code field: 

READS INTA MSKO HALTA (ECLIPSE only) 

The format of the source program instruction is: 

iac-mnemonic Qac 

where: iac-mnemonic is one of the four 

semipermanent symbols listed above. 

ac specifies which accumulator will receive 
or supply the data - 0, 1, 2, or 3. 

The following I/O instructions are equivalent. 



I/O Instruction 
Without Device 
Code 

READS accumulator 
INTA accumulator 
MSKO accumulator 
HALTA accumulator 



Equivalent Instruction 



DIA accumulator, CPU 
D\S accumulator, CPU 
DOB accumulator, CPU 
DOC accumulator, CPU 



Figure 3-4 shows each assembled I/O instruction, its bit 
pattern, and the effect of the instruction mnemonics. 

Examples of I/O instructions without a device code 
follow: 

07«a77 READS 3 ;Re8d console switch 

;posit1ons into AC3. 

061^77 INTA ;Reael Interrupt devUe 

;eode into ACO. 
062077 MSKO {Disable Interrupts 

;frorti devices not 

;niasked In ACO. 



I/O instructions without Argument Fields 

Four common I/O instructions are defined as 
semipermanent symbols that require no argument 



field: 
lORST 



INTEN 



INTDS 



HALT 



The equivalent I/O instruction and effect of both 
instructions follow: 



I/O 

Instruction 

Without 

Argument 


Equivalent 
Instruction 


Octal 
Value 


Effect 


lORST 


Dice 0, CPU 


062677 


Clear all I/O 
devices and 
Interrupt On flag; 
reset clock to line 
frequency. 


INTEN 


NIOSCPU 


060177 


Set Interrupt On 
flag, enabling 
interrupts. 


INTDS 


NIOCCPU 


060277 


Clear Interrupt 
On flag, disabling 
interrupts. 


HALT 


DOC 0, CPU 


063077 


Halt the 
processor. 


- Figure 3-5. Assembly 110 Instructions without Argument J 



Fields 



Examples of these instructions follow: 

062677 lORST 
063077 HALT 
060177 INTEN 



lAC 
mnemonic 



10 



1 1 



12 



13 



14 



15 



lAC 
Mne. 



Bits 

5 6 7 Effect 



RFADS 00 1 Reads conlenls of console datii 
switches into AC 

INTA Oil Places device code of first device on 
bus in bits 10 through 15 of AC, 
acknowledging interrupt 

MSKO 10 Sets Interrupt Disable flags in 

devices according to mask in AC 

Figure 3-4. Assembly of 110 Instructions without Device Code ■ 
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Memory Reference (MR) Instructions 

MR Instructions without Accumulator 

A memory reference (MR) instruction without an 
accumulator field is implied by one of the following 
IV action mnemonics: 

JMP JSR ISZ DSZ 

The format of the source program instruction is: 



I II ~llll |dl|t-/l ilVrfl — ICA^J^JI WW^J 



or 
mr-mnemonicndisplacementDmode 

where: 

mr-mnemonic is one of the four semipermanent 
symbols listed above. 

displacement is any legal expression evaluating to an 
8-bit integer, ranging from -2008 through +1778. 

mode is a 0, 1, 2, or 3, indicating a mode for forming an 
effective address (E). Mode or 1 are implied by the 
format; you do not specify either explicitly. Th. 
assembler forms an effective address as follows: 

Mode Formation of Effective Address (E) 

Address equals displacement. 

1 Address is based on the contents of location 
counter: 

E = C(LC) -^displacement 

and, therefore 

C(LC) -2008 < E < C(LC) + 1 778 

2 Address is based on the contents of AC2: 

E = C(AC2)+displacement 
and, therefore 

C(AC2)-2008 < E < C(AC2) + 1778 

3 Address is based on the contents of AC3: 

E = C(AC3) +displacement 

and, therefore 

C(AC3)-2008 < E < C(AC3)-H 1778 



UataGoieral 
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aodress is any legal expression evaluating to an 8-bit 
in'eger in one of the following ranges: 

1. Page zero addressing: through +3778. Addressing 
is direct and E = address. 



2. LC-relative addressing: C(LC)-2008 through 
C(LC) + 1778. Address is based on the contents of 
the location counter and E=C(LC) + address. 



in additiuH, yOU Can UiScFt tiic atOiii >S 



lilt auun-^. 



line address field as a break character. This atom 
assembles a 1 at bit 5, the indirect addressing bit. Thus, 
the effective address in the instruction is a pointer to 
another location, which may, in turn, contain an 
indirect address. 

If only address is specified, the assembler determines if 
this address is in page zero (0 through 3778 ) or within 
1778 words of the location counter. If the address is in 
page zero, bits 6 and 7 of the instruction word are set to 

00 and the displacement field is set as follows: 

1. If the address is absolute and fits in 8 bits, the 
displacement field is set to address. 

2. If the address is page zero relocatable (that is 
assembled with the .ZREL pseudo-op), the 
displacement field is set to address with page zero 
relocation, and the line is flagged with a dash (-) in 
column 16 of the source program hsting. 

1 If tVic» aHHrfico ic Qn t^vte^m:*] Hicnlarpmpnt Tthat i<: 

assembled with the .EXTD pseudo-op), the 
displacement is set to the assembler .EXTD number 
and the line is flagged with a $ in column 16 of the 
source program listing. (The assembler assigns each 
.EXTD a number, which RLDR uses to fill in the 
value of the external.) 



If address is within 1778 words of the contents of the 
location counter, bits 6 and 7 are set to 01 and 
addressing is based on the current contents of the 
location counter (as in addressing mode 1). The 
displacement field of the instruction word is set to: 

address -C(LC). 

If address or the evaluation of displacement to an 
address does not produce an effective address within 
the appropriate range, an addressing error (A) is 
reported. 
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Figure 3-6 shows each assembled MR instruction, its 
bit pattern and the effect of the instruction mnemonics. 



Figure 3-7 illustrates how effective addresses are 
formed. 






MR 

mnemonic 


i 


mode 


displacement 



SD-00643 



MR Bits 
Mne. 3 4 



J\ll> 



.ISR 



IS/ 



l)S/ 







1 1 



10 



Effect 

Jumps lo elTeclivc address (loads 
cITectivo address Into LO 

Jumps to subroutine at cITcelive 
address; loadsC(LC)+ 1 into AC3 

Increments contents ot'ctTcctive 
address: skips next sequential word 
(NSW I if result is zero 

[)ccremcnts contents ol'elTective 
address; skips NSW if result is zero 



12 



13 



15 



-Figure 3-6. Assembly of MR Instructions without Accumulator 



address in bits 6-15 
00 In bits 6 + 7 




ERROR 



SO-00422 



Ye* 




displacement in bits 8-15 
mode in bits 6 + 7 



address - C(LC) In bits 8-15 
01 in bits 6 + 7 



'Figure 3-7. Formation of Effective Address for MR Instruction 
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Examples of MR instructions with their assembled 
addresses and values follow. 

010012 SORTl: ISZ STAK 

oiaon Dsz count 



00^005 



JSR PROC 



OSIOia PROCtSTA 3, SAV3 



where: 

mra-mnemonic is a semipermanent symbol: LDA or 
STA. 

accumulator specifies the accumulator to receive or 
supply the data: 0, 1, 2, or 3. 

displacement, mode, and address are the same as MR 
instructions without an accumulator field. 



034014 LDA I, SAV3 
001400 JMP Of 3 

000000 STAK:0 

000400 COUNT:400 

000000 SAV3: 



MR Instructions with Accumulator 

A memory reference (MR) instruction with an 
accumulator field is implied by one of the following 
instruction mnemonics: 

LDA STA 

The format of the source program instruction is: 

mra-mnemonicDacndisplacementnmode 

or 

mra-mnemonlcnacnaddress 



The atom @ can be specified in the source line address 
field as a break character. This atom assembles a 1 at bit 
5, the indirect addressing bit. 

Figure 3-8 shows each assembled MR instruction, its 
bit pattern, and the effect of the instruction 
mnemonics. 

Examples of MR instructions follow. 

040064 STA 0, F611 
024063 LDA 1, FBIO 
046020 STA I, S20 



000000 
000000 



FB10:0 
FBll:0 



Hndextd MR ensmplta: 



035003 LDA i, 

031002 LDA 2, 

021425 LDA Q, TEMP, 

000006 TEMP!6 



3, 2 
2/ 2 






MRA 
mnemonic 


ac 


i 


mode 


displacement 



SD-00659 



9 10 



11 



12 13 



14 



MRA Bits 

Mne. 1 2 Effect 

LDA 1 Loadsconlentsof effective address in 

AC 

STA 10 Storescontentsof AC in effettive 
address 



Figure 3-8. Assembly of MR Instructions with Accumulator 



15 
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ECLIPSE Instructions 

MAC recognizes certain instructions which will execute 
only on an ECLIPSE computer. The remainder of this 
chapter describes these instructions. If your programs 
will run on NOVAs only, skip to Chapter 4. The 
ECLIPSE-only insructions are: 

Extended Memory Instructions (defined by 
pseudo-ops .DEMR and .DMRA) 



or 



EDSZ 
ELDA 



EISZ 
ESTA 



EJMP 
ELEF 



EJSR 



Commercial Instructions (defined by pseudo-op 
.DCMR) 



ELDB 



ESTB 



Floating-Point Instructions (defined by pseudo-op 
.DFLM and .DELS) 

You can code, assemble, and load these instructions on 
any Data General computer but the resultant save file 
will execute only on an ECLIPSE. 

Extended MR Instructions 

Extended memory instructions can reference any 

memory location in a full 32K address space. The 

extended memory instructions not requiring an 
accumulator are: 

EDSZ EISZ EJMP EJSR 

Those requiring an accumulator are: 

ELDA ESTA ELEF 

There are two formats for extended memory reference 
instructions: one specifies an index, the second 
specifies no index. The first format is: 

instruction [indirect] Qdisplacementn index for EDSZ, 
etc., 

or 

InstructionDacn [indirect] Ddisplacementnindex for 
ELDA, etc. 

The second format is: 

Instruction [indirect] addressfor EDSZ, etc.. 



instruction ac [indirect] a6dressfoT ELDA, etc. 
where: 



mstruction 



indirect 



ac 



displacement 



is any extended memory reference 
instruction. 

( @ ) represents an indirect address 
in the second word (bit zero) of this 
instruction. 

specifies accumulator 0, I, 2 or 3. It 
must be given for ELDA, ESTA, or 
ELEF. 

represents a displacement in the 
following ranges (r) . 



Index mode 0: 



0<r< 100,0008 



index 



Index modes!, -40,0008 <r< 
2,3: 40,000g 

represents an index field whose value 
must be (absolute addressing), 1 
(PC relative), 2 (contents of AC2) or 
3 (contents of AC3). 



may specify any word in the full 32K 

address space. 
Extended memory reference instructions require two 
words of memory. The first word specifies the 
instruction and index. The second specifies the 
displacement and whether the instruction is indirect. 

The first format is used with the specified mode of 



address 



•\M/-1 Ti 



^ vjvwvyiivi 



r\rrr\rit 



IIUL 1^ 



indexing (0, I, 2, or 3). When th 

used, the assembler attempts to form the correct index 

mode and address representation. The assembled index 

mode will always be either or 1. Rules for determining 

the assembled index mode in the second format are as 

follows: 

1. Mode is 1 if the current program counter and 
addressed location have the same address type. The 
addresses must be both NREL, both ZREL, or both 
absolute. 

2. Mode is if the current program counter and the 
addressed location do not have matching address 
types. 
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assembly. In this case, the assembler must make an 
assumption about the ultimate relocation of the 
destination symbol. The assembler assumes that the 
resolved address of an EDSZ, EISZ, EJMP, EJSR, 
ELDA, ESTA or ELEF will be determined by word 
relocation, not byte relocation. Only if the object of 
an ELEF is byte-relocatable could the assembler's 
assumption logically be false. In this case, force 
absolute addressing by using the first format with an 
index value of zero. 



taking the value specified by index (PC, AC2 or AC3), 
multiplying it by 2, and adding the low-order 16 bits of 
the result to the valiie specified by displacement or, if 
absolute addressing is used, the bytepointer is simply 
the displacement. The byte addressed by ths 
bytepointer is placed in or stored from bits 8-15 of the 
specified ac. 

The resolved address of an ELDB or ESTB instruction 
is assumed to be byte-relocatable. An example using a 
commercial extended MR instruction is: 



Commercial MR Instructions 

There are two commercial memory reference 

;„„».-,. „f;„„„. ^vt^^A^A i^r,^ u,rf« CpT ^^p^ ^^a ^„* i~j 

null UWLIWIU. WAtVllUVVJ IWUU Uyi\^ \^L^t-^lJJ UllU WAl^llUWU 

Store byte (ESTB). These instructions can reference 
any eight-bit byte in a full 32K address space. These 
instructions have the following formats: 

com m'l-mnemonicnacndisplacementn index 

or 

comm'l-mnemonlcnacnaddress 



where: 



ac 



displacement 



index 



address 



comm(ercia)l-mnemonic is 
either ELDB or ESTB; 



specifies accumulator 0, 1, 2 
or 3 using any legal 
expression. 

represents a displacement 
that must range from 
-37,7778 through +37,7778, 
or an from (0 through 77778 
if /Wejc equals 0). 

represents an index field 
whose value must be 
(absolute addressing), 1 (PC 
relative), 2 (contents of 
AC2), or 3 (contents of 
AC3). 

may specify any word in a 32K 
address space. 



Each commercial extended MR instruction requires 
two words of memory. The first word specifies the 
insruction, accumulator field, and optional index; the 
second specifies the displacement. 



aoad ASCII 
;a into AC1» 
;no Indexing, 



ELDB I, ASC.A 



TX:.TXT "AB" 
ASC.A s TX*2 
ASC.B s TX*2+l 



Floating-Point Instructions 

There are two general types of fioating-point 
instructions: 

Those which use a displacement, and those which do 
not, as follows. 

instructionnfpac //«<ywc/y displacement [index] 



or 



s+ri lr^^■!r\r^^~l Q/^ ir 






where: 



instruction 



fpac 
indirect 

displacement 



is any fioating-point instruction; 
examples of those which use 
displacements (first format) are 
FLDD, FLDS, and FSTS. Examples 
of those without displacements 
(second format) are FLAS and 
FFAS. 

is one of the four floating-point 
accumulators: 0, 1, 2, or 3. 

( @ ) specifies an indirect address in 
the second word (bit 0) of the 
instruction. 

is a value used to calculate the 
effective address (see below). 
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index 



is a value in bits and 1, which the 
assembler used to calculate the 
effective address, as follows: 

Index Effective Address 

Value Determination 

00 displacement is treated 
as an unsigned 
unsigned integer, 
which is the address of 
a word in memory. 

01 displacement is treated 
as a signed, two's 
complement number, 
which the address of 
the word containing the 
displacement bits. 



[index] 



ac 



10,11 Index 2 or index 3 is 

used as an index 
register. The 

displacement is treated 
as a two's complement 
number which is added 
to the contents of the 
appropriate register to 
provide a memory 
address. The value of 
the sum cannot exceed 
0777778. 

is one of the normal accumulators: 
0,1, 2 or 3. 



Instructions of the first type (FLDS) require two words 
of memory while instructions of the second form 
(FLAS) require only one. 



End of Chapter 
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Chapter 4 
Pseudo-ops and Value Symbols 



This chapter lists the Macroassembler pseudo-ops and 
value symbols, both by category (below) and 
aiphabeticaliy (on the yellow pages of this chapter). 

The Macroassembler assembles a source program, and 
RLDR processes it into the assembler. All pseudo-ops 
are permanent; there is no pseudo-op or facility which 
can change or delete them. Symbols defined by 
pseudo-ops are semipermanent. That is, they can be 
deleted (.XPNGed), but ordinarily persist for the 
duration of an assembly. Value Symbols contain values 
during an assembly process. The value symbol 
.ARGCT, for example, has the number of arguments 
given in the most recent macro call. 

Symbol Table Pseudo-ops 

Symbol table pseudo-ops comprise the largest category 
of pseudo-ops; they define machine instructions, 
define user symbols, and expunge macro and s^m.bol 
definitions. Certain symbol table pseudo-ops define 
instructions which will execute only on an ECLIPSE 
computer, although you can code, assemble, and load 
them on any Data General computer. These 
pseudo-ops are: 



DCMR 


.DIAC 


DEMR 


.DICD 


DERA 


.DIMM 


DEUR 


.DXOP 


DFLM 




DELS 





The symbol table pseudo-ops listed alphabetically are: 

Pseudo-op Instruction 

.DALC Define an ALC instruction or 

expression. 

.DCMR D£fine a commercial memory 

reference instruction or expression. 

.DEMR Define an extended memory reference 

instruction or expression, without 
accumulator. 

.DERA Define an extended memory reference 

instruction that requires an 
accumulator. 

.DEUR Define an extended user insruction or 

expression. 

.DFLM Define a floating-load or -store 

instruction or expression that requires 
an accumulator. 

.DELS Define a floating load or store 

instruction or expression that requires 
no accumulator. 

.DIAC Define an instruction requiring an 

accumulator. 

.DICD Define a instruction requiring an 

accumulator and a count. 
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Pseudo-op Instruction 

.DIMM Define an immediate-reference 

instruction requiring an accumulator. 

DIO Define an I/O instruction that does not 

use an accumulator. 

.DIOA Define an I/O instruction having two 

required fields. 

■ DISD Define an instruction with source and 

destination accumulators, no skip. 

DISS Define an instruction with source and 

destination accumulators allowing skip. 

.DMR Define a memory reference instruction 

with displacement and index. 

.DMRA Define a memory reference insruction 

with two or three fields. 

.DUSR Define a user symbol without implied 

formatting. 

.DXOP Define an instruction with source, 

destination and operation fields. 

.XPNG Remove all semipermanent symbol 

definitions and macros. 

All symbol table pseudo-ops (except .DUSR and 
.XPNG ) name assembler instructions (such as LDA) 
which are described in the appropriate programmer's 
reference manual for your computer. Parameter files 
supplied by DGC employ these pseudo-ops to define 
assembler instructions; these definitions reside in disk 
file MAC.PS. MAC. PS is usually required for assembly 
of source programs, and it is further described in 
Chapter 6. 



Excepting .DUSR and .XPNG, each symbol table 
pseudo-op defines a certain type of instruction. After 
definition, the semipermanent symbol must be used 
with appropriate expressions. For example, the 
pseudo-op .DALC defines a symbol that is an implied 
arithmetic and logic mnemonic. Following the symbol 
are expressions entered into bit fields that represent 
the source and destination accumulators and the 
optional skip field in an ALC instruction. The format 
for .DALC definition of a symbol, and the format of 
the symbol as it would later be used are: 



.DALC user-symbol = 



(instruction | 
I expression i 



user-symbol expri expr2 [expo J 

where: expr(ession)i, expr(esslon)2, 

expr(ession)3 are stored: 

1 2 3 4 5 6 7 8 9 10 1112 13 14 15 



T^^^^^^^ 

1^^^^^^ 



\////////m 
VMW/A 



I_ expression: 
expression: 



expression? 



i 



For example: 

103120 .DALC MULT4 s 105120 

;MULTa is defined as: 
; 1-000-01 1-001-010-000. 

127120 mim, I, 1 ;MULTa must be used 
rwith 2 expressions that evaluate 
;w«thin the Hmits of an ALC 
; Inst ruct i on-- 2 bits for each kC. 
;The assembled instruction is; 

;i-oio-iii-ooi-oio-ooo 



Symbol Table Pseudo-op Format 

Symbol table pseudo-ops have the form: 



pseudo-opDuser-symbol = 



( instruction 



I expression ' 

where: 

pseudo-op is a symbol table pseudo-op; 

user-symbol is a symbol chosen by the programmer; 

instruction and expression are as defined in Chapter 3. 

In symbol table pseudo-ops, a user symbol is 
semipermanent; its value is the value of the instruction 
or expression following the equals sign. 



If the field cannot contain the value of the added 
expression, an overflow error will occur. The field will 
be unaltered. 

123120 .DALC MULT« = 123120 
107120 MULT« H, 1 ;Note overflow 

J error. 

If the field is not zero, the expression to be added must 
evaluate to zero, otherwise, an overflow error will 
occur. 

123120 .DALC MULTa = 123120 

;Bits 1-2 not zeroed. 

00002 127120 MULT« 1»1 ;No overflow- 

00003 103120 MULT^I 0,0 ;A1so accept- 

;ab1e. 
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If the expressions following a semipermanent symbol 

uO noi 

result. 



iipiicu lOrinai, a loiiuai ciiui Kf) win 



FF 



103120 .DALC MULTasl23i20 

;MULT^ requires 2, option- 
;8l ly 3> expressions. 
MULT^, 1 ;Fopmat errors. 



FOOOOa 127121 MULTa, 1, I, 1, 1 

In summary, a symbol defined as semipermanent by a 
symbol table pseudo-op must meet the following 
conditions! 

• As many expressions must tbllow the 
semipermanent symbol as are required by the 
implied format. Some formats permit options i 
expressions as well as required expressions. If the 
number of expressions following the semipermanent 
symbol does not meet the requirements of the 
implied format, a format error (F) will result. 

• If an expression does not meet the requirements of 
the field, i.e., if 

expression > (2(supfield-width)-1) 

the field is unaUered and an overflow error (O) 
results. 

• If the field in which the expression is to be stored 
does not equal zero, the expression must equal zero 
(0). Otherwise, the field is unaltered, and an 
overflow error (0) resuhs. 

A given user-symbol defined in one symbol table 
pseudo-op may be redefined in another symbol table 
pseudo-op. The last definition will be the one assigned 
to user-symbol. A redefinition of a permanent symbol 
will result in a multiple definition (M) error if the 
global /M switch was used. 

Location Counter Pseudo-ops 

Location counter pseudo-ops are used to reserve a 
block of memory locations and to specify a memory 
location or class of relocatable locations. 



Pseudo-op Instruction 

•BLK Reserve a block of storage locations. 

.LOC Set the current location counter. 

.NREL Specify NREL code relocation. 

.ZREL Specify page zero relocation. 



The symbol "." (period) has the value and relocation 
property of the current location counter. 



Intermodule Communication 
Pseudo-ops 

Intermodule communication pseudo-ops allow symbols 
in one module to be referenced by modules after the 
modules are bound together. These pseudo-ops work 
by defining entries, external references and named and 
unlabeled common areas for communications: 



Pseudo-op 


Instruction 


.COMM 


Reserve a named common area. 


.CSIZ 


Reserve an unlabeled common area. 


.ENT 


Define an entry. 


.ENTO 


Define an overlay name. 


.EXTD 


Define an external displacement 
reference. 


EXTN 


Define an external normal reference. 


.EXTU 


Treat undefined symbols as external 



displacements. 

.GADD Add an expression value to an external 

symbol, 

.GLOC Reserve an absolute data block. 

.GREF Add an expression value to an external 

symbol without affecting the sign bit. 

When a source file defines a symbol which other source 
files will use, the defining file must declare this symbol 
with .ENT or .COMM at its beginning. The other 
source file(s) can then reference the defined symbol 
with .EXTN or .EXTD pseudo-ops. Symbols named by 
.ENT can be entry points, which can be called or 
jumped to, or they can be data available to their 
modules for external reference. 



.£A^rO identifies the number and node of an overlay so 
that it can be referenced by name. 
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Repetition and Conditional 
Pseudo-ops 



These pseudo-ops perform two different functions. 
Source lines following the .DO pseudo-op are 
assembled a specified number of times. Source lines 
following conditional pseudo-ops will be assembled 
based on the evaluation of an expression provided to 
the pseudo-op. The following pseudo-ops are provided; 

Pseudo-op Instruction 

.DO Assemble the following source lines a 

specified number of times. 

.ENDC Define the end of a series of 

conditional-assembly source lines. 

.GOTO Suppress assembly of source lines 

until the specified symbol is 
encountered. 

.IFE Assemble only if expression equals 

zero. 

.IFG Assemble only if expression exceeds 

zero. 

.IFL Assemble only if expression is less 

than zero. 

.IFN Assemble only if expression is 

nonzero. 

The .ENDC pseudo-op delimits source lines which are 
to be assembled conditionally. 

Macro Definition Pseudo-op and 
Values 

The .MACRO pseudo-op defines the start of a macro 
definition, and names that macro. Macros are described 
at length in Chapter 5. 

Two symbol values are provided for use in macros: 
.ARGCT and .MCALL. .ARGCT has as a value the 
number of arguments specified by the most recent 
macro call. .MCALL indicates macro usage; its value is 
1 if the macro in which it appears has been called 
previously in ths assembly pass. Its value is zero if this 
is the first call in the pass. Outside a macro call, the 
value of .MCALL is - L 



Stack Pseudo-ops and Values 



The assembler maintains a last-in first-out stack onto 
which you may save the value and relocation property 
of any valid assembler expression. Expressions are 
pushed onto this stack by the .PUSH pseudo-op; they 
are removed from this stack by the .POP pseudo-op. 

The .TOP pseudo-op returns the value and relocation 
property of the expression most recently pushed onto 
the stack. 



Text String Pseudo-ops and Values 

The assembler permits you to insert ASCII text strings 
within source programs in a variety of ways. Characters 
can have their most significant bit set to zero or one 
unconditionally, or to even or odd parity. Even strings 
can be terminated with two zero bytes or no zero byte; 

ctrinoc xi/JtVi rir\r\ niimKf»rc rif K\/tf*c Qrf» q1«/q\/c 

terminated with a single zero byte. The following string 
management pseudo-ops are available: 



Pseudo-op Instruction 

.TXT Set the leftmost bit to zero 

unconditionally. 

.TXTE Set the leftmost bit for even byte parity. 

.TXTF Set the leftmost bit to one 

unconditionally. 

.TXTM Set bytepacking to left/right or 

right/left. 

.TXTN Terminate an even bytestring with no 

zero bytes or two zero bytes. 

.TXTO Set the leftmost bit for odd byte parity. 



Enclosing the .TXTN pseudo-op with parentheses, 
when it has no argument, returns the value of the most 
recent .TXTN expression. Likewise, .TXTM can return 
the most recent .TXTM value. 
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Listing Pseudo-ops and Values 

The assembler provides several pseudo-ops to suppress 
portions of output listings. By default, all source lines 
are listed; this includes conditional areas, macro 
expansions, and lines lacking a location field. The 
following pseudo-ops can affect the listing of source 
lines: 



Pseudo-op Instruction 

.EJEC Begin a new listing page. 

.NOCON Omit or restore listing of conditional 

source lines. 

.NOLOC Inhibit the listing of source lines 

lacking location fields. 

.NOM AC Inhibit the Using of macro 

expansions. 

You can override any of the suppression pseudo-ops by 
including the global /O switch in the MAC command 
line; you can also suppress the listing of an assembly by 
omitting the /L switch in the CLI command line. 

Miscellaneous Pseudo-ops 

These pseudo-ops perform miscellaneous assembly 
functions. 

The .REV pseudo-op can be used with an argument to 
assign a numeric major and minor revision level to a 
save file. 

.RDX specifies the number base to be used in 
evaluating all numeric expressions input to the 
assembler. .RDXO defines the radix to be used for 
numeric conversion output. 

.COMM TASK can assign a number of tasks and I/O 
channels for the save file to use. At load time, you can 
override the values specified with RLDR local 
switches. 
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.TITL assigns a name to an object module. ./?5 names a 
relocatable binary file, and can be overridden by global 
/B. .L/k//r causes the partial loading of an assembled 
binary file; loading of the remainder of the binary file 
ceases when the entry which you specified as an 
argument to .LMIT is detected. 

The .PASS pseudo-op returns a value corresponding to 
the current pass of the assembler, either (pass 1) or 1 
(pass 2). An explicit end-of-file can be established for 
any source module by means of the .EOF pseudo-op. If 
this pseudo-op is missing from a source module, the 
system supplies an end-of-file for this module 
automatically. The .END pseudo-op specifies the 
end-of-file for the last module in the assembly. If you 
omit .END, the system automatically supplies an 
end-of-file. .END can also supply a starting address for 
the program file. At least one module loaded into each 
program file must specify a starting address with a 
.END statement. 



(.) 



Current Location Counter 



Value: 

The symbol . (period) has the value and relocation 
property of the current location counter. 

Example (s): 



.NREL 
00000*000003 3 

000003' .LOC .+2 
00003*020010 LDA 0, 10 
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.ARGCT 

Number of Most Recent Macro 
Arguments 

Syntax: 

.ARGCT 

Value: 

.ARGCT has as a value the number of actual 
arguments given in the most recent macro call. If the 
symbol is used outside a macro, its value is -1 . 



Example(s): 



.BLK 

Reserve a Block of Storage 

Syntax: 

.BLK expression 

Purpose: 

This pseudo-op reserves a block of storage, expression 
is the number of words to be reserved. The current 
location counter is incremented by expression. 

Example(s): 



OOOOO'OOOOU 
OOOOl'OOOOOZ 



.NREL 
.MACRO 

*it*a 

.ARGCT 

X 

X 4, 5 

i) + 5 

.ARGCT 



;Maero cal 1 
;two arg*. 



hat 



eeeee'044403 

00001*040403 

00002*000004 .Ft 
00006*000000 .Fit 
00007*000000 .F2t 



.NREL 

STA 1, .F+1 

STA 0, .F+2 

.BLK 4 
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.COMM 

Reserve a Named Common Area 

Syntax: 

.COMM user-symbol expression 

Purpose: 

This pseudo-op reserves a named common area for 
interprogram communication tiaving the name 
user-symbo! and the size in words as given by 
expression. This area will be reserved by the first 
routine loaded that declared the named user-symbol. 
The area is reserved at NMAX, immediately above all 
NREL code. Other programs bound with the defining 
program can share a .COMMon area, provided that 
they declare the same .COMMon size. 

Since user-symbol is an entry in the program, it cannot 
be redefined elsewhere in the program. You can 
reference the user-symbol from other programs loaded 
together by using .EXTN, .EXTD, .GLOC, or .GADD 
pseudo-ops. 

.COMM TASK defines the number of tasks and I/O 
channels which the entire save file will need to execute. 
You can also specify tasks and channels with local 
switches in the RLDR command line - this switch 
information overrides any .COMM TASK data. 



.COMM TASK has the following format: 

.COMM TASK,k)lf400-l-c 

where k is the number of tasks, and c is the number of 
I/O channels, in octal. 

Example (.COMM): 

.TITL A 
000100 .COMM X, 100 UOO words for X, 

ooooao .COMM Y, ao ;flo for y. 

000050 .COMM 1, 50 >50 for 2. 



.END 

.TITL B 
000100 .COMM X, 100 

.END 



After loading, A and B would look like this when the 
program executes: 



NMAX 


B 




A 


Z 


50 words 


Y 


40 words 


X 


100 words 


initial NMAX 
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.CSIZ 

Specify an Unlabeled Common Area 



Example(s): 



Syntax: 

.CSIZ expression 

Purpose: 

This pseudo-op specifies the size in words of an 
unlabeled common area for interprogram 
communication. 

The assembler evaluates expression and passes this 
value to the RLDR. More than one .CSIZ pseudo-op 
may appear in a program; the RLDR uses the largest 
value specified by all .CSIZ blocks. 



.TITL A 

eeeeao .csiz 20 



.ENC 
.TITL X 

Eeeeso .csiz 50 

.END 



; A allots 2e k.orat. 



;x a1 lots Si v«oro8. 



After assembly, you issue the command: 

RLDR AX) 
A 
X 

NMAX 001037 
ZMAX 000050 
CSZE 000050 

RLDR selects the largest .CSIZ value for USTCS(50). 



4-8 



093-000081-05 



Licensed Material - Property of Data General Corporation 



DataGeneral 

SOFTWARE DOCUMENTATION 



.DALC 

Define ALC Instruction 

Syntax: , 

.DALC user-symbol = ) instruction I 
I expression j 

Purpose: 

The .DALC pseudo-op defines user-symboi as a 
semipermanent symbol having the value of instruction 
or expression. This symbol implies the format of an 
ALC instruction. At least two fields, and optionally 
three, are required. These fields are assembled as 
shown below. 



Notes: 

You can insert the atom # before the arguments in the 
source line to specify no loading of the destination 
accumulator. If you use # in a source line without a 
skip field, the assembler will return a "Q" error 
(because such lines assemble as special ECLIPSE 
instructions). 

A given user-symbol defined in one .DALC pseudo-op 
may be redefined in another .DALC pseudo-op The 
mil uv^iinuion vViu DC Lilt uiit aSaigiitu lu user-ayniDoi 

If you use this pseudo-op to define a three-character 
symbol which includes, or is followed immediately by, 
the letters Z, O, C, L, R, or S (or any combination of 
them), the Macroassembler will set bits 8-9 to 10-11 as 



01 2345678 9 10 1112 13 14 15 



I_expression2 
expression] 



expression 



J 



M 



Mnemonic 


Bits 8 - 9 


Bits 10 -11 


L 


01 




R 


10 




S 


11 




Z 




01 







10 


c 




11 



The format for user-symbol is: 
user-symbol expressioni expr2 [exprs ] 

Example(s): 



00021'103000 
00022'103002 
00023'133001 



FF 



.UALC add 3 103000 

ADD 0> 

ADD 0, 0, SZC 

ADO I, 2, SKP 

ADO 1 
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.DCMR 

Define Commercial Memory Reference 
Instruction 



Syntax: 

.DCMR user-symbol 



= \ instruction | 
\ expression / 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent extended commercial memory 
reference symbol having the value of instruction or 
expression. This symbol implies the format of an 
instruction that requires an accumulator and 
displacement, and permits an optional index. The fields 
are assembled as shown below. 



The format for using this semipermanent symbol is: 
user-symbol displacement //nrfex7 

Example(s): 

000001 .TXTM I 

102170 .DCMR ELOBslO?170 
.NREL 

000000'112170 ELOB 2, ASC.A ;Get "A" 

OOHOO" Hn AC2. 

000002'112170 ELD8 2, ASC.B ;Get "B" 
OOiaOl" Jin AC2. 



OOOfeOO'OailOl ALPHA: .TXT "AB" 
OOUOOO 

OOlilOO" ASC.AsALPHA*2 , 

OOiaOl" ASC.B s ALPHA*2+1 



01 2345678 9 10 1112 13 14 15 



M 









t i 



index 



accumulator 



1 


2 


3 


4 


5 


6 


7 


8 


9 1011 


12 13 14 15 




i 


i 


1 


i 


i 


i 


i 




^^^ 



L 



displacement 
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.DEMR 

Define Extended Memory Reference 
Instruction 



Syntax: 

! instruction I 
expression? 

Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent extended memory reference symbol 
and gives it the value of instruction or expression. This 
symbol implies the format of an instruction that does 
not require an accumulator. One field is required; an 
index is optional. They are assembled as shown below. 

01 2345678 9 10 1112 13 14 15 



L 



index 






1 2 3 4 5 6 7 8 9101112131415 




^^^^^^^^^^^^ 



t_ 



The format for using the semipermanent symbol is: 

user-symbol displacement ///i</ex/ 

The displacement and index fields are set according to 
the format used and the set of addressing rules 
described in Chapter 3. 



Example(s): 

102070 



00000*102070 
077777 

00002'102470 

000002 

000004'103<I70 

000002 



00006'103«70 
100013' 



.EXTN A0DR1» ADDR2> ADDR3 
.DEMR EJMP s 102070 
.NREL 

EJMP ADDRl 

EJMP .+3 

EJMP 2, .+3 ;Thep» ia no AC 

;00004t3. 

EJMP STABLE* 3 ;Go to either 

;ADDRlf ADDR3f or 
. ;ADDR3f based on 

. lvalue in AC3. 



00617*077777 TABLE: 

00620*077777 

00621*077777 



Note: 



ADDRl 
ADDR2 
ADDR3 



displacement 



You can use the @ atom in the address field as a break 
character, to specify indirect addressing. 
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.DERA 

Define Extended Memory Reference 
Instruction with Accumulator 



Syntax: 

.DERA user-symbol = 



instruction 
expression 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent extended memory reference symbol 
having the value of instruction or expression. This 
symbol implies format of an instruction that requires an 
accumulator. Two fields are required and index is 
optional. They are assembled as shown. 



12 3 4 5 6 7 8 9101112131415 



v/M 




m. 





\ L 



accumulator 



index 



Licensed Material - Property of Data General Corporation 

The format for using this semipermanent symbol is: 

user-symbol ac displacement [index] 

The displacement and index fields are set according to 
the format used and the set of addressing rules 
described in Chapter 3. 



Note: 

You can specify <§ 
indirect addressing. 

Example(s): 



122070 
0003a'l33a70 

ooooai' 

00036'122«70 
000002 

000<»0'132a70 
000003 



FFO 



in the address field to specify 



.TITL TE3T9 
.DERA ELDA = 122070 
.NREL 
ELDA 2, .+5, 3 

ELDA 0, .f3 

ELDA 2, .fl 

ELDA .f3 ;AC needed. 



01 234567891011 12 13 14 15 




displacement 
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.DEUR 



Dofino Fvtonrlorl I Icor Inctriirtirtr 



.DFLM 



riofino FlrkrftfincT I rxikA t\r Ct/^rA Incf riir^f inn 



Syntax: 

.DEUR user-symbol 



instruction I 
expression X 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent extended symbol having the value of 
instruction or expression. The expression can be either 
an expression, an external normal, or a external 
displacement. This symbol implies the format of a 
instruction that does not require an accumulator. One 
field is required and is assembled as shown. 

1 2 3 4 5 6 7 8 9 10 1112 13 14 15 





1 


2 


3 


4 


5 


6 


7 


8 


91011 


12 131415 




i 


i 


1 


^ 
^ 


1 


1 


i 


^^ 


^^^ 



L 



field 



The format for using this semipermanent symbol is: 
user-symbol expression 

Example (s): 



163710 
061777 



000«2'163710 

oooooa 

OOOa^'061777 
077777 



.DEUR SAVE s 163710 
.OEUR VCT 5 061777 
.NREL 

.EXTN SYMB 
SAVE a 

VCT SYMB 



Syntax: 

.DFLM user-symbol 






instruction 



i expression t 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent tloating-point load or store memory 
reference symbol having the value of instruction or 
expression. This symbol implies the format of an 
instruction that requires an accumulator. Two fields are 
required and one is optional. They are assembled as 
shown. 

1 2 3 4 5 6 7 8 9 10 1112 13 14 15 



t L 



index 



field 



1 2 3 4 5 6 7 8 9 10 1112 13 14 15 




L 



displacement 



The format for using ths semipermanent symbol is: 

user-symbol fpac displacement //Wex7 

Note that you can specify the atom @ in the address 
field as a break character to specify indirect addressing. 

Example(s): 

102050 .DFLM FLDS s 102050 
.NREL 
000<46'122050 FLDS 0, .+2 

000001 
00050*146050 FLDS 1, .+3» 2 
000053' 
FFO FLOS . + 3 ;Fopitiat erpor- 

;AC needed. 
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.DFLS 

Define Floating Load or Store Instruction 



Syntax: 

.DFLS user-symbol = 



Instruction 
expression 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent floating load or store memory 
reference symbol having the value of instruction ot 
expression. This symbol implies the format of art 
insruction that does not require an accumulator. One) 
field is required; an index is optional. These are(, 
assembled as shown. 

12 3 4 5 6 7 8 9101112131415 



— index 
01 2345678 9 10 1112 13 14 15 



^ 



^ 



sss 



L, 



displacement 

The format for using this symbol is: 

user-symbol displacement [index] 

Note that you can specify the atom @ in the address 
field as a break character to specify indirect addressing. 



Example(s): 

123350 



00052'123350 
000005$ 



FF 



.OFLS FLST s 123350 
.EXTD ADORl 

FLST ADDRl 

FLST ;Form8t error- 
;d<spl acement needed. 



.DIAC 

Define an Instruction Requiring an 
Accumulator 



Syntax: 

.DIAC user-symbol = 



\ instruction 
) expression i 



Purpose: 

This pseudo-op defines user-symbol and gives it the 
value of instruction or expression. This symbol implies 
the format of an instruction requiring an accumulator. 
One field is required, and it is assembled as shown 
below. 

01 2345678 9 10 1112 13 14 15 







m 





\_ 



expression 



The format for using this symbol is: 
user-symbol expression 

Example(s): 



123370 

123370 
F0005«'123370 
FF 



.DIAC 
.i^REL 
XCT 1 
XCT 0, 
XCT 



XCT s 123370 

;ok. 
; Illegal 
;nuinber of 
;expreta1ont. 
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.DIMM 

Define an Instruction Requiring an 
Accumulator and an Immediate Word 



Syntax: 

.DICD user-symbol 



! instruction I 
expression I 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent symbol having count and destination 
fields. The symbol has the value of instruction or 
expression. This symbol implies the format of a 
instruction that requires an accumulator and a count 
from 1 to 4. Two fields are required and are assembled 
as shown. 



1 2 3 4 5 6 7 8 9 10 1112 13 14 15 



1 



i^ 



>^ 



t L 



destination AC (ACd) 
count 

The format for using this semipermanent symbol is: 
user-symboPcountDdestination-ac 

Example(s): 



100010 



FF 



Note: 



.OICD AOI 8 100010 

.NREL 

ADI I, 1 

ADI 1, 2 

ADI H, 

AOI S, 1 ('Overflow 
;erPor« count field too large, 

ADI 1 ;Forniat 
jerror- 2 fields needed. 



00055'lOaOlO 

00056*110010 

00057'160010 

000060'100010 



counts are entered in the instruction as "(specified 
value-D". Thus the range of permitted values is 1 - 4. 



Syntax: / ^ 

I instruction / 
.DIMM user-symbol = < expression / 

Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent immediate-reference symbol having 
the value of instruction or expression. This symbol 
implies the format of an instruction that requires an 
accumulator and a 16-bit immediate word. Two fields 
are required and are assembled as shown. 



1 2 3 4 5 6 7 8 9 10 1112 13 14 15 




I 



accumulator 



12 3 4 5 6 7 8 9101112131415 




t_ 



immediate field 



The format for using this semipermanent symbol is: 
user-symbol immediate value destination-ac 

Example(s): 



FF 



163770 

00061*173770 
001002 



.DIMM ADDI s 

.NREL 

ADDI 1002, 2 



163770 



ADDI ;Format error' 
;2 fields needed. 
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.DIO .DIOA 

Define an I/O Instruction Without an Define an I/O Instruction With Two 

Accumulator Required Fields 



Syntax: 

.DIO user-symbol = 



{Instruction y 
expression i 



Syntax: 

.DIOA user-symbol 



(Instruction j 
expression i 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent symbol having the value of instruction 
or expression. This symbol implies the format of an I/O 
instruction without an AC field. One field is required; in 
is assembled as shown below. 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent symbol having the value of Instruction 
or expression. This symbol implies the format of an I/O 
instruction with two required fields. The fields are 
assembled as shown below. 



01 2345678 9 10 1112 13 14 15 



1 2 3 4 5 6 7 8 9 10 1112 13 14 15 



2^ 



^ 



expression 



user-symbol is used in this format: 
user-symbol expression 



Example (s): 



FF 
F 



Note: 



063400 .DIO SKION s 063100 
063102 SKION 2 ;ok. 

SKION ;l field needed. 
063402 SKION 2, 3 ;Too many 
;fie1d8. 



If you use this pseudo-op to define a three-character 
symbol which is followed immediately by the letters S, 
C, or P, the Macroassembler will assume that letter to 
be an optional expression and will set bits 8-9 of the 
instruction word as follows: 

Mnemonic Bits 



S 
C 
P 



01 
10 

11 




^ 



N^ 



J 



expression2 



expression! 

user-symbol is used in this format; 
user-symbol expressioni expra 

Example(s): 

060aOO .DIOA DIA s 060400 

.NREL 
070410 DIA 2, TTI 
070610 DIAC 2, TTI 



Note: 

If you use this pseudo-op to define a three-character 
symbol which is followed immediately by the letters S, 
C, or P, the Macroassembler will assume that letter to 
be an optional expression and will set bits 8-9 of the 
instruction word as follows: 

Mnemonic Bits 8-9 



s 


01 


c 


10 


p 


11 
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.DISS 

Define an Instruction With Source and 
Destination Accumulators Allowing Skip 



Syntax: 

.DISD user-symbol = 



{instruction ( 
expression ( 



Syntax: / 

I instruction 
.DISS user-symbol = < expression 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent reference symbol with source and 
destination fields; it does not allow the no-load flag or 
skip conditions. The instruction cannot cause a skip. 
The symbol has the value of instruction or expression. 
This symbol implies the format of an instruction that 
requires a source and a destination accumulator. Two 
fields are required and are assembled as shown. 






1 


2 


3 4 5 6 7 8 9 10 11121314 15 




m 


^ 




1 


L ACd 
ACs 



The format for using ths semipermanent symbol is: 
user-symbol source-ac destinatlon-ac 

Example(s): 



102710 

030402 
146710 



000162" 
041101 
042103 
000105 



.DISD 
.NREL 
LOA 2, 
LOB 2, 



LOB 



102710 



.PTR 

1 ;ac1 loads 
;byte "A". 



.PTR:,M*2 
.TXT "ABCDE" 



as a 
^c symbol witii source and 



Purpose: 

This pseudo-op defines user-symbol 
semipermanent referen 
destination fields. The no-load flag cannot be used and 
no skip condition can be specified, but the instruction 
may cause a skip to occur. The .DISS symbols differ 
from the .DISD symbols only in that .DISS symbols 
may cause a skip and .DISD symbols never cause a 
skip. The symbol has the value of instruction or 
expression. This symbol impUes the format of an 
instruction that requires a source and a destination 
accumulator. Two fields are required and are assembled 
as shown. 

01 2345678 9 10 1112 13 14 15 



I t 



ACd 
ACs 



The format for using this semipermanent symbol is: 
user-symbol source-ac desination-ac 

Example (s): 

101010 .DISS SGT = lOlOlO 

.NREL 
131010 SGT 1, 2 
FF SGT 1 fFormat erpor- 

;2 fields needed. 
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.DMRA 

Define a Memory Reference Instruction 
with Two or Three Fields 



Syntax: / n 

.DMR user-symbol = ) instruction 
I expression j 



Syntax: 

.DMRA user-symbol = 



I instruction 
I expression , 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent symbol having the value of the 
instruction or expression. This symbol implies the: 
format of an MR instruction with either one or two 
required fields (an address or a displacement and 
index). The fields are assembled as shown below. 



1 


2 3 4 5 


6 7 


8 9101112 13 14 15 




Wa 


^^^^^^^ 



index — I 



displacement 



The format for using this symbol is: 

user-symbol displacement [index] 

The displacement and index fields are set according to 
the format used and the set of addressing rules 
described in Chapter 3. 



Example(s): 

000000 

00000'000402 
OOOOl'OOSOOl 
00002'00l«01 



•DMR JMP 
.NREL 
JMP .+2 
JMP il, 2 
JMP 1, 3 



000000 



Note: 

You can use the atom @ in the address field as a break 
character to specify indirect addressing. 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent symbol having the value of instruction 
or expression. This symbol implies the format of an 
MR instruction with either two or three required fields. 
The first field specifies an accumulator. Where there 
are two fields, the second is an implied address. Where 
there are three fields, the second and third fields are 
displacement and index respectively. The fields are 
assembled as shown below. 



1 2 3 4 5 6 7 8 9 10 1112 13 14 15 



MM 



expression! 



I I — index j 



displacement 
user-symbol is used in one of these formats: 

user-symbol expressioni expr2 

user-symbol expressioni expr2 expra 

The displacement and index fields are set according to 
the format chosen and the set of addressing rules 
described in Chapter 3. 



Example(s): 

020000 

00000'035il00 
00001'030a02 
00002'000100 
00102'000004 .B: .BLK H 

Note: 

You can use the atom @ in the address field as a break 
character to specify indirect addressing. 



.DMRA LDA s 20000 

.NREL 

LOA 3, 0, 3 

LDA 2» .Btl 

.BLK 100 
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.DO 



Assemble Source Lines Repetitively 



.DUSR 

Define User Symbol Without Formatting 



Syntax: 

.DO expression 

Purpose: 

.DO assembles all source program lines between itself 
and its corresponding .ENDC, the number of times 
given by expression. 

Note that nondisk devices, like a card reader or mag 
tape, cannot execute a .DO loop more than once, 
because they cannot "back up" to the beginning of the 
loop. We recommend that all files you input to the 
assembler be on disk; if any are not, transfer them to 
disk with the CLI command XFER or LOAD, then 
assemble the disk file. 



Syntax: 

.DUSR user-symbol = ' instruction j 



\ expression / 



Purpose: 

This pseudo-op defines user-symbol as a 
semipermanent symbol having the value of the 
instruction or expression following the = sign. Unlike 
other semipermanent symbols, a symbol defined by 
.DUSR is merely given a value and has no implied 
formatting. It may be used anywhere a single-precision 
operand would be used. 

Symbols defined by .DUSR do not become part of the 
RLDR symbol table. 



Example(s): 



;5oyrce program; 

ISO 

.Du 4 ;Assemble loop 

;a times. 
IBl 
1 = 1*1 
• ENDC 

;Li sting: 

000000 1=0 

000004 .[>0 4 ;Assemb1e loop 
;4 times. 
OOOOl'lOOOOO IBI 

000001 1=1+1 
.ENDC 

;4 times. 
00002'040000 IBI 

000002 1=1+1 
.ENOC 

;4 times. 
00003'020000 181 

000003 1=1+1 
.ENDC 

;4 times. 
OOUS'OIOOOO IBI 

000004 1=1+1 
.ENDC 

Notes: 

.DOs may be nested to any depth, the innermost .DO 
corresponding to the innermost .ENDC, etc. 

Chapter 5 describes the handling of .DOs and other 
conditionals within macros. 



Example(s): 



000025 
000250 

00001'177555 
00002'006712 



.ZREL 

.DUSR 

.DUSR 

.NREL 

B-C 

B*C + 2 



25 

8*10 
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.DXOP 

Define an Instruction With Source, 
Destination, and Operation Fields 



Syntax: 

.DXOP user-symbol 



! instruction I 
expression? 



Purpose: 

This pseudo-op defines user-symbol as a reference 
symbol with source and destination fields and an 
optional operation number field. The symbol has the 
value of instruction or expression. This symbol implies 
the format of an instruction that requires a source and a 
destination accumulator. Two fields are required; a 
third is optional. The fields are assembled as shown. 

1 2 3 4 5 6 7 8 9 10 111213 14 15 



y/////:ssNNSN 


»1^ 





I L.C. I 



operation number 



ACs 



The format for using this semipermanent symbol is: 
user-symbol source-ac destinatlon-ac operation no. 



Example(s): 

100030 

00000'130630 
00001*154030 



.DXOP XOP=100030 
.NREL 

XOP 1, 2, 6 

XOP 2, 3 ;0per8t<on no, 
; is optional . 
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.EJEC 

Begin a New Listing Page 



Syntax: 

.EJEC 

Purpose: 

To begin a new page in the listing output. 

Example(s): 

Source code 

rSource program: 

.EXTD SYM 

MOVS 1, 2 

.EJEC 

LOA 0, SYM 

.END 



;L1st ing page 1 : 

.EXTN Siy 

131300 MOVS 1, 2 
.EJEC 

IListing page 2 
020001$ LOA \d, SY^ 
.END 
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.END 

End-of-Program Indicator 



•ENDC 

Specify the End of Conditional Assembly 



Syntax: 

.END [expression] 



Syntax: 

.ENDC [user-symbol] 



Purpose: 

This pseudo-op terminates a source program, providing 
an end-of-program indicator for RLDR. The expression 
is an optional argument specifying a starting address for 
execution. RLDR intializes the first TCB PC to the last 
address, if any, specified by an assembled binary. 
Execution of the save file begins at this address. (If 
RLDR finds no starting address among modules 
bound, an error message is given.) 

Exaniple(s): 



102440 



,TITL GTSET 
6TSET: SUBO 



•END GTSET 



0, ;ln<ti8Hze 
;for startup. 



Purpose: 

If you omit user-symbol, .ENDC terminates lines for 
repetitive assembly (lines following .DO) or lines 
whose assembly is conditional (lines following .IFE, 
IFG, IFL,or IFN). 

If your syntax is .ENDC user-symbol, this pseudo-op 
both terminates assembly of lines following the last 
.DO or .IFx and suppresses the assembly of lines 
following .ENDC until the scan encounters another 
user-symbol &r\c\o%ed in square brackets. 

Example(s): 



000001 .IFN HOR .'Assemble only If 
000000 ;HDR <s nomepo. 

.ENDC LABEL ;Skip to LABEL 
I ;lf HDR Is noniero. 



000022 ILABELl 22 
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.ENT 

Define a Program Entry 



.ENTO 

Define an Overlay Entry 



Syntax: 

.ENT user-symboli [user-symbol, J 

Purpose: 

This pseudo-op declares each user-symbol as a symbol 
that is defined within this source file and that may be 
referenced by separately-assembled programs. 

A user-symbol appearing in a .ENT pseudo-op must be 
defined as a user symbol within the program. This 
symbol must be unique from external entries defined 
in other binaries loaded together to form a save file. If it 
is not unique, RLDR will issue a message indicating 
multiply-defined entries. 

You can reference user-symbol(s) from 
separately-assembled programs by using one of the 
following pseudo-ops: 

.EXTD 

.EXTN 

.GADD 

.GLOC 

.GREF 



Example(s): 



00000-077777 
OOOOO'OObOOO- 



.TITL A 
.ENT B, 
.EXTN C 
.ZREL 
.C: C 
.NREL 
B: JSR a 
.END 



.C 



.C 



Syntax: 

.ENTO overlay-name 

Purpose: 

The .ENTO pseudo-op enables you to assign a symbolic 
name to a file which will eventually be an overlay. (If 
you omit .ENTO, you must reference the overlay later 
by memory node number and overlay number - which 
is a nuisance.) 

You can then access the overlay from the root program 
by overlay-name, which must be declared as an .EXTN 
in the root program. Caution: overlay name cannot 
appear elsewhere in the file whch declares it as an 
overlay name, since its value is assigned at load time. 

Example(s): 





.TITL METER 


;Thi« It the 




.ENTO METER 


'Overlay. 




.ENT PROCl 




)000l 


.TXTM 1 
.NREL 




)2520 PROCl: 


SUB2L 0, 





000001 

077777 

020«11 START: 

006017 

012004 

020000- 
126000 
006017 
020004 



.END 

.TITL ROOT ;Root progpam. 

.EXTN METER 

.TXTM 1 

.ZREL 

.METER: METER 
.NREL 

LDA 0* .OFILE ;Get name 
.SYSTM ;and open ROOT.OL 
.OVOPN 4 ;on channel 4. 

LDA 0, .METER ;Polntep. 

ADC 1,1 ;Unconcl. load. 

.SYSTM 

.OVLOD 4 ;Load METER. 



000024" 

051117 

047524 

027117 

046000 



.OFILE: .+1*2 
.TXT "ROOT.OL" 
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.EOF; .EOT 

Explicit End-of-File 

Syntax: 

.EOF 
.EOT 

Purpose: 

Either pseudo-op indicates the end of an input file but 
not the end of an input source, it provides an explicit 
end-of-file for any source module but the last one in a 
series for assembly. If .EOF pseudo-ops are missing 
from source modules, the assembler supplies them 
implicitly. 

Example (s): 

•TITL MPROG 

.EOF* 

Note that .EOF could be omitted in the example, with 
no effect on the assembly. 



.EXTD 

Define an External Displacement 
Reference 

Syntax: 

.EXTD user-symboli [...user-symbol„] 

Purpose: 

This pseudo-op declares each user-symbol as a symbol 
which may be referenced by this program but which is 
defined in some other program. The user-symbol must 
be declared by an .ENT pseudo-op in the program 
which defines it. 

Any .EXTD user-symbol may be an address or 
displacement of a memory reference instruction. It can 
also specify the contents of a 16-bit storage word. 

If used as a page zero address or as a displacement, the 
value of the entry must meet these specific 
requirements: 

< page-zero-address < 377 
-200 < displacement < 200 

Note: 

Because the displacement field of memory reference 
instructions must fit in 8 bits, RLDR will usually report 
an error if the user-symbol referenced has an address 
displacement of more than 8 bits. RLDR will not check 
the symbol, and thus not report an error, if the left byte 
of the instruction word is (as it would be for a JMP 
instruction with an index mode of 0). Therefore, you 
should make sure that any JMP instruction without an 
index, which uses an .EXTD address, can be resolved 
in a displacement within 8-bit bounds. 

Example(s): 

.TITL C 
.ENT LIST 
.LOC 100 
LIST: LISTl 
LIST2 
LISTS 



,END 



C2: 



.TITL D 
.EXTD LIST 
.NREL 

LDA a, C2 

LDA 0, LIST, 2 ;Piek up 3rd 
;LIST entry, LIST3. 

■ 

2 

.END 
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.EXTN 

Define an External Normal Reference 



Syntax: 

.EXTN user-symboli [...user-symbol„ ] 

Purpose: 

This pseudo-op declares each user-symbol as a symbol 
that is externally defined in some other program but 
may be referenced by the current program. The 
user-symbol must be declared using an .ENT 
pseudo-op in the program which defines it. 

An .EXTN user-symbol specifies only the contents of a 
16-bit storage word. The value at load time must 
therefore be a number from through 65,535. 

Example(s): 



.TITL B 
.EXTN C 

.ZREL ;Put pointer in ZREL, 
00000-077777 .C: C 
.NREL 

00000'006000- JSR 3 .C 
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.EXTU 

Treat Undefined Symbols as External 
Displacements 

Syntax: 

.EXTU 

Purpose: 

This pseudo-op causes the assembler to treat all 
symbols that are undefined after pass 1 as if they had 
appeared in an .EXTD statement. Use .EXTU 
carefully; if you forget to define each .EXTU symbol 
elsewhere, RLDR will detect each undefined symbol. 

Example(s): 

.TITLE A13 
.EXTU 
'020001$ LDA 0, MURKO 

.END 
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.GADD 

Add an Expression Value to an External 
Symbol 

Syntax: 

.GADD user-symbol expression 

Purpose: 

.GADD (global add) generates a storage word whose 
contents is resolved at load time. The value of 
user-symboi is sought and, if found, its value is added 
to expression to form the contents of the storage word. 
If the user-symbol is not found, an RLDR error will 
result and the storage word will contain just the value 
of expression. 

The user-symbol must be a symbol defined in some 
separately-assembled binary in conjunction with a 
.ENT, .ENTO, or .COMM pseudo-op. 



.GLOC 






■XX.iSV.I ' 



Syntax: 

.GLOC user-symbol 

Purpose: 

This pseudo-op tells RLDR to load the following block 
of data starting at the location assigned to user-symbol. 
You can terminate the absolute block by a .LOC, 
.NREL, .ZREL or .END pseudo-op. 

Within the .GLOC block, there can be no external 
references, no label definitions, and no label 
references. 

.GLOC reserves locations in memory, and these 
locations may impact on binaries loaded earlier or later 
in the RLDR command line. 



Note: 

To resolve .GADD user-symbol, RLDR requires that 
user-symbol be defined in a preceding relocatable 
binary. The file which defines user-symbol must 
precede any file(s) which use .GADD user-symbol, in 
the RLDR command line. If, after assembling the 
example below, you issued the command RLDR Y X, 
the value shared would be 207. If you transposed the 
loading order (RLDR X Y), then RLDR would resolve 
the value 7, and an error message would result. 



Note: 

One source file cannot both define user-symbol and use 
it in a .GLOC statement. You must define user-symbol 
via the .COMM (or .ENT) pseudo-op in one source file 
before you can use .GLOC user-symbol in another 
source file(s). The .GLOC file(s) must declare 
user-symbol external (.EXTN), or an assembler U 
error will occur. The defining binary must precede the 
.GLOC binary (ies) in the RLDR command hne or a 
fatal RLDR error will occur. 



cxampievs;: 



000200 
a: 



•TITLE Y 
.ENT A 
.LOC 200 

.END 



;Vslue of A is 200. 



Aanlpievs/: 



.TITLE A 
000003 .COMM MYAREA, 3 



.END 



00100 



•TITLE X 

•EXTN A 
000100 .LOC 100 

000007 .GADD A, 3i4 ;Assemb1er 
f'assigns value of 

.END 



OOOOO'OOOOOl 
00001'000002 
00002*000003 



.TITLE B .'Program B 
.NREL ;wni InitiaKze 
.EXTN MYAREA ;ppog A's 
;named comtnon area. 
.GLOC MYAREA 
1 
2 
3 

!end 
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.GOTO 

Suppress Assembly Temporarily 



Syntax: 

.GOTO user-symbol 

Purpose: 

This pseudo-op suppresses the assembly of lines until 
the scan encounters another user-symbol enclosed in 
square brackets. 

Example(s): 



.GOTO LABEL 

LDA 0,0»2 ;Dor\'t •■•emble 
;thi« instruct ion. 
0*10001 ILABELJ STA 0, TEMP JStapt 

;8*scmbl<ng again here. 
000000 TEMP: 
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.GREF 

Add an Expression Value to an External 
Symbol (OBO) 

Syntax: 

.GREF user-symbol expression 

Purpose: 

The .GREF (global reference) pseudo-op functions 
exactly like the .GADD pseudo-op except that when 
RLDR resolves the contents of the storage word (i.e., 
adds the value of the symbol and the value of the 
expression), a carry out of the low order fifteen bit 
positions is never allowed to alter bit zero. 

Example(s): 

See .GADD 
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.IFE, .IFC, .IFL, .IFN 

Perform Conditional Assembly 

Syntax: 

.IFE expression 
.IFG expression 
.IFL expression 
.IFN expression 

Purpose: 

The lines following these pseudo-ops will be assembled 
if the condition defined in the pseudo-op is met. You 
must always terminate the conditional lines with an 
.ENDC. The pseudo-ops define the following 
conditions: 

.IFE expr Assemble if expr equals 0. 

.IFG expr Assemble if expr is greater than 0. 

.IFL expr Assemble if expr is less than 0. 

.IFN expr Assemble if expr is not equal to 0. 

The value field of the listings is 1 if the condition is true 
and if the condition is false. 



Example(s): 



ft ft n A n ft 



000000 



000000 



BsA 
• NREL 
•IFE B-2 
LDA 0,A 
.ENDC 



^Expression aval' 
;uates to false 



OOOOO'OSOOOO LDA 0, B ;ln these eases> 
;so the LDAs aren't assembled. 



000001 
00001*020000 

000001 
00002*020000 



Notes: 



.IFL B-2 
LDA 0, A 
.ENDC 
.IFN B-2 
LDA 0, A 
.ENDC 



;Expr evaluates 
;to true in 
;these cases* 
;so the LDAs 
;are assembled. 



.IFs may be nested to any depth, with the innermost .IF 
corresponding to the innermost .ENDC, etc. Note that 
all .IF conditions are degenerate forms of .DOs. For 
example: .IFG A is equivalent to .DO A > 0. 

Chapter 5 describes handling of .IFs and .DOs within 
macros. 
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.LMIT 

Load Part of a Binary Module 

Syntax: 

.LMIT user-symbol 

Purpose: 

This pseudo-op specifies partial loading of the 
assembler's binary output by RLDR. A .LMIT 
pseudo-op in one RB file will cause an RB later in the 
loading process to be partially loaded, user-symbol 
must appear as an .ENTry point in the later-loaded RB 
file. At load time, the RB will be bound only as far as 
the first occurrence of user-symbol; e.g., 



Order of Loading 



.TITL A 

.LMITSYM 

.END 



.TITL B 
.END 



.TITLC 
.END 



SYM: 



TITL D 
ENTSYM 

.END 



Module A 



Module B 



Module C 



Module D 



SD-00645 



In this example. Module D contains the entry point 
SYM that corresponds to the user-symbol SYM 
appearing in the .LMIT pseudo-op in Module A. RLDR 
will bind D up to but not including the line identified by 
SYM. 



The limiting symbol, in this case SYM, must be 
declared an entry point in the module to be partially 
loaded. If the limiting symbol is in NREL, all of 
Module D ZREL will be loaded and Module D NREL 
will be loaded up to the limiting symbol. If the limiting 
symbol is in ZREL, NREL will be completely loaded 
and ZREL will be loaded up to the limiting symbol. A 
module may be limited in NREL and in ZREL by two 
different symbols. If two symbols limit either NREL or 
ZREL, the lower symbol in value will be the limiting 
symbol. There are no restrictions on the number of 
limiting symbols that you may use. 

If the limited module is in a library, the module will be 
loaded up to its limiting symbol, even if the module 
would otherwise not have been loaded (i.e., even if 
there is no undefined external to cause the library to be 
loaded. 

If there is an undefined external that references an 
entry point in the unloaded part of the module, the 
module will still be only partially loaded as indicated by 
the limiting symbol. 

All of the entry points of a partially loaded module will 
appear on the load map as though the corresponding 
parts of the module were actually loaded. Any 
references to them will be resolved, but, of course, will 
actually point into the succeeding module. 

Note: 

The .LMIT mechanism enters user-symbol in RLDR's 
symbol table as an entry point with a value of lOOOOOg. 

After defining a .LMIT symbol, you must use it only as 
a limiting symbol in the program, because RLDR 
assumes that any later reference to this symbol is a 
.LMIT instruction, and doesn't fiag it as a 
multiply-defined symbol. 
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.LOC 

Set the Current Location Counter 



.MACRO 



\Jamo 3 KA^r*rrk r\a{initir\n 



Syntax: 

LOC expression 



Syntax: 

MACRO macro-name 



Purpose: 

This pseudo-op sets the current location counter to -the 
value and relocation property given by expression. The 
default value is absolute zero. 

Exception: 

If .LOC is .PUSHed to the assembler variable stack (see 
"Stack Pseudo-op and Values") and is subsequently 
used to restore the location counter, e.g.. 



.PUSH 
.LOC 



.LOC 
.POP 



then the value is ignored and only the relocation 
property is changed. This allows you to save the current 
relocation mode within a macro and restore it correctly, 
without affecting the relative location counter value 
which may have been altered within the macro. 



Example(s): 

00000 000000 

OOOOO'OOOOOO 

OOOOO'OOOOOO 

000100 

00100 000000 

UOOlOl 000000 

U00102 000000 

000001 

00001 000000 
000001- 

OOOOl-OOOOOO 

000003- 
00005-177777- 
0000^-000000- 



A:0 
.NREL 

N0;0 
.ZREL 

ZiO 

.LOC 100 

A 

6 ;Undefined. 

C ; 1 1 1 o . 

.LOC A+1 

A 

.LOC Z+1 

A 

.LOC .+1 

Z-1 ;Minu8 1, 

2 



Purpose: 

This pseudo-op defines macro-name as the name of the 
macro definition that follows. Any line or lines that 
follow are part of the macro definition up to the first % 
character encountered. 

After definition, macro-name calls the macro. 

Example (s): 

.MACRO TEST ;Maeron«(ne, 
*1 ;Macro 
*2 ;def1ni- 
*5 ;tion. 
X 
macro with argument* H,Sibi 
TEST a, 5, 6 

4 /Macro 

5 ;daf<ni- 

6 ; t i on . 
{Change radix; call macro with 
/argument* OA, OBr OC. 

000024 .RDX 20 

TEST 0A,0B,0C 
00003 000012 OA ;Macro 
OOOOa 000013 OB ;def1ni- 
00005 000014 OC ;t1on. 



/Call 

00000 oooooa 

00001 000005 

00002 000006 
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.MCALL 

Indicate Macro Usage 

Syntax (in macro): 

konditional-or-.DO] .MCALL [expression] 

Value: 

.MCALL has value 1 if the macro containing it has 
been called on ths assembly pass, and value if this is 
the first call on this pass. If used outside a macro, its 
value is -1. 

Example(s): 

.MACRO TEST2 

.DO .MCALL>0 

JSR 3 ,X JJSR if not 1st call. 

.ENDC 



.00 .MCALLcsO 



•PUSH ,LOC 
.ZREL 
,X: X 
.LOC .POP 
JSR X 
JMP XEND 
X: 'HI' 

JMP 0, 3 
XEND: .ENDC 
X 



;If 1st call* gen- 
;erate subroutine. 
;Save location counter, 



/Pointer to subroutine. 
/Restore loc. counter. 
;Ca11 X. 

;Jump past X on rtn. 
;Code which will 
/assemble only once. 
/Return, 



.NOCON 

Inhibit or Re-enable Listing Condition 
Lines 

Syntax: 

.NOCON expression 

Purpose: 

This pseudo-op either inhibits or permits listing of 
those conditional portions of the source program that 
do not meet the conditions given for assembly. If the 
value of expression is not zero, listing is inhibited; if 
the value of expression equals zero, listing occurs. If 
you omit .NOCON, listing occurs. 

.NOCON does not affect conditional portions of the 
source program that would be assembled. 

Value: 

The value of .NOCON is the value of the last 
expression. 



Example(s): 



/Listing: 



; 



000003 As3 

000000 .NOCON / 

000000 .00 4ssA / 
5 

3 / 

.ENDC / 



Source Program: 

Aa3 

.NOCON 

.DO 4ssA 

5 

3 

.ENDC 



000001 .00 4ss(Afl}/.D0 4ss(Afl) 
00007'000005 5 / 5 
00010*000003 3 / 3 

.ENDC / .ENDC 



000001 .NOCON 1 / 



.NOCON 1 

.DO 43sA 

5 

3 

.ENDC 



000001 .00 <(ss(A«l)/.DO 4ss(Afl) 
00011*000005 5 / 5 
00012*000003 3 / 3 

.ENDC / .ENDC 
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.NOLOC 

Inhibit or Re-enable Listine Source Lines 
Without Location Fields 



.NOMAC 

Inhibit or Re-enable 
Expansions 



Listine Macro 



Syntax: 

NOLOC expression 

Purpose: 

This pseudo-op either inhibits or permits listing of lines 
which lack a location field. If the value of expression 
does not equal zero, listing is inhibited; if the value of 
expression equals 0, listing occurs. If you omit 
.NOLOC, listing occurs. 



Syntax: 

.NOMAC expression 

Purpose: 

This pseudo-op either inhibits or permits the listing of 
macro expansions. If expression evaluates to zero, 
macro expansions will be listed; otherwise, macro 
expansions are inhibited. .NOMAC can also be used 
within a macro definition to inhibit listing selectively. If 
you omit .NOMAC, expansions are listed. 



Value: 

The value of .NOLOC is the value of the last 
expression. 



Example(s): 



;Soupce Programj 

.TXTM 1 

.NREL 

.NOLOC 

.TXT "ABCOEFGHIJKL" fWon't print. 

.NOLOC 1 ;Nop win th<t print. 

.TXT "A8CDEFGHIJKL" ;Printf. 



LDA 0, .TMP 



,LOC ,tlO 
.TMP: 
.END 

/Listing: 



;LDA prints 
;bec«use It has a. 
/location field. 
;Thii won't print- 
JThis prints. 
;.ENO won't print. 



000001 .TXTM 1 

.NREL 
000000 .NOLOC 
010502 .TXT "ABCOEFGHIJKL" 
041504 
042506 
043510 
044512 
045514 
000000 

040502 .TXT "ABCOEFGHIJKL" /Prints. 
020411 LDA 0, .TMP ;LDA prints 
000000 .TMP: /This prints. 



Value: 

The value of .NOMAC is the' value of the last 
expression. 

Example(s): 

.MACRO OR 
CO^ tl, tl 
AND Tl, t2 
ADC Tl, T2 
X 

080001 .NOfAC 1 /Do not excanc. 

/Call ir.acro with ergs 1 and 2: 

c.eeei? \2nz^e or (1,21 

000000 .Nui»AC /Resume expanoinc. 

/Call tnacro with args 3 anc 0: 

00003 174000 OR (3,03 CCM 3, 3 

ICf90H 163400 AND 3, 
00005 162000 ADC 3, 



/here is another trecrc; 

.VACRC TEST4 

5 

6 

.NUKAC 1 /You can inhibit 
/or re-enable expersions 
/at any time in a ffacro. 

7 

10 

X 

/Now, call TEST4: 

TEST4 

5 

6 



00006 000005 

00007 000006 
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.NREL 

Specify NREL Code Relocation 



.PASS 

Number of Assembly Pass 



Syntax: 

NREL 



Syntax 

[conditional-or-.DO] PASS [expression] 



Purpose: 

This pseudo-op assembles the following code using 
NREL code relocation. 



Value: 

•PASS has a value of zero on pass 1 and a value of one 
on pass 2 of assembly. 



Example(s): 



.NREL 
00000'000123 EXMPl: 125 
00001'000a56 «56 



Example: 

The following macro, HIFND, picks the largest 
argument from a list of positive numbers and 
assembles it into a location at the end of pass 1 ; 

.MACRO HIFND 
.IFE .PASS 

Is2 ;lnlt counter. 

*1 = 

.DO .ARGCT»1 

.IFG *1-*1 
*15*I 

.ENOC 

Isl + l 

.ENDC 
.ENOC 

% 
The calling sequence for this macro is as follows: 



HIFND temp-sym valuci ..., valuSn 

HIFND uses temp-sym to hold the current highest 
value and the resulting highest value in the argument 
list. That value is then put into a storage word at the 
current location counter. 
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.POP 



fho Vajng 2nd Relocstion of Lsst 
Item Pushed onto Stack 



Pnn 



.PUSH 



Pijch a Vajijs 2nd its Relocstion Prcer'^ 



onto a Stack 



Syntax: 

[expression] .POP 



Syntax: 

.PUSH expression 



Value: 

The value of .POP is the value and relocation property 
of the last expression pushed onto the variable stack 
(.PUSH pseudo-op). In addition .POP pops the value 
and relocation property. 

If there are no values on the variable stack, .POP has a 
value of zero (i.e., absolute relocation) and an overflow 
flag (0) will be given to the line in which it is used. 



Example(s): 

000025 

00000 000025 
000025 
000015 

00001 000015 

000025 

00002 000025 
000003 000000 



A=25 

A 

.PUSH A 
AslS 

A 

As. POP 

A 

.POP /Overflow 

fSPPOP. 

.END 



Purpose: 

This pseudo-op allows you to save the value and 
relocation properties of any valid assembler expression 
on the assembler stack. Additional expressions may be 
pushed until the stack space is exhausted. The stack is 
referenced by the permanent symbols .POP and .TOP. 
As with any push down stack, the last expression 
pushed is the first expression to be popped. 

Example (s): 

The current value of the input radix may be saved, its 
value altered, then restored, by the following 
statements: 



000010 
000010 
000012 
000010 



.ROX 8 
.PUSH .RDX 
.RDX 10 
.ROX .POP 



OOOOO'OOOIOO 

oooioo' 

OOIOO'OOOIOO' 
000100' 
000101* 

OOlOl'OOOlOl' 
000100' 

00102'000100' 



.NREL 
.BLK 100 
AS. 

!push a 

As. 
A 

As.POP 
A 

.END 
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.RB 

Name a Relocatable Binary File 
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.RDX 

Radix for Numeric Input Conversion 



Syntax: 

RB filename 



Syntax: 

RDX expression 



Purpose: 

This pseudo-op names the relocatable binary file, 
filename, that is the output of MAC assembly. If more 
than one .RB pseudo-op occurs in the source, the .RBs 
will be flagged with an M (multiply-defined symbol) 
and the binary file will have the name given in the first 
pseudo-op encountered. 

If you insert the global /N switch in the MAC 
command line, denoting that no binary file is to be 
created, the .RB pseudo-op is ignored. If you use the 
local /B switch, the .RB pseudo-op will be overridden 
and the binary file will have the name given preceding 
the /B switch. The precedence for naming the 
relocatable binary file is thus: 

Precedence Binary Name 



Highest 



Lowest 



/B name 



.RBname 



Default name (first name in MAC line) 



One of the primary uses of .RB is in conditional 
assembly code when alternative file names are to be 
used, depending upon the type of assembly; for 
example, in mapped and unmapped versions of an .RB 
file. 

Example(s): 

000001 .IFE MSW ;MSW means 

rmapped switches- See file 

; "♦ROOS.SR". 

.RB SYSTEM. RB 

.ENDC 
000000 .IFN MSM 

,RB MSYST.RB 

.ENDC 



;N»me binary 
;"8Y3TEM.RB". 
rNsme binary 
>''MSYST,RB" 
; (mapped) . 



Purpose: 

This pseudo-op defines the radix to be used for 
numeric input conversion by the assembler, expression 
is evaluated in decimal and the range of expression is: 

2 < expression < 20 

The default radix is 8. 

Value: 

The numeric value of .RDX is the current input radix. 

Note: 

Input and output radices are entirely distinct. Setting 
the input radix does not affect the listing radix. 

Syntax: 

(.RDX) 

Example(s): 

(Assuming a listing output radix of 8:) 



000010 

00000 000123 
000012 

00001 000173 
000020 

00002 000a43 

00003 000020 



.RDX 8 
123 

.RDX 10 
123 

.RDX 16 
123 

(.RDX) )Current value of 
linpgt radix. 
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.RDXO 

Radix for Numeric Output Conversion 



.REV 

Set the Revision Level 



Syntax: 

.RDXO expression 



Syntax: 

.REV major-revision- no. minor-revision-no. 



Purpose: 

This pseudo-op defines the radix to be used for number 
conversion by the assembler. The expression is 
evaluated in decimal and the range of expression is 

8 < expression < 20 

The defauh output radix is 8. 

Value: 

The numeric value of .RDXO is always expressed as 
-'10". .RDXO is printed as "(.RDXO)". 



Example(s): 



00004 
00005 
00006 



00007 
00010 
OOOtl 



Q .A 
OOOOB 
OOOOC 

00015 
00016 
00017 

00016 
00017 

oooia 



00013 
00014 
00015 
0001b 



000012 

00010 

00077 

00022 

00045 

00006 

000010 

000077 

000022 

•000045 

000020 

0010 

0077 

0022 

0045 

000010 

000167 

000042 

000105 

00010 

00119 

00034 

00069 

00010 

0010 

004D 

0016 

002D 

0010 

0008 
000010 



,RDX 1 

.RDXO 

77 

22 

45 

.RDX e 

.RDXO 

77 

22 

45 

.RDX 1 

.RDXO 

77 

22 

45 
.RDXO 

77 ; 

22 

45 

.RDXO 

77 

22 

45 

.RDX 1 

.RDXO 

77 

22 

45 

(.RDXO 

.ROX 8 
.RDXO 



;lnput rsdlx 10. 
10 f'Output radix 10. 
;Dec4ina) Httlng. 



rinput radix 8. 
6 ;Output radix 8. 



6 rinput rdx 16. 
16 ;Output rdx 16. 
:M*x 1 istlna. 



8 ;OutPut rdx 6, 
input stay* 16- 

;octal listing* 

;hex input. 
10 ;Output rdx 10- 

;Deeima1 Hsting> 

;Hex input. 

;lnput rdx 10* 
16 /Output rdx 16. 

;D«c. input* 

;hex listing, 

) ;Vs1ue of output rdx 
;a1ways prints as 10. 
;Kestore radixes. 
8 



Purpose: 

This pseudo-op identifies the revision level of a 
program; it may be placed anywhere in the source 
module. The ma^or and minor revision levels are 
entered as numbers in the current radix. Revision 
levels are carried into the RB file and then into the save 
file. Both the major and minor revision levels have a 
numeric range of 0-99. 

If two or more F.B files containing revision numbers 
are to be loaded into a program, RLDR chooses the 
revision level for the file as follows: 

• If the save file is to have the same name as any RB 
file, the revision in that RB will be carried over to the 
save file. 

• Otherwise, revision level information will be selected 
from the first RB loaded that contains such 
information. 

• If none of the modules being loaded contains 
revision information, the save file will be assigned 
major and minor revision number 00.00. 

For example, assume that SCHED.RB, lODRIV.RB, 
and DISP.RB are to be loaded into SCHED.SV. If 

revision information will be passed to the program file. 
If SCHED.RB does not contains revision information, 
the revision information contained in either 
lODRIV.RB or DISP.RB will be passed depending 
upon which module is loaded first. 



Use the CLI command 
information of a save file. 



REV to obtain revision 



Exaniple(s): 



000001 
00422 005001 



.TITL MART 

.EXTN .TASK, .LIM 

.TXTM 1 

.REV 12, 1 /Revision 

/level information is 

rin octal (default input 

; radi X. 
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.TITL 

Entitle an RB file 



Syntax: 

TITL user-symbol 

Purpose: 

This pseudo-op names a binary file. This title is 
required by the library file editor to distinguish binaries 
that have been grouped into a library. The title given is 
printed at the top of every listing page. The 
user-symbol need not be unique from other symbols 
defined by the program, but it should not be used as a 
macro name. 

If you omit .TITL, the assembler supplies the default 

title: .MAIN. 

Example (s): 

.TITL SYMB 
OOOOOl .TXTM I 



Licensed Material - Property of Data General Corporation 

.TOP 

Value and Relocation of Last Stack 
Expression 

Syntax: 

TOP 

Value: 

.TOP has the value and relocation property of the last 
expression pushed to the variable stack. .TOP differs 
from .POP in that the symbol does not pop the last 
pushed expression from the stack. If no expressions are 
pushed, zero (absolute relocation) is returned and the 
overfiow fiag (O) is given. 



Example(s): 

000020 
00027 000020 
00030 000020 



•PUSH 20 

.TOP 

.TOP 
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.TXT, .TXTE, .TXTF, .TXTO 
Specify a Text String 

Syntax: 

.TXT a string fl 
.TXTE a string fl 
.TXTFfl string a 
TXTO a string a 

Purpose: 

These pseudo-ops cause the assembler to scan the 
input following the character a up to the next 
occurrence of the character a in string mode. The 
character a may be any character not used within the 
string except null, line feed, or rubout; a delimits, but 

13 iiwL |jai I wi , iiiw ^Liiiig. 1 Kj\A liiay uau lV^il_jlVi> \ji 

FORM FEED to continue the string from line to line or 
page to page, but these characters are not stored as part 
of the text string. 

Every two bytes generate a single storage word 
containing ASCII codes for the bytes. Storage of a 
character of a string requires seven bits of an eight-bit 
byte. You can set the leftmost (parity) bit to 0, 1, even 
parity or odd parity as follows: 



TXT 
TXTF 
TXTE 
TXTO 



Sets leftmost bit to 

unconditionally. 

Sets leftmost bit to 1 

unconditionally. 

Sets leftmost bit for even parity on 

byte. 

Sets leftmost bit for odd parity on 

byte. 



By defauh, bytes are packed left/right, and a null byte is 
generated as the terminating byte. 

You can change the packing mode with the .TXTM 
pseudo-op. If an even number of bytes are assembled, 
you can suppress the null word following these packed 
bytes with the .TXTN pseudo-op. 

Witin the string, you can use angle brackets ( < > ) to 
delimit an arithmetic expression. The expression will 
be evaluated, masked to seven bits, and the eighth bit 
set as specified by the pseudo-op. This is the only 
means, for example, to store a carriage return and/or 
line feed character as part nf the text String. Note that 
no logical operators are permitted within the 
expression. 

TXT "LINE 1 <15> <12>") 



Example(s): 

000001 

00000 040S02 
020103 
012000 

00003 010502 
120303 
012000 

00006 110702 
120303 
112000 

00011 110702 
020103 
112000 



.TXTM 1 

.TXT "AB CD" JEach example 



,TXTE *AB CD* /asseinbles 



,TXTF 'AS CD' ;te)(t 8tP<nc 



.TXTO /AS CD/ ;"AB CD". 
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.TXTM 

Change Text Byte Packing 
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.TXTN 

Determine Text String Termination 



Syntax: 

TXTM expression 



Syntax: 

.TXTN expression 



Purpose: 

This pseudo-op changes the packing of bytes generated 
using the text pseudo-ops, .TXT, .TXTE, .TXTF, or 
.TXTO. If expression evaluates to zero, bytes are 
packed right/left; if expression does not evaluate to 
zero, bytes are packed left/right. If you omit .TXTM, 
bytes are packed right/left. 

Value: 

The value of .TXTM, expressed as (.TXTM), is the 
value of the last expression. 



Example(s): 

000000 
00000 041101 

oaia4o 

000104 
00003 000000 

000001 
00006 040502 

020103 

042000 
00011 000001 



.TXTM 
•TXT "AB CD" 



(.TXTM) 
.TXTM I 
.TXT "AB CO" 



C.TXTM) 



Purpose: 

This pseudo-op determines whether or not a string that 
contains an even number of characters will terminate 
with a word consisting of two zero bytes. (When the 
number of characters in the string is odd, the last word 
contains a zero byte in all cases.) If you omit .TXTN, 
the string terminates on a zero word. 

If expression evaluates to zero, all text strings 
containing an even number of bytes will terminate with 
a full word zero. If expression does not evaluate to 
zero, any text string containing an even number of 
bytes terminates with a word containing the last two 
characters of the string. 

Value: 

The value of .TXTN, expressed as (.TXTN), is the 
value of the last expression. 



Example (s): 

000000 

00000 030462 

031464 

000000 

00003 000000 
000001 

00004 030462 
031464 

00006 000001 



.TXTN 
.TXT "1234" 



(.TXTN) 
.TXTN 1 
.TXT "1234" 

(.TXTN) 
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.XPNG 

Remove All Nonpermanent Macro and 
Symbol Definitions 

Syntax: 

.XPNG 

Purpose: 

This pseudo-op removes all macro definitions and all 
symbol definitions, except permanent, from the 
assembler's symbol table. .XPNG is used primarily as 
follows: 

1. You write a program containing .XPNG followed by 
definitions of any semipermanent symbols. 

2. The program is assembled using the global switch /S 
to the MAC command. This causes the assembler to 
stop the assembly after pass 1 and save the symbols 
in MAC.PS. 

3. You can then use the MAC.PS with those 
semipermanent symbols defined in step 2 to 
assemble other files. 

Chapter 6 further describes this mechanism. 

Note that file NBID.SR begins with a .XPNG. 
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.ZREL 

Specify Page Zero Relocation 

Syntax: 

.ZREL 

Purpose: 

This pseudo-op assembles subsequent source lines 
using page zero relocatable addresses (these addresses 
extend from 508 through 3778. If ZREL mode is exited 
during assembly, the current .ZREL value is 
maintained and is used if .ZREL mode is entered again. 

Example(s): 



OOObO UOOOOO 


al:o 




.ZREL 


ooooo-oooooo 


Z:0 


00001-000000 


ZL:0 


000100 


.LOC lOO 


00100 000064 


AL 




.ZREL 


00002-000064 


AL 



Example(s): 

.TITL XP 

• XPNG 

.OMRA LOAS20000 

,OMRA STAsaOOOO 

.END 



After assembling and loading XP, you issue the CLI 
command; 

MAC/S XP) 

The assembler's symbol table now contains values for 
LDA and STA. 



End of Chapter 



093-000081-05 



4-39 



.ZREL 



Licensed Material - Property of Data General Corporation 



DataGeneral 

SOFTWARE DOCUMENTATION 



Chapter 5 
Macros and Other Advanced Features 



The Macro Facility 

"TV*^ ryrtor^m frtfiMi\7 ftWrwiic o cirinn of conr/^o «-*V> oror»torc 
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perhaps consisting of many lines, to be named and 
subsequently referenced by name. This string of source 
characters is the macro definition (or simply "macro"). 
While defining a macro, you assign it a symbol; this 
symbol will represent a macro call whenever it appears 
within your program. During assembly, the symbol 
expands to the original string. The original string may 
contain formal arguments, and the macro call actual 
arguments; the actual arguments replace the formal 
arguments as each macro call expands the macro 
symbol. 



Macro Definition 

You write a macro definition once, but use the macro 
as often as needed. Each macro definition has the form: 

.MACROnuser-symbol} 
macro-definition-string % 

where: 

user-symbol is the name which calls the macro. This 
name cannot exceed five characters. 

macro-definition-string is a string of ASCII characters to 
be substituted for the macro call. 

% terminates macro-deflnltion-string and is not part of 
the definition. 

Your user-symbol must conform to the standard rules 
for user symbols. Within macro-definition-string two 
characters ( — and |) have special meanings. The 
back-arrow («— ) stores the very next character without 
interpretation; the back-arrow is otherwise ignored. 
The back-arrow convention is generally used to render 



literally a character that would otherwise be interpreted 
(%, I, or ^). It can be used with any ASCII character: — 

X anu X Will bOth uc fcdu aS X. On SOiTic terminals, yOU 

enter a backarrow as SHIFT-0. 

For example, if you want to use a percent sign (which 
terminates a macro definition) within a macro 
definition string, you would use the backarrow. For the 
definition string ABC IS 15% OFD, the format would be 

ABC IS 15^% of D%. 

For a macro-definition-string containing a backarrow 
literally, such as: 

X— YZ 

the format would be: 

X. YZ 

The second character with a special meaning is the 
uparrow ( t ). An uparrow followed by an alphanumeric 
character specifies arguments for macro expansion. 
This convention has the following form: 



I" 



where « is a digit from 1 to 9. 

where a is a single letter from A to 

Z. 

where a is a single character from 

the following set: A-Z, 0-9, and ? 



A digit following t represents the position of an actual 
argument in the argument list of the macro call. The 
argument in position n will replace the formal argument 
n wherever n appears within the macro definition. For 
example, if the formal argument 13 occurs in the macro 
definition string, then 13 will be replaced by the third 
argument in the macro call, as described in the next 
section. (A zero following \ is unconditionally replaced 
by the null string.) 
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I n can be used only for arguments 0-9. To reference 
arguments 10-63, you must define symbol in the form 
of a or ?a having the desired argument number in the 
range 10-63. By convention, we use ?0-?9 to reference 
arguments 10 through 19. For example: 



?Osio. 



.MACHO A 

CBr*?0 

X 
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Examples of macro definitions are: 



•MACRO T 
LDA a, 0,1 
MOV 0,0, SNR 
X 

.MACRO EXP 
TEST*l+*2 % 



;T \t equivalent 
;to thii two« 
;<nitruct1on sequence. 



fEXP deflnet TEST as 
;the sum of two 
rarguments. 



.MACRO COMM jCOMM expands to a 
;TEST for 95.x OONE.X ;comment line. 



Z57 
;Ca11 macro with ten args; 

A123a56789Z 
;CB now has the value of the 
;tenth arg, Z, which is 7. 



An a or ?a following t is a symbol whose value the 
assembler looks up when it expands the macro. The 
value of the symbol indicates position of the macro 
argument that replaces it (as in t " )• The value of a or 
?a ranges from 1 through 63, since no macro can have 
more than 63 arguments. 

The carriage return following user-symbol is required 
to distinguish user-symbol from the macro definition 
string. , 

Aside from the 1, -^ , and %, all characters return from 
macro expansion as they were written. Carriage returns 
are not inserted automatically into macro definitions; 
when a macro definition string contains more than one 
line of source language, you must terminate each line 
(except the last) with an explicit carriage return. 

You must define each expression in a macro definition 
string within one line; an expression cannot be broken 
by a carriage return or comments. Thus each single 
expression can have a maximum of 132 characters, the 
line limit of the assembler. 

If the macro definition string requires more than one 
line, you should use the % terminator as the last line. If 
the definition does not fill a single line, terminate the 
definition with a %. 



The use of macros is illustrated further in the 
remainder of this chapter. 

The definition of a macro may be temporarily 
terminated and then continued. This is especially 
useful when you use a first macro to define a second 
macro. The first macro may terminate definition of the 
inner macro temporarily, assign new values and 
continue. The macro VFD, described later, illustrates 
this continuation property. 

Syntactically, when a macro of the same name as the 
last defined macro is encountered, the second and 
subsequent "definitions" are appended, in order, to 
the first definition. For example. 



.MACRO TEST 

ISO 

X 

.MACRO TEST 

JsO 

X 

;These two macros are equivalent to: 

.MACRO TEST 

1 = 

JsO 

X 
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Macro Calls 

You can place any number of macro calls for a given 
macro in your source program. A macro call consists of 
the user symbol in a macro definition followed by 
actual arguments to replace the formal arguments (if 
any) in the macro definition string. 

A macro call has one of the following forms: 

1. user-symbol 

2. user-symbol □ stringi [a string] 

3. user-symbol, / n 7 left-bracket / □ J stringi ) } 
[string] [. . .] right-bracket 

where: 

user-symbol is the name you assigned to the macro 
definition 

Each string is an actual argument that will replace the 
appropriate formal argument during macro expansion. 

left-bracket and right-bracket are ASCII brackets (we 
use these terms because the brackets themselves are 
notation conventions, meaning optional entries). 
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The first form of the macro instruction presumes that 
there are no formal arguments within the macro 
uciinuiun. i urms z anu .5 prcsurnc inai one or more 
formal arguments must be replaced by actual 
arguments. If an argument list extends to one or more 
additional lines, the carriage return character acts as an 
argument delimiter (and therefore should not be 
preceded by comma or space). 

During macro expansion, stringi will replace every 
occurrence of t1 (or replace t a where o evaluates to 1), 
strings will replace every occurrence of \2, and so on. If 
more actual arguments are given by the call than were 
specified formally by the definition, they are ignored; if 
the definition specified none, all call arguments will be 
ignored. No macro can have more than 63 lo arguments. 

The following rules govern argument lists: 

1. All leading spaces and tabs are ignored. 

2. Multiple, contiguous imbedded spaces and tabs are 
treated as a single break character. 

3. Multiple commas are treated as multiple null 
arguments, and a leading comma is treated as a null 
first argument. 

Figure 5-1 shows how spaces, tabs, and commas in 
macro calls expand. 
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.MACRO 


EXAMP 


;Deflne the macrot 


} 

jAls*l A2=*2 A3«*3 A«s*« A5s*5 

X 


EXAMP 


ABC 


;l space between args. 


;A1:A A2=B A3sC A49 AS* 


EXAMP 

• 


A B 


C ;2 apaeet between args. 


;A1sA A2sB A3sC A4s ASs 


EXAMP 


A 


6 C ; 1 tab. 


1 

;A1sA A2sB A3sC A4s AS* 


EXAMP 




ABC ;2 tabarl space. 


} 

;Al5A A2sB A3sC A«s A5* 


EXAMP 

• 


B 


C ;l tab#2 tabs. 


t 

;A1sB A2sC A3s A4s AS* 


EXAMP 

; 

;ais 

; ***** 


,B«C 


;Leading coniina« 


A23B A3sC Aas A5s 

**************************** 


EXAMP 


,,&,C 


; 2 leading eominas. 


;A1s A2s A3sB A4sC A5r 

;********************************* 


EXAMP 


> > rBf C 


; 3 leading eommas. 


;AIs A2s A3s AilsB A5*C 
;********************************* 


.END 
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The list of arguments in a macro call may either be 
enclosed in square brackets (form 3), or not (form 2). 
Form 2 calls are lerminated with a carriage return 
before the first byte of macro expansion, whereas form 
3 calls are not. To replace the index field of an 
instruction, use a form 3 call. 

In form 2, you use a return to terminate the argument 
list. In form 3, you use a right bracket (]) to terminate 
the argument list. Therefore, if you have more 
arguments than you can write on one line, use form 3. 
Remember that RETURN acts as an argument 
delimiter. For example: 

ABC[1,2) 
3.4] 

calls macro ABC with 4 arguments. The call 

ABC[1,2,) 
3,4] 

calls macro ABC with 5 arguments. The third argument 
(which follows the second comma) is a null. 

Figure 5-2 shows a simple macro, form 2 and 3 calls to 
the macro, and a consequent macro expansion. 



Macro Definition 




MACRO D 
TEMP|1% 




Macro Calls and Their Expansions 


D2 + 3 


;FORM 2 MACRO CALL 


TEMP2-I-3 


;MACRO EXPANSION 


STA 3,D [2] ;FORM 3 MACRO CALL 

; (BRACKETS ARE LITERAL 
ENTRIES). 

STA3,TEMP2 ;MACRO EXPANSION. 



The action performed by the two asterisks atom (**) is 
unique in form 3 calls. If the first line in a form 3 macro 
definition starts with two asterisks, the last line of 
arguments will not be printed but the macro will 
assemble correctly. 

Argument strings, like text strings, may consist of any 
characters. You can separate argument strings by a 
space, comma, horizontal tab, or return; but a leading 
comma indicates a null first argument. 

In a macro call, the assembler stops scanning 
arguments when it encounters a semicolon (;). To 
include arguments whch follow a semicolon, insert a 
backarrow immediately before the semicolon. For 
example, in the call 

MYMAC ARGA ARGB ; ARGC 

ARGC would be dropped, but in the call 

MYMAC ARGA ARGC — ; ARGC 

ARGC would be included. 

Listing of Macro Expansions 

Macro definitions replace macro calls in the binary file 
and in listings of macro expansions. However, the 
listing output showing the expanded source text differs 
from the macro expansion that generates RB file 
output. The listing shows both macro calls and macro 
expansions, while the file contains only the RB codes of 
the macro expansions with their appropriate actual 
arguments. An example is: 



.MACRO MYMAC 
*1% 



LDA MYMAC [121] 
LDA MYMAC 1121] 

UDA tl21 3 



fLine from source 
fppogram. 
121 3 ;Expanded 
/line fppm 
; listing filei 
;Expandecl line from 
;R8 binary file. 
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You can suppress the listing of macro expansions witli 
tiie pseudo-op .NOMAC. If suppressed, tiie load 
instruction above would appear on the listing exactly as 
it appears in the source listing line. The following 
example shows the results of suppressing macro 
expansion listings. 



.MACRO Z 

5 

LDA *1,*2 

X 

;By default, expansions are Hsted: 

Z 0,a ;can Z, 

5 

LDA 0,4 

; .NOMAC Suppresses expansion in 
; listings, unless It precedes an 
; expression which evaluates to 0. 

.NOMAC 1 

Z 0,4 iCall 2. 

jRe-enable listing of expansions: 

.NOMAC 

Z 0,4 ;Can Z. 

5 

LDA 0,4 

.END 
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.DO Loops and Conditionals 

In any macro, you should terminate each .DO loop or 
.IF conditional with a .ENDC. If you omit .ENDC in a 
.IF conditional, the assembler supplies the .ENDC 
before the terminating %. It's good programming 
practice, however, to include the .ENDC. If you omit 
.ENDC from a .DO loop and terminate this .DO with 
%, the code will be assembled once (if the argument to 
.DO is more than 0), or not at all (if the argument to 
DOisO), 

The following example shows a macro, X, which 
defines four storage words containing the values 1, 2, 
3, and 4 respectively. This macro contains a .DO 
statement which is not terminated by a .ENDC 
statement. Since it goes unterminated, the .DO is 
ignored (in other words, the macro is not written as it 
should be, but is presented here to make the point that 
.DO statements must be terminated by .ENDC 
statements or they will be ignored). 

The calling sequence contains a .DO statement and a 
terminating .ENDC statement. Since this application of 
the .DO facility is proper, it causes the macro and 
storage words "7" and "3" to be repeated three times. 
Note that in the assembly listing the line ".DO 2" 
appears three times since it is part of the macro X. 



However, since that .DO statement in X has no .ENDC 
terminator, it has no effect in the macro expansion 
even though it does appear in the listing. 



In this example, no K error occurs because the .ENDC 
always terminates the .DO 3, not the .DO 2 in the 
macro. The .DO 2 loop is never repeated because it is 
discarded before it hits a .ENDC. 
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The macro definition of X Is: 
.MACRO X 



/First arg in macro. 



1 
2 

.DO 2 ;This DO does nothing. 

3 

a ;Lsst arg in macro. 



;The macro call to X is part of a properly 
; terminated DC loop# as fo'lows: 



.DO 3 
7 
X 
3 

.ENDC 



Al 1 args in this 00 
loop* and in the macro* 
repeat 3 times because 
it is closed by ENDC. 



.MACRO X 

1 /First arg in macro. 

2 

.DO 2 ;Thi8 00 does nothing. 

3 

** JLast arg in macro. 



000003 

00000 000007 

00001 000001 

00002 000002 
000002 

00003 000003 

00004 000004 

00005 000003 

00006 000007 

00007 000001 

00010 000002 
000002 

00011 000003 

00012 000004 

00013 000003 

00014 000007 

00015 000001 

00016 000002 
000002 

00017 000003 

00020 000004 

00021 000003 



.DO 3 

7 

X 

1 

2 

• DO 2 
3 

4 

3 

.ENDC 

7 

X 

1 

2 

.00 2 

3 

4 

3 

.ENDC 

7 

X 

1 

2 

• DO 2 
3 

4 
3 
.ENDC 



«Fi rst arg in macro. 
;This DO does nothing. 
JLast arg in macro. 

JFirst arg in macro, 
;This 00 does nothing, 
•Last arg in macro. 

» F i rst arg in macro. 
•This DO does nothing. 
;Last arg in macro. 
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Macro Examples 

A number of macro examples follow in Figures 5-3 
through 5-6. Note the use of the recursive property in 
the macro, FACT, and the use of macro continuation 
and the special character — within VFD. 

The first example is a macro to compute the logical OR 
of two accumulators. Its call takes form similar to an 
ALC instruction, i.e., 



OR source-ac n destination-ac 

The source accumulator is unchanged by the call. Note 
also that actual arguments replace formal arguments 
within the comments. 

If you have an ECLIPSE computer, you could use the 
lOR instruction to OR the accumulators. Treat this 
macro as an example. 



;Los4csl OR macro. 

J Macro definition: 
.MACRO OR 



COM 


*l»*l 


AND 


*1,*2 


ADC 


*l,*2 


COM 


*1,*1 


X 





;Cle8P "ON" bits 
;of AC*i. 

;0R result to AC*2, 
;Re«t0Pe AC*l. 



;The macro call haa the form: 

; OR aeSfaed 
;and the expar\>ion is: 

; aes .OR. aed 

;The following calls to OR: 

; OR 1,2 

; OR 0,1 

;produee this expansion. 

;AC commentsi 



Note affect on 





OR 


1,2 


00000*124000 


COM 


1,1 ;C1ear "ON" bits 


00001'133a00 


AND 


1,2 ;of ACl. 


00002*132000 


ADC 


1,2 ;0R result to AC2 


00003*124000 


COM 


1,1 ;Restore ACl. 
OR 0#1 


00004*100000 


COM 


0,0 ;Clear "ON" bits 


00005*107400 


AND 


0,1 ;of ACO. 


00006*106000 


ADC 


0,1 >0R result to ACl 


00007*100000 


COM 


0,0 ;Restore ACO. 



, Figure 5-3. Logical OR Macro . 
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FACT is a factorial macro, and illustrates the recursive 
property of macros. Its input consists of an integer, /, 



v=/7 

using the recursive formula 

/! = /M/-1)! 

First, FACT checks for a negative number and either a 
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or 1; then, it expands the macro as follows; 

Until the input integer becomes 1, the second 
conditional expands and recursively calls FACT. When 
the input becomes 1, the first conditional expands and 
terminates its expansion. This begins the succession of 
returns to each level at which a recursive call was made, 
in the process computing /.'. All these recursive calls 
stack up until t 1 becomes 1; they are then executed. 
After the final call, the macro will return the string: 

12 = (|1)*|2 
and terminate. 



iThe macro def<n<tier> <s; 



.MACRO FACT 
** .DO *1<0 

** *2s0 

** ,ENDC DONE 

** .DO *l<5l 

** *2sl 

** .ENDC DONE 

FACT *l-lf*2 
*2s*l**2 



;lf negatlvcf 
f re turn 0. 



;lf arg 1 '<• 
»op I, return 1. 



;E1te call yeuraelf rtcuralvaly. 



[DONE] 
X 

;tha macro call ia FACT b,lt 
FACT 6,1 

FACT b'ltl lEIaa call yeuraalf rteuraivaly. 

FACT 6-l«l«I ;E1ae call youraalf raeura<va1y. 
FACT 6"i-i"ifi ;^lae call youraalf facuraively. 



FACT 6-1-1-1-1,1 

FACT 6-1-1-1-1-1,1 

FACT 6-1-1-1-1-1-1,1 
Is6-l-l-l-l-l*I 



;E1ae call youraalf reeuraivaly. 
;E1aa call youraalf raeuraivaly, 
;E1aa call youraalf reeuraivaly. 



000002 
000006 
000030 
000170 
001320 



(DONE! 
[DONE] 
[DONE] 
[DONE] 
[DONE] 
[DONE] 



186-1-1-1-1*1 

Is6-l-l-l*I 

Is6-l-l*I 

1*6-1*1 

Is6*I 

Figure 5-4. Factorial Macro . 
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A macro to output "packed decimal" is given next, 
illustrates a number of useful techniques. 



It 



In packed decimal, each decimal digit is represented as 
a 4-bit binary nibble. The sign of the number always 
occupies the least significant nibble. The translation of 
decimal to 4-bit binary is: 



4-bit binary nibble 



decimal 


4-bit 


+ 


0011 


- 


0100 





0000 


1 


0001 


2 


0010 


3 


0011 


4 


0100 


5 


0101 


6 


Olio 


7 


0111 


8 


1000 


9 


1001 



(same bit pattern as "3") 
(same bit pattern as "4") 
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The input to PACK is the decimal string of digits, 
separated by spaces, followed by an explicit sign (+ or 
-) and the precision in 16-bit words. The macro outputs 
the least significant word first, and the number sign is 
stored in the rightmost nibble of this word. 

Some further explanation is necessary: 

1. The input radix within the macro must be decimal. 
Therefore, it is saved, set to decimal, and restored 
within the macro body. 

2. To present the output as 4-bit nibbles, the output 
radix within the macro must be hexadecimal. 
Therefore, the output radix is also saved, set to 
hexadecimal, and restored. Note the order of the 
save for these radices is the opposite of the order of 
the restore. (See .PUSH and .POP descriptions in 
Chapter 4.) 

3. Many statements are assembled with each macro 
call, but listing is inhibited except for the storage 
words assembled. 



(The macro call hat the fopm; 

; PACK d d .. . d 8>w 

/Where each d is a digit* t is the sign 

;(♦ or ") and w is the number of wordSi 

;Here'is the macro definition, rte have 
;shown it as part of the macro expansion, 
;to avoid repetition. 





.MACRO 


PACK 


** 


.PUSH 


.NOMAC 


** 


.NOMAC 


1 




.PUSH 


.RDX 




.PUSH 


.RDXO 




.RDX 10 






.RDXO 16 


1 = 


,AHGCT 




J= 


I-l 




es 


11 




w= 


3+C"*J- 


" + /2) 


j» 


J-1 






.LOC 


.+*I-l 




,D0 


*1 




.DO 


8 + l/« 


W: 


W+0*JBB 




Bs 


b-a 






.DO 


joO 


Js 


J-1 

.ENDC 

.tNDC 




t* 


.NOMAC 

W 





*i 


.NOMAC 


1 


Ws 







B = 


IS 






.LOC 


.-2 




.ENDC 






.LOC 


.+*ltl 




.RDXO 


.POP 




.RDX 


.POP 


lit 


.NOMAC 


.POP 


X 







;The following four calls to PACK 
;produce the expansions below. 



.LOC 100 

PACK 

PACK 

PACK 

PACK 



1 2 J a 5 +,3 

I 2 5 U 5 -,3 

6 5 a 5 2 1 -,1 

3 2 7 6 8 +,6 



;(Normanyf the macro definition would be 
;repeated here.) Expansions are: 



000100 

000^2 3«53 
000141 0012 
000«0 0000 



oooas 

00044 
00043 

00049 
00046 
00047 
00046 

0004F 
0004E 
0004D 

04 oooac 

05 oooaB 

06 0004A 



3454 
0012 
0000 

3214 
0654 
0000 
0000 

7683 
0032 
0000 

aooo 

0000 
0000 



.LOC 100 

PACK 1 2 3 4 5 t, 3 

M 

PACK 1 2 3 4 5 -, 3 

w 

PACK 6 5 4 3 2 1 -, 4 

W 

W 

W 

M 

PACK 3 2 7 6 8 t, 6 

M 

W 

M 

w 



Figure 5-5. Packet Decimal Macro . 
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A powerful macro, used to associate a specified field 
layout with a given name, is shown below. The macro, 
VFD, defines a «ew macro named as the first argument 
in the call to VFD. Subsequent use of the name given 
in the VFD call generates a 16-bit storage word with a 
primary value to which fields are assembled as 
described in the call to VFD. The call has the form: 

VFDDtype-nameDprimary-valuenfieldi -right-bitnf) 
fieldi -maskn...fieldn -right-bitnfieldn -mask... 



The 3rd, 5th, ... arguments specify the rightmost bit 
positions of the 1st, 2nd, ... fields. The 4th, 6th, ... 
arguments specify the field masks for the 1st, 2nd, 
fields. To assemble the fields in the proper bit 
positions, with overflow and field zero checking, a call 
is made of the form: 

type-namenfieldi nfielda ... 

The example that follows defines a type-name SPECL. 
This name is for words of the following layout: 



1 2 3 4 5 6 7 89 1 01 112131415 



1 



t t 

1 field. 



fields 
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The definition of VFD is: 



;We d«f1ne three macros <n thi« fVgurtt VFO» ERROR* 
;and SPECL. VFD ectually uaet ERROR to define SPECL. 
;Note that spaces are critical <n these macros' for example* 
/'SPECL 1/1 is NOT the same as SPECL 1, 1. When you call VFD> 
;you can use values other than we show- on certain results* 
;ERROR will print one of two error messages. 

;The macro definition for VFD 1s> 

.MACRO VFD 

I = « 

.MACRO *1 

** .PUSH .NOMAC 
**,NOMAC 1 
VALUEs*2 
J=l 



-X 



-X 



Ji 



_* 



_x 



.DO .ARGCT/2-1 
.MACRO *1 

.IFN *I>s.*J 

MASK=*I 

DATA=.*J 



1 = 1-1 



.MACRO *1 

.DO 15. -*I 

0ATAsDATA*2 
.ENDC 



1 = 1 + 1 



.MACRO *1 



.ENDC 



.IFN VALUE&MASK 
ERROR [FIELD NONZERO] 
.ENDC 

.IFE VALUEiMASK 

VALUE* { VALUE* (-MASK-1))*0ATA 

.ENDC 



.IFE *I>=_*J 

ERROR [FIELD OVERFLOW] 

.ENDC 



IsI + 2 

.MACRO 


*1 


JsJ + 1 




.ENDC 


.MACRO *1 




**. NOMAC 

VALUE 

**, NOMAC .POP 



Figure 5-6 VFD. ERROR and SPECL Macros 
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;Hepe is the macro definition for macro ERROR: 

.MACRO ERROR 

** .PUSH .NOMAC 

**.NOMAC 

. AJ AJ AJ AH A5 A(, Ay AQ AQ 

;ik*********tk*********** ************** 

** .NOMAC .POP 
X 



;Th« following call to macro VFD creates macro SPECL 
;VFO uses ERROR In the process): 

VFD SPECL, 100000, 3, 7, 15. ,17 

000004 I«4 

.MACRO SPECL 

** .PUSH .NOMAC 
**. NOMAC 1 
VALUEslOOOOO 
J=l 
X 

000002 .DO .ARGCT/2-1 

.MACRO SPECL 

.IFN 7>s*J 
MASK57 
DATA**J 
X 

000003 1=1-1 

.MACRO SPECL 

.DO 15.-3 
MASKsMASK*2 
DATAsDATA*2 
.ENDC 



X 
000004 Islfl 



.MACRO SPECL 



.IFN VALUESMASK 
ERROR (FIELD NONZERO] 
.ENDC 

.IFE VALUE&MASK 

VALUE* (VALUER (-MASK- n)+DATA 

.ENDC 



.ENDC 



.IFE 7>s*J 

ERROR CFIELO OVERFLOW) 
.ENDC 
X 
000006 Islf2 

.MACRO SPECL 

JsJtl 
X 

.ENDC 

.MACRO SPECL 

Figure 5-6 VFD, ERROR, and SPECL Macros (continued)' 
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000005 



000006 



OOUOIO 



.IFN 17>»*J 

MASKS17 

DATAs*J 



1*1-1 



lsI + 1 



.MACRO SPECL 

.00 15. -15. 

DATA»0ATA*2 
.ENDC 



.MACRO SPECL 



.ENDC 



.IFN VALUEtMASK 
ERROR (FIELD NONZERO] 
.ENDC 

.IFE VALUE&MASK 

VALUE* (VALUES (-MASK-1 ) ) +DATA 

.ENDC 



.IFE 17>s*J 

ERROR (FIELD OVERFLOW! 

.ENDC 

1 = 1+2 
.MACRO SPECL 



J»J + 1 
.ENDC 



.MACRO SPECL 

**.NOMAC 
VALUE 



;Now> we can Issue two calls to SPECL* 
;w1th arguments 1#1 and 7»17. 



00000 110001 
OOOoi 170017 



SPECL 1,1 

VALUE 
SPECL 7,17 

VALUE 



Figure 5-6. VFD, ERROR, and SPECL Macros (continued). 
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Generated Labels 

You can use the dollar sign ($) to generate unique 
labels within macros. In normal (nonstring) mode, 
each occurrence of the character $ is replaced by three 
characters from the set 0-9, A-Z. The three characters 
are determined by converting a count of the number of 
macro calls in radix 36 to ASCII. In nested macros, the 
replacement string for $ in the outer macro is saved and 
restored when the inner macro has been expanded. 



When used in labels, $ should generally not be the first 
character, as the first replacement character may be a 
digit. If the number of macro calls on pass two differs 
from the number on pass one, the label will receive a 
different value on each pass, and produce phase errors 
when used. 

Figure 5-7 shows the generation of label entries via the 
macro BKT. 



;The macro definition is: 

.MACRO BKT 
OSZ COUNT 
TRSs . ;Unique label. 



;Now, call BKT 5 timet with a .DO 5, BKT, 
;.ENOC sequence, to produce 5 label a, 

COUNT; . 

.NREL 
.DO 5 
BKT 
.ENDC 

>The expanded Hating it: 



00000 000000 COUNT! . 

.NREL 
000005 .DO 5 
6K T 

ooooo'oiaooo DSZ 

000001* TRSOOls . 
.ENDC 
BKT 

AAAA4«nt/lAAA fse? 

VVWVi ViHVWV uo^ 

000002' TR$002s * 
.ENDC 
BKT 
00002'01<I000 OSZ 
000003' TRS003S . 
.ENDC 
BKT 
00003'014000 DSZ 

oooooa' TRSOoas , 

,ENDC 
BKT 
OOOOit'OHOOO DSZ 
000005* TR$005= , 
.ENDC 



COUNT 

;Unique label. 



;Unique label. 



COUNT 

;Unique label. 



COUNT 

;Unique Ubel. 



COUNT 

;Unique label. 



. Figure 5- 7. Generating Labels . 
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Literals 

All memory reference instructions must specify an 
address field. This address is used to: 

1. Access the contents of the memory location in the 
case of an LDA. 

2. Modify the memory location in the case of an STA, 
lSZ,orDSZ. 

3. Transfer control in the caseof a JMPor JSR. 

Often, however, you merely wish to specify the contents 
of a memory location and are not concerned about its 
address. Such a specification is called a literal reference 
(or simply a literal). 

Literals are permitted for all memory reference 
instructions. The macro assembler dumps these literals 
and assigns relocatable memory locations using the first 
and subsequent .ZREL locations available after pass 1. 
Therefore, all literal references are directly addressable. 

To conserve ZREL address space, define literals before 
you use them. The assembler assigns two storage 
locations to each forward reference to a location but 
only one to each backward reference. For example. 



LDAO, 


= AFTER 


LDA1, 


= AFTER 


AFTER:0 





requires two locations - one for each reference to the 
literal. Whereas 

BEFOREiO 

LDAO, = BEFORE 
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Note that a literal may be any expression or instruction. 

Frequently, literals are used to load an accumulator 
with some constant. For example, 

LDA1, = 3 

loads ACl with the value 3. 

Expressions are acceptable: 

LDA0, = 1B0 + "A/2 

loads ACO with the value 40040. 

Instructions are also acceptable: 

LDA1,=SUBZ#2,3,SNC 

loads ACl with the value 156433. 



The previous examples give absolute expressions as 
literals. However, any relocatable expression is legal. 
For example: 

.NREL 



LDA2, = A 

loads the value of "A" into index register 2. You can 
also use a literal to form a bytepointer to a text string 
labeled "TX": 

LDA1, = 2*TX) 



TX: 



.TXT "TEXT STRING") 



LDA1, = BEFORE 

requires only one ZREL location. 

The syntax of a literal reference is as follows: 

r 1 ) expression I 
memory-reference/«c;=^ 3j^^^,i^ > 



Literal labels permit communication with subroutines 
without concern for addressing errors. To call 
"SUBl"" (whether or not "SUBl" is directly 
addressable), the following creates a 
directly-addressable reference: 

JSR @=SUB1 
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Generated Numbers and Symbols 

The format: 

\symbol 

may appear anywhere in assembly code. When 
assembled, \symbol is replaced by a three-digit 
number, representing the current value of \symbol, 
truncated if necessary and in the current input radix. 

\symbol may stand alone in the code to form an 
integer, or it may immediately follow characters that, 
together with the value of \symbol, will form a number 
or symbol. The number or symbol consists of any 
number of combined characters. For example: 

;SouPce program! 

.RDX 8 

I B 1231 

A\I ;wni become symbol A234 

; CI mH 1 be dropped) . 
BBM ;wni become symbol BB234. 
CCCM ;w<n become symbol CCC23. 

aSO.M ;wm equal -450. 234. 
;Assembled listing: 



\symbol will be printed in the assembly listing (but not 
in the cross-reference) even though it is suppressed in 
Liic generateci reiocatduie coue. i or example, 



Source Code: 

0NES = 111 
A\ONES: 



Listing: 

0NES=111 
A\0NES111 



\symbol can be incremented, using the .DO facility, to 
provide labels for a table. For example. 



tnis source code: 




.RDX 8 


** 


1=0 


TABLE: 


.DO 64 


AM: 





** 


!-!-!-1 




.ENDC 



assembles into this: 



TABLE 
AMOOO 
A\I001 
A\I002 



.RDX 8. 
.DO 64. 






000010 .RDX e 

001234 I s 1234 

000000 AS1234 

000000 BBSI234 

000000 CCC\I234 

021676 



;w111 become symbol A234 
;(1 wi 11 be dropped). 
;wi11 become symbol BB234, 
rwill become symbol CCC23. 



A 1077: 




ENDC 



Note that "\l", included in the labels "AMOOO," etc., is 
not included in the actual symbol. It appears in the 

svmhni tahls a<! " AfinO'" 



End of Chapter 
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Chapter 6 
How to Operate the Macroassembler 



Assembler Files 

Data General supplied the macroassembler along with 
your operating system in the following files: 



Filename 

MAC.SV 
MACXR.SV 



Definition 

The assembler program. 
Cross-reference file. 



Often, during RDOS system generation, these files are 
placed in the master directory (the directory which 
holds the operating system). For DOS, you may need 
to LOAD these files, as well as the files listed under 
microNOVA Systems below, from your DG Utilities 
diskette. 

Before you can use MAC, you must create a tailored 

version of the initial symbol table file, MAC.PS. You 

can dn this with the assftmhlp.r itsp.lf hv tvninp \\\p 
— .. — — , — , ^j ,^ J — ^ _..» 

appropriate command from the master directory. 

For NOVA 3 systems: 

MAC/S NBID, OSID, NSID, systype [,PAR U] ) 

For microNOVA systems: 

MAC/S MBID, OSID, NSID [.PARUj ) 

For other NOVA systems: 

MAC/S NBID, OSID, systype, [,PARU]) 

For ECLIPSE systems: 

MAC/S NBID, OSID, NEID, fNCIDj systype]) 
[,NFPID] iPARU], ) 



To find the systype, type LIST -DOS.SR) from the 

is the system parameter file, which you'll need if you 
plan to use system mnemonics (like EREOF for 
end-of-file error). NFPID is the hardware 
floating-point instructions. Other files are defined later 
in this chapter. You can examine the contents of any of 
these files with the TYPE command. The names of all 
these source files end in .SR; thus PARU's full name is 
PARU.SR and OSID's full name is OSID.SR. 

The proper MAC command above produces a tailored 
initial symbol table file, which the assembler will then 
access automatically for all future assemblies. 

If you want to use the macroassembler from a different 
directory, you can create link entries to the assembler 
files in the master (or directory which holds the MAC 
files). For master directory Dxx, you'd type the 
following commands from the nonmaster directory: 



LINK MAC.SV Dxx:MAC.SV) 

LINK MACXR.SV Dxx:MACXR.SV) 
LINKMAC.PS Dxx:MAC.PS} 

File LITMACS.SR 

File LITMACS.SR, supplied with your system, 
contains a number of useful macros, already coded, for 
storing literals in NREL space. You may want to 
examine this file and copy the macros you like from it. 
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Operating Procedures 

MAC can assemble source files input from a nondisk 
device, like a mag tape or card reader, but it works far 
more efficiently if the source files are on disk. The 
assembler cannot execute certain operators, like the 
iteration of .DO loops, from a nondisk file. We 
recommend that you code all your source files on disk 
with one of the text editor utilities, and that, if a file is 
not on disk, you transfer it to disk via the CLI 
command XFER or LOAD before trying to assemble 
it. 

You invoke the macroassembler by typing the CLI 
command MAC, followed by one or more arguments. 
You can modify execution of a MAC command by 
inserting optional global switches, and modify an 
argument by inserting optional local switches. 

The format of the Macroassembler command line is: 

MAC [global switches ...J fWename [localswitch ...] ) 

The MAC command line assembles one or more 
source files (filenames), and produces either an RB 
file, a listing file, or both. MAC assigns the extension 
.RB to filename; you must then process filename.RB 
with RLDR to make it executable. 

Unless you specify otherwise with switches, the 
assembler output will receive the name of the first 
source program in the MAC command line; no listing 
will be produced, and assembly errors will be sent to 
the console. 

You can include the following switches in the 
assembler command line: 



/F 



/K 



/L 



/N 



/M 



Generate or suppress form feeds as 
required to produce an even number of 
assembly pages. This feature keeps the 
first page of successive listings on the 
outsides of paper folds, and makes 
refolding unnecessary. By default, a form 
feed is always generated at the end of a 
listing, whether the number of pages is 
odd or even. 



Keep the assembler's temporary symbol 
file (MAC.ST) at the end of the assembly. 
Since virtually no programs require the 
use of this file, it is deleted by default. 
Using the /L switch will give you a list of 
all symbols in this file used in the 
assembled program. 

Produce a hsting of the assembly, 
including cross-reference. If you omit local 
/L, the listing will go to a disk file, named 
for the first source file in the command 
line, with the extension .LS. 



Produce no RB file. This switch is often 
used the first or second time that a file is 
assembled since there will probably be 
assembly errors (and the resulting binary 
would not be useful). 



Flag multiple-definition errors on pass 
one. Normally MAC flags these errors 
only if they remain at the end of pass two. 



Global Switches: 



/o 



/A 



/E 



Add semipermanent symbols to the 
cross-reference listing (used with global or 
local /L). By default these symbols are not 
included. 

Do not report assembly errors unless 
there is no listing file (global /L). In any 
case, error codes will always go to the 
console (unless you use both /E and /L). 
Error codes are described in Appendix A. 



/S 



Override all listing control pseudo-ops: 
.NOCON, .NOLOC, and .NOMAC. Also 
override the "**" listing suppression 
feature. 

Skip the second assembly pass (produce 
no .RB file) and save a version of the 
assembler's symbol table, MAC. PS. This 
procedure is described in detail below, 
under "Macroassembler Symbol Table 
Files". 
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/T 



Invoke the eight-character symbol 
feature. This instructs MAC to recognize 
oyiiit/Oi nurncs ui up uu eigm cuaraciers, 
and to store and output eight characters 
for each symbol name. Normally, MAC 
recognizes and stores only the first five 
characters of each symbol, although it 
prints longer symbol names in program 
listing. To allow for longer symbol names, 
the RB produced by a MAC/T command 
will be in extended RB format. If you plan 
to use global /T, be aware of the following 
restrictions when you write your source 
program: 

1. No macro name can exceed five 
characters. 

2. rhe first five characters of each macro 
name must differ from the first five 
characters of any other symbol name; 
e.g., .MACRO TEST1 and TEST100: 
MOVS 0,0 could not be used in one 
module. If MAC encounters such a 
symbol, it treats it as a macro call and 
tries to expand the symbol (e.g., it 
would try to expand TEST1 00 using the 
macro definition of TEST1 .) 

3. The cross-reference listing will show 
only the first five characters of each 
symbol name. 

Eight-character symbols may also affect 
debugging, if you plan to use the 
debugger. See the Program Symbol Table 
section of the Extended Relocatable Loaders 
manual, for debugger restrictions 
associated with eight- character symbols. 

4. A MAC. PS file created without & global 
/T switch will not work properly with 
files that need global IT. If you plan to 
use eight-character symbols in your 
sources, create a MAC.PS file 
specifically for assembly of these files. 
You'll use the MAC.PS created 
without global /T to assemble 
five-character symbol sources. See the 
local /T and the "Symbol File" 
sections of this chapter for more 
details. 

If you omit global /T, MAC defaults to 
five-character symbol names and standard 
RB output. 



/U 



/Z 
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Include local user symbols in the RB file. 
When the /U switch is also applied to the 

Di no ,.,..«.»,. .^,1 i;^« i! iu„ j„i 

will be able to find local user symbols. This 
facilitates program debugging. 

For DGC personnel only: list the DGC 
proprietary license heading at the top of 
each assembly and cross-reference page. 
By default this heading is not listed. 



Local Switches: 



name/B Direct RB output to "name". Normally, 
the assembler places its output under the 
filciiaulc of the fiist souicc file in the 
MAC command line, with the RB 
extension, unless an RB module contains 
the .RB pseudo-op. 

nameyE Direct assembly errors to file "name", 
when a listing file has been specified. 

name/L Direct assembly listing to file "name" 
(global /L is not required with this 
switch) . 

name/S Skip file "name" on the second pass of 
the assembly. File name must not define 
any storage words. Typical files that might 
be skipped include parameter definition 
files and macro definition files. Skipping 
such a file on the second assembly pass 
does not hinder the assembly of other files 
in the command line; it merely decreases 
the size of the output listing and reduces 
assembly time. 

name/T This file holds the initial symbol table. If 
you omit "name/T", the assembler uses 
MAC.PS as the initial symbol table file. 

Whether or not any filename in an assembly command 
line bears the source file extension, ".SR", the 
assembler will always search first for "name.SR" and 
only if this file cannot be found will the assembler 
search for filename without an extension. In every 
case, the assembler will name its output after the first 
source file in the command line (unless you specify /B, 
or insert the .RB pseudo-op). That is, the following 
commands, 

MAC ABC) and MAC A.SR B.SR C) 
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each produce file A.RB. Error messages from these 
commands go to the console, and no listing file is 
produced. If, instead, the command was 

MAC ABC $LPT/L 

then A.RB would be produced as before, the assembly 
listing would go to the line printer, and error codes 
(and copies of the offending source code lines) would 
go to the console. You can give your source files any 
extensions you want (.SR is conventional), but avoid 
the extension .RB, because two identical filenames 
can't exist in the same directory. 

You may not want a separate error file (local /E) since 
all assembler error messages consist simply of a letter 
code beside a bad line of source code and since all bad 
lines of source code are also flagged within an assembly 
listing. 

The global /F switch is useful when you are performing 
a series of assemblies. For example: 

MAC/FPROG<1,2,3,4>TFILE/L 

assembles PROGl, PR0G2, PR0G3, and PR0G4 (see 
the CLl Reference Manual for other uses of < > ). 
TFILE will contain listings of the four files in the order 
they were assembled. The Macroassembler will insert 
either one or two form feeds between listings so that 
each separate listing starts on an even-numbered page. 
Before typing the command, position the paper in the 
printer so that the first page of TFILE will fold facing 
up. (The proper starting position will vary from one 
printer model to another.) This will make the first 
pages of the PR0G2, PR0G3, and PR0G4 listings also 
fold facing up. 

Macroassembler Symbol Table Files 

The assembler maintains its symbol table and macro 
definition table in a disk file called MAC. PS. The 
symbol table is required to associate standard DGC 
machine instruction names (such as LDA) with their 
appropriate machine instructions (see the discussion of 
symbol table pseudo-ops in Chapter 4). 

These machine instructions are provided in file NBID 
(NOVA Basic Instruction Definition). Additional 
instructions are contained in NSID.SR (NOVA Stack 
Instruction Definition, for NOVA 3 and microNOVA 
computers only), and NEID.SR (NOVA Extended 
Instruction Definition, for ECLIPSE machines). 
Additional instructions, for Commercial ECLIPSE 
computers, are defined in NCID.SR 
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Operating system call definitions are in file OSID.SR, 
and in another file whose name varies with your 
operating system (as described at the beginning of this 
chapter). The macro definition part of the table is used 
during assembly of your own macros. 

At the start of each assembly, the permanent symbol 
table file, MAC. PS, is copied to create a temporary 
symbol file. Thus MAC. PS can be used to save symbol 
and macro definitions from assembly to assembly. 

When the assembler detects the .XPNG pseudo-op, it 
deletes the symbol file and creates a new, empty 
symbol file. The /S function switch stops the assembler 
at the end of its first pass; the new symbol file then 
receives the name MAC. PS. 

The requirements of MAC. PS will vary with your 
needs. If, for example, you will use operating system 
mnemonics for error codes, the system parameter 
definitions (found in PARU.SR) must be part of 
MAC. PS. You will probably find it convenient to build 
different versions of this file, and specify them at 
assembly time with the local /T switch. You could 
create such a file this way: 



MAC/Ssourcefilei ... sourcefilen ) 

Then, RENAME the M AC.PS file to a useful name: 

RENAME MAC.PS SYMB0LS3.PS) 

Then, use the /T switch to specify your special file: 

MAC FILEA SYMB0LS3.PS/T) 

After each RENAME step, you'd need to recreate the 
original .PS file, as shown at the beginning of this 
chapter. 



You can also change the original MAC.PS file by 
inserting global /S for a source file that begins with an 
.XPNG pseudo-op; or you could add to the retained 
symbols and macros by using global /S on a source file 
not containing .XPNG. These procedures allow you to 
define symbols or macros for one assembly and use 
their definitions for subsequent assemblies. You could 
also use .XPNG and the /S switch to assign new 
mnemonics to machine instructions (such as JUMP or 
some foreign language equivalent to the instruction 
that DGC names JMP). File NBID.SR, which is part of 
most MAC.PS files, starts with .XPNG. 
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Any MAC command has the following effects on the 
symbol table: 

1 . Copies M AC.PS into MAC.ST. 

2. During pass 1, copies all user symbols, macros, and 
semipermanent symbols to MAC.ST (if it 
encountered .XPNG, it would have deleted the old 
table before adding these). 

By including global /S, you effectively instruct the 
assembler to rename the MAC.ST to the MAC. PS; it 
will then use this MAC.PS file for subsequent 
assemblies unless you specify another file with the /T 
switch. 



The symbol table portion of the symbol file can hold 
approximately 8,000 symbols. By default, M.AC 
truncates symbols longer than five characters to five 
characters; if you include global /T, it truncates 
symbols to eight characters. It then stores the symbols 
in radix 50 representation to save space. Using smaller 
symbols will not increase the potential total beyond 
8,000 symbols. The macro definition portion of the file 
can hold approximately 1/2 million characters or macro 
definition strings. Radix 50 representation and MAC's 
formats for different binary blocks are described in an 
appendix of the Extended Reiocatabie Loaders manual 



End of Chapter 
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Appendix A 
Error Codes 



MAC outputs two kinds of error messages. The first 
kind consist of one or more letter codes which MaC 
places beside a line of source code on the listing. These 
letter flags indicate assembly errors, which do not abort 
the MAC command. The second kind of error occurs 
when MAC cannot continue with the command 
(possibly because it lacks an essential file like 
MACXR.SV); this is a fatal error. This appendix 
describes first the alphabetical assembly error codes, 
then explains the fatal error messages. 

Assembly Errors 

Assembly error messages appear as single letter codes 
in the first three character positions of a listing line. The 
first error code appears in character position three of 
the line in which the error occurred. If there is a second 
error, the code is output in position two; for a third 
error, the code appears as the first character of the 
listing line. 



Assembly errors are output as part of the assembly 
listing and to the console. If the listing is suppressed, 
the error listing is always output to the console. 



The list of possible assembler error codes is as follows: 

A Address error. 

B Bad character. 

C Macro error. 

D Radix error. 

E Equivalence error. 

F Format error. 

G Global error. 

I Parity error on input. 

K Conditional or repetitive assembly error. 

L Location counter error. 

M Multiply-defined symbol error. 

N Number error. 

Overflow error or stack error. 

P Phase error. 

Q Questionable line. 

R Relocation error. 

U Undefined symbol error. 

V Variable label error. 

X Text error. 

Some typical causes of errors are given on the pages 
following. However, there is no way to pinpoint all the 
possible causes of assembly errors. 
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Addressing Error (A) 

An A flags an error appearing in a memory reference 
instruction (MR) and indicates an illegal address. For 
example: 

1. A page zero relocatable instruction references a 
normal relocatable (NREL) address. 

Example: 

.NREL 
'000010 G: 10 ;NREL addreit. 
.ZKEL 
A -040000 STA 01 G ;ZREL 

; Instruction. 



2. An NREL address references an address outside the 
program location counter's relative address range: 
(.-200 < displacement < . + 177). 



Example: 



'020000 



.NREL 
LDA 0, Y 



000420' .LOG 
'000002 Y: 2 



;Y Is out 
;of h-RI 
; Inst puct fon 
.♦416 ;rangc. 



Bad Character (B) 

Error code B indicates an illegal character in some 
symbol. The line containing a symbol that has an 
erroneous character will be flagged with a B. A bad 
character error often leads to other errors. 

Example: 
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Macro Error (C) 

The macro error code C occurs under the following 
circumstances: 

1 . You attempted to continue the definition of a macro 
when it is not the last macro defined. 

M .MACRO A 

MOVZL 2, ^X 



MACRO A 
COM 1, IX 



MACRO B 
ADDZL fd, ZX 



MACRO A 
NEG s, e 



JLecal 

;cont inuat f on, 



nileeal to 
;cortinue any 
;iracro but B. 
/Error goes to 
;a11 A defs. 



2. If a macro exhausts assembler working space. 
However, this should only occur if the macro 
definition causes endless recursion. 

3. If more than 63io arguments are specified. 

Radix Error (D) 

Error code D occurs on a .RDX or .RDXO pseudo-op 
when .RDX contains an expression that is not in the 
range 2-20 or when .RDXO contains an expression that 
is not in the range 8-20, or when you used a digit that is 
not within the current input radix. 



.NREL 
BOOOOO' 024023 .A%: LDA 1 ,23 



;% IN LABEL 

;SYMBOL 

CAUSES 

;BAD 

CHARACTER 

;ERROR. 



Examples: 

D 000030 .RDX 4*6 
000002 .RDX 2 



000013 B: 



35 



;Out of range. 



;Not Klthln 
/Current raoix. 
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Equivalence Error (E) 

Error code E occurs when an equivalence line contains 
an undefined symbol on the right-hand side of the 
equals sign. This may occur on pass one before the 
symbol on the righthand side has been defined or on 
pass two if the symbol is never defined. 



Examples: 



EUU 



• NREL 

AcB 

Asg 



;EIL on first pa*a. 
;LiFi> Cm seecnc pass. 



Format Error (F) 

An F error results from any attempt to use a format 
that is not legal for the type of line and often occurs in 
conjunction with other errors. 



Input (Parity) Error (I) 

An 1 error code occurs when an input character does 
not have even parity. The assembler substitutes a back 
slash (\) for any incorrect charcter and flags the line 
containing the error with an I. 

Conditional Assembly Error (K) 

A K error code occurs when an .ENDC pseudo-op does 
not have a preceding .DO or .IF x pseudo-op. 



Example: 



.DO 2 



.ENDC 
.ENDC 



/No DC or IF for this ENDC, 



When a format error occurs in an instruction, the code 
generated by the instruction reflects only those fields 
assembled before the error was detected. 

Examples: 



fFO 
FD 



ADD 2 



;Not fenough operand*. 



STA e, le, 3« SNC ;Too many operand* 
;anc wrong operand for 
>in*truet1on type. 



.ZREL-l 



;P*uedo«op doe* not 
rallovi •rcux'ent. 



066612 .DUSI^ C s CIAC B, PTR 
F 060612 C 1 /Attempt to eive argument 

> to a aymbo) defined i 
r by .uuSn pirudO'oP. 

F 125005 MOV It 1/ SNR ;ln*truct1or with »k<p 

r field preceed* 
FU e0(]0Ci0 ELDA e, SYKiB ; thO'wero inatructior. 



Location Error (L) 

The L code occurs when an error is detected in a hne 
that affects the location counter. 

Examples: 



177777 



•LCC -1 



Here, the expression in a .LOC evaluates to less than 
zero or cannot be evaluated on the first pass of the 
assembler. If the expression is outside the range of 

and the location counter is unchanged. 



e0436'e00000 A: 

L 000443' 





.BLK .+100 



Global Symbol Error (G) 

A G error code results when there is an error in the 
declaration of an external or entry symbol. 



Examples: 



GU 



.TITL I 
.ENT t-H 



;hh never defined. 



Here, the expression in a .BLK statement cannot be 
evaluated on the first pass of the assembler or its value, 
when added to the current value of the program 
location counter, is less than zero. If an L error occurs, 
the .BLK statement is ignored and the location counter 
is unchanged. 



.END 
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Multiple Definition Error (M) 

The M code flags a multiply-defined symbol. Within an 
assembly program a symbol appearing, for example, as 
a label cannot be redefined as another unique label. 
Any multiply-defined symbol will be fiagged M at each 
appearance of the symbol. 



Example: 



PM 



a: 
A: 



• NREL 



;Fir»t past. 
;Secorcl pass. 



Note that the second definition of A is also flagged as a 
phase error (P) on the second assembler pass. (See 
Phase Error.) 

Number Error (N) 

The N code is given when a number exceeds the proper 
storage limitations for the type of number; the N error 
occurs under the following conditions: 

1. An integer is greater than or equal to 2". The 
number is evaluated modulo 2"". 



000012 
000003 



.RDX 
65539 



10. 



2. A double-precision integer is greater than or equal 
to 2". The number is evaluated modulo 2". 



N 



167153 
024000 



00000000000.0 



3. A floating point number is larger than 7.2*10". 



077777 
177777 



7.3t75 



Field Overflow Error (O) 

A field overflow error occurs when: 

• Variable stack space is exceeded; or 

• When a .TOP or .POP is given with no previous 
.PUSH; or 

• When an instruction operand is not within the 
required limits; e.g., 0-3 for an accumulator, 0-7 for a 
skip field, etc. 

When overflow occurs in an instruction field, such as 
an accumulator field, the field will remain unchanged. 



Examples: 




a 000000 


.PCP 


U 000000 


.TOP 


020775 


LOA 



5, .-3 



Phase Error (P) 



A phase error is caused when the assembler detects on 
pass 2 some unexpected difference from the source 
program scan on pass 1. For example, a symbol defined 
on the first pass which has a different value on the 
second pass will cause a phase error. If, as in the 
example, a symbol is multiply-defined, the M error 
flags each statement containing the symbol, while the 
phase error flags the second and any subsequent 
attempt to redefine the symbol. 



Example: 



M 
Py 



B: 
B: 



;First pass. 
;5econd pass. 
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Questionable Line (Q) 

A Q error occurs when you have used a # or @ atom 
improperly, or a ZREL value where an absolute value is 
expected, or an instruction that may cause a skip 
immediately before a two-word instruction. 

Examples: 

.ZREL 
f-LD: .BLK 10 
= NREL 
G LDA ia, FLO, 2 fAsseirbler 

; expects eb- 
; sclute for FLD. 



MOV U a, 1 



;No*loa(3 bit set 
; nc skip field 
J 5 1 V e n , 



Relocation Error (R) 

The R error indicates that an expression cannot be 
evaluated to a legal relocation type (absolute, 
relocatable, or byte relocatable as described in Chapter 
3) or that the expression mixes ZREL and NREL 
symbols. 

Example: 



Variable Label Error (V) 

A V error occurs if anything other than a symbol 
follows the pseudo-op .GOTO. 

Example: 



FV .GOTO la 



Text Error (X) 

An error occurring in a string is flagged as a text error 
(X) . A text error occurs if the expression delimiters < 
and > within a string do not enclose a recognizable 
arithmetic or logical expression. (Relational 
expressions cannot be used within text strings.) 

Examples: 



037131 

002000 



000000 



.TXT "<X+ V>" jNc spaces sre 

; all owed i n 
; expressions. 



.TXT "<+>" /Expressions mtst 
; have cperancs. 



.NREL 
00ia012 t: in /Contents absolute. 
001130" E+E ; Contents ■^REL 

; byte relocatable. 
aZib^W E+E+E • Contents not 
; word or byte 
; relocatable. 



037067 
037131 

000000 



,TXT "<X=>Y>" 



;Pel at ioral 



; operators 
; are not 
; all oweo. 



Undefined Symbol Error (U) 

The U error occurs on pass 2 when the assembler 
encounters a symbol whose value was never known on 
pass 1. The error occurs on pass 1 when the definition 
of a symbol (by equivalence) depends upon another 
symbol whose value is unknown at that point. 

Example: 



LUA 0, XX ;XX was never defined. 



See also the example given for equivalence error E. 
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Fatal Errors 

The following error messages abort 
command and return control to the CLI. 



the MAC 



ATTEMPT TO POP LINKED ELEMENT WHEN NONE 
EXISTS 

This results from an internal MAC error. An internal 
stack containing linkage information has become too 
small. When it tried to pop a link from the stack, MAC 
couldn't find any link. This error produces a 
BREAK.SV file (FBREAK.SV if MAC was running in 
the foreground). Please send a copy of your command 
line, source file(s), and (F)BREAK.SV to your local 
Data General Software Engineer. 

COMMAND FILE ERROR 

The CLI's command file (COM.CM or FCOM.CM), 

which it uses to communicate with MAC, has the 
wrong format. See the CLI manual for (F) COM.CM 
formats. 

INSUFFICIENT MEMORY 



LINKAGE STACK OVERFLOW 

An internal stack containing linkage information has 
become too large for its allotted memory space. 

MACRO DEFINITION OVERFLOW 

Macro definitions have overflowed the maximum 
addressable size of the MAC.ST file. This is 
approximately a half-million bytes; see Chapter 6. 

MACXR.SV DOES NOT EXIST 

File MACXR.SV generates the cross-reference listing; 
it is required. You can either MOVE it to or LINK to it 
from the current directory (see the beginning of 
Chapter 6). 

SYMBOL TABLE OVERFLOW 

MAC can handle a maximum of about 8,000 symbols. 
If the file(s) in your command contain more than this 
number, you receive this message. Try assembling files 
in smaller groups. 



The minimum configuration of MAC is too large to run 
in available memory. 



End of Appendix 
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Appendix B 
Permanent Symbols 



Permanent Symbol 


Pseudo-op 
(directive) 


Value 


> Permanent Symbol 


Pseudo-op 
(directive) 


Valu< 


ARGT 


No 


Yes 


GOTO 


Yes 


No 


BLK 


Yes 


No 


GREF 


Yes 


No 


COMM 


Yes 


No 


.IFE 


Yes 


No 


CSIZ 


Yes 


No 


IFG 


Yes 


No 








IFL 


Yes 


No 


DALC 


Yes 


No 


.IFN 


Yes 


No 


DCMR 


Yes 


No 








DEMR 
DERA 
DEUR 
DFLM 


Yes 
Yes 
Yes 
Yes 


No 
No 
No 
No 


EMIT 
LOG 
MCALL 
MACRO 


Yes 
Yes 
No 
Yes 


No 

Yes 

Yes 

No 


DELS 
DIAC 


Yes 
Yes 


No 
No 


.NOCON 
NOLOC 


Yes 

Yes 


Yes 
Yes 


DICD 


Yes 


No 








DIMM 


Yes 


No 


NOMAC 


Yes 


Yes 


DIO 


Yes 


No 


.NREL 


Yes 


No 


.DiOA 


Yes 


No 


PASS 


No 


Yes 








POP 


Yes 


Yes 


DISD 


Yes 


No 








DISS 

DMR 

DMRA 

DO 

DUSR 


Yes 
Yes 
Yes 
Yes 
Yes 


No 
No 
No 
No 
No 


PUSH 

RB 

RDX 

RDXO 

REV 


Yes 
Yes 
Yes 
Yes 
Yes 


No 

No 

Yes 

Yes 

No 


DXOP 
EJEC 


Yes 

Yes 


No 
No 


TITL 
TOP 


Yes 
No 


No 
Yes 


END 


Yes 


No 








ENDC 


Yes 


No 


.TXT 


Yes 


No 


ENT 


Yes 


No 


.TXTE 


Yes 


No 


ENTO 


Yes 


No 


TXTF 


Yes 


No 








.TXTM 


Yes 


Yes 


EOF 


Yes 


No 


.TXTN 


Yes 


Yes 


EXTD 


Yes 


No 








EXTN 
EXTU 
GADD 
GLOC 


Yes 
Yes 
Yes 
Yes 


No 
No 
No 
No 


TXTO 
XPNG 
ZREL 

End of Appendix 


Yes 
Yes 
Yes 


No 
No 
No 
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Appendix C 
ASCII Character Subset 



7-Blt 




7-Bit 




7-Bit 




7-Bit 




7-Bit 




ASCII 




ASCII 




ASCII 




ASCII 




ASCII 




Code 


Character 


Code 


Character 


Code 


Character 


Code 


Character 


Code 


Character 


Oil 


HT 


061' 


• 1 


104 


D 


127 


W 


. 153 


k 


"14 


II 


Ot.2 


T 


10 


' 


1 -» 


\ 


154 


] 


01 s 


CR 


063 


3 


lOft 


F 


131 


V 


155 


m 


040 


SP 


064 


4 


107 


G 


132 


z 


156 


n 


041 


! 


065 


S 


110 


H 


133 


[ 


157 





04: 


1 ^ 


0(1(1 


6 


III 


1 


; ■! 




160 


P 


043 


4 


067 


7 


112 


J 


I3*i 


1 


161 


q 


045 


% 


070 


8 


113 


K 


136 


J 


162 


r 


040 


k. 


071 


- » 


114 


L 


137 


_^ 


163 


s 


il4- 


^ 


"'2 


: 


II- 


\1 


|4I 


■ 


164 


I 


050 


( 


071 


» 


116 


N 


142 


b 


165 


" 


ii-l 


' 


11^1 


• 


11" 


() 


Ui 




166 


V 


052 


* 


075 


= 


120 


P 


144 


d 


167 


w 


053 


+ 


076 


> 


121 


Q 


145 


e 


170 


X 


054 


^ ' 


077 


1 


122 


R 


146 


f 


171 


y 






|.i.i 


II 


1^' 


s 


14" 


g 


r" 


I 


os^ 


• 


101 


A 


124 


T 


ISO 


h 






057 


/ 


102 


B 


125 


U 


151 


i 






060 





103 


C 


126 


\ 


152 


J 
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Within this index, the letter "f following a page 
number means "and the following page"; "ff means 
"and the following pages". //a//cs indicate the primary 
page reference (where applicable). Entries in 
CAPITAL letters are generally assembler pseudo-ops 
(if they begin with a period, e.g., .ARGCT), 
instructions (e.g., ADC), or filenames (e.g., MAC. PS). 



) 


(CR) 1-2,2-2,5-5 


n 


(Space) 2-2, 5-3 


! 


(OR, inclusive) 3-lf 


11 


(quote) 2-4f 


# 


(number sign) 2-7 


$ 


(generate label) 5-15 


% 


(macro definition terminator) 5-1 


& 


(AND) 3-lf 


' 


(apostrophe) 2-5 





(parentheses) 2-2 


* 


^niiiltlnlir^ 1 1 f 




\111u1v4p1jr / ^-11 


*♦ 


(asterisks) 2-8 


+ 


(plus) 3-lf 



< > 

@ 

[] 

\ 

1 



(comma) 2-2, 5-3 

(current location) 4-5 

(decimal input) 2-5f 

(minus) 3-lf 

(divide) 3-lf 

(colon) 2-2 

(semicolon) 2-lf 

(relational operators) 3-lf 

(equals) 2-2 

(commercial AT) 2-7 

(brackets) 2-2, 5-i 

(backslash-generate a number or symbol) 5- 

(dummy argument in macro definition) 

5- Iff, 5-5 

(backarrow) 2-4ff, 5-1 



17 



A error 3-1 If, A-2 
absolute code 1-2,1-6 
ADC 3-7 
ADD 3-7 
address 

assembler, loader operations 1-6 

forming effective 3-ll,3-14f 

indirect 2-7 
ALC instructions 3-7 
AND 

& 3-lf 

instructions 3-7 
.ARGCT 4-4, 4-6 
arguments 

to macros 1-1, 2-2, 5-lff 

to pseudo-ops, see pseudo-ops 
arithmetic operators 2-2, 3-lf 
ASCII character subset C-1 

o OCA -rv^ r\ list* o^^ «v^ n/^i'i^oooi^r^^ t^l^it* 

asterisks (**) 2-8 
atom (special character) 
definition 1-2 

B, see bit alignment 

bit alignment (B) 3-lf 

.BLK 4-6 

break characters 2-2 

busy /done mnemonics 3-8f 

carriage return ()) 1-2, 2-2, 5-5 
case of characters (upper/lower) 2-1 
code, absolute 1-2,1-6 
COM 3-7 
.COMM 1-4, 4-7 
.COMMTASK 4-7 
comments 2-lf 
commercial at sign (@) 2-7 
commercial instructions 3-15,6-4 
communication between modules 4-3 
conditionals 4-4, 5-6f 

also see .DO, .IFE, etc. 
counter, location l-3f, J-6, 4-3, 4-5, 4-29 
cross-reference listing l-4f 
.CSIZ 4-8 



093-000081-05 



lndex-1 



Index 



DataGeneral 

SOFTWARE DOCUMENTATION 



Licensed Material - Property of Data General Corporation 



data field 1-3 

DALC 4-9 

DCMR 4-10 

defining macros 4-29, 5-1 ff 

.DEMR 4-11 

DERA 4-12 

.DEUR 4-13 

.DFLM 4-13 

.DELS 4-14 

DIA, etc. 3-9 

.DIMM 4-15 

.DIO 4-16 

.DIOA 4-16 

.DICD 4-15 

.DISD 4-17 

.DISS 4-17 

.DMR 4-18 

.DMRA 4-18 

.DO 4-4, 4-9, 4-27 

.DO loops in macros 5-6f 

DOA,etc. 3-9 

documentation conventions iv 

double-precision numbers 2-5f 

DSZ 3-1 Iff 

.DUSR 4-19 

.DXOP 4-20 

E (exponent, floating-point) 2-6 
E-series ECLIPSE instructions 3-14f 
eight-character symbols 6-2 
.EJEC 4-20 
.END 4-21 
.ENDC 

in macro 5-6f 

pseudo-op 4-21 
.ENT 1-4,4-3,4-22 
.ENTO 1-4, 4-22 
.EOF, .EOT 4-23 
error 

assembly A-1 to A-5 

fatal A-6 

field in listing l-3f 
expressions 

general 3-lf 

relocation of 3-3f 
.EXTD 1-4, 3-11, 4-2i 
extended RBs 6-2 
.EXTN 1-4,4-3,4-24 
.EXTD 4-24 

F error A-3 

fields in source code 1-3 

files 

instruction definition 6-4 

macroassembler 6-l,6-4f 
floating-point 

constants 2-6f 

instructions (ECLIPSE) 3-15f 
formfeed 2-2 



G error A-3 
.GADD 4-25 
generated 

labels 5-15 

numbers/symbols 5-17 
.GLOC 4-25 
.GOTO 4-26 
GREF 4-26 

HALT 3-10 
HALTA 3-10 

I/O instructions 

with ac 3-9 

without ac 3-8 

without arguments 3-10 

without device code 3-10 
.IFE, .IFG, .IFL, .IFN 4-27 
INC 3-7 

indexed addressing, 3-llf, 3-14f 
indirect addressing 2-7 
input to assembler 

ASCII subset C-1 

break characters 2-2 

comments 2-1 

macros, see macro normal code 2-1 

numbers 2-2 to 2-7 

strings 2-1 
instructions 

ALC 3-7 

by type 3-6 

I/O, see I/O instructions 
INTA 3-10 
INTDS 3-10 
integer storage 2-2ff 
INTEN 3-10 
lORST 3-10 
ISZ 3-1 Iff 

JMP 3-1 Iff 
JSR 3-1 Iff 

labels, generated 5-15 

LDA 3-13 

LFE (library file editor) iii 

listing 

fields l-3f 

pseudo-ops 4-5 
literals 5-16 
LITMACS.SR 6-1 
.EMIT 4-5, 4-28 
.LOC 1-2 4-29 

location counter l-3f, 1-6,4-3, 4-5, 4-29 
logical operators 2-2, 3-lf 
lowercase characters 2-1 
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macro 

calls 2-2, 5-3ff 
definitions 5- If 
.DO loops in 5-6f 
examples 
FACT 5-9 
PACK 5-lOf 
OR 5-8 

VFD, ERROR, SPECL 5-12ff 
expansions 5-2, 5-5ff 
overview 1-1 
pseudo-ops 4-4 
.MACRO 2-1,^-29 
macroassembler 
errors, see error 
files 6-1 

input, see input to assembler 
language 1-1 
listing l-3f 

macro overview 1-1,5-lff 
operating Chapter 6 
output 1-lf, also see RB 
switches 6-2f 
symbol 

capacity 6-5 
file, see MAC.PS 
table file 6-4f 
MAC.PS 

building 4-39, 6-1, 6-4 
/T switches 6-2 
MAC.ST 6-5 
.MCALL 4-30 

memory reference instructions 3-11 to 3-16 
commercial (ECLIPSE) 3-15f 

withac 3-13ff 

without ac 3-11 
mnemonics, busy /done 3-8f 
modules, communication between 4-3 
MOV 3-7 
MSKO 3-10 

NBID.SR 4-39,6-1,6-4 

NCID.SR 6-4 

NEG 3-7 

NEID.SR 6-4 

NIO 3-8 

.NOCON 4-30 

no-load instructions 2-7 

.NOLOC 4-31 

.NOMAC -^-^7,5-6 

normal-relocatable (NREL) code 1-2, 1-6 

.NREL 1-2, 4-32 

NSID.SR 6-4 

number sign (#) 2-7 



numbers 

double-precision 2-5f 
general 2-2 to 2-7 
generated 5-17 
operators 2-2 
single-precision 2-2ff 

operators 2-2, 3-lf 
OSID.SR 6-4 
OR 3-lf 

organization of manual iii 
output of assembler 1-lf 
also see RB 

page zero (ZREL) code 1-2, 1-6 

conserving 5-16 

specifying 4-39 
parity 1-2, 4-4 
PARU.SR 6-4 
.PASS 4-32 

permanent symbols, summary C-1 
.POP 4-33 

program listings l-3f 
pseudo-ops Chapter 4 

alphabetically 4-5 to 4-39 

by category 4- 1 to 4-5 

purpose of 3-5f 

summary B-1 
.PUSH 4-29, 4-33 

radix 2-4, also see .RDX 
RB 

extended, see extended RB 

format 6-5 

^. ,»,-.,:„,., 1 ir 

wvtivitw 1-11 

RB 4-33 
.RDX 2-4, 4-34 
RDXO 4-35 
READS 3-10 

relational operators 2-2, J- 7/ 
relocatable binary see RB 
relocation 

counters 1-6 

expressions 3-3f 

nags l-3ff 

overview 1-6 

pseudo-ops 4-32, 4-39 
removing symbols 4-39 
related manuals iii 
.REV 4-35 
RLDR 1-6 
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single-precision numbers 2-2ff 

skip (ALC instructions) 3-7 

SKPBN, etc. 3-8 

source files for definitions 6-4 

space (□) 2-2, 5-3 

special characters ( @, #, **) 2-7f 

ST A 3-13 

stack pseudo-ops 4-4, 4-33, 4-36 

storage, integer 2-2ff 

SUB 3-7 

switches (MAC) 6-2f 

symbols 

capacity 6-5 

eight-character 6-2 

file, see MAC.PS 

format of 2-7 

generated by MAC 5-17 

global 3-5 

local 3-5 

permanent 3-4f,B-\ 

removing 4-39 

semipermanent 3-5 

storage 6-5 

user, see user symbols 

value 4-1 
symbol table pseudo-ops 4-lf 

/T switches (MAC.PS) 6-2 

tab 2-2, 5-3 

terminating a line, see break characters 

text strings 2-1, 4-4 

.TITL 4-36 

.TOP 4-36 

.TXT, .TXTE, etc. 4-37 

.TXTM 4-38 

.TXTN 4-38 

U error A-5 

uppercase (characters) 2-1 

user symbols 

defining semipermanent, see pseudo-ops 

format of 2-7 

length 6-2 

overview 3-5 

value symbols 4-1 
.XPNG 4-39 
.ZREL 1-2, 4-39 
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No.. 



We wrote the book for you, and naturally we had to make certain assumptions about who you are and how you 
would use it. Your comments will help us correct our assumptions and improve our manuals. Please take a few 
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How Oo You Use This Manual? 



D EDP Manager 
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n Operator 

n Other 
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